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Sales AgentRecognizing that conservation of the global environment is 
the top-priority challenge for the world’s population, Nippon 
Thompson will conduct its activities with consideration of the 
environment as a corporate social responsibility, reduce its 
negative impact on the environment, and help foster a rich 
global environment.
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Linear Motion Rolling Guides are used with 
satisfactory results for various applications requiring 
precision positioning such as semi-conductor 
manufacturing equipment, large sized machine 
tools, industrial robots, and precision equipment.
In contrast to conventional rolling bearings used in 
rotating parts, Linear Motion Rolling Guides are the 
products applicable to plane sliding surfaces, and 
meet the increasing needs for linear motion and 
precision positioning in machines and equipment.
Linear Way and Linear Roller Way of rail guide 
type, Linear Ball Spline of shaft guide type, and 
other products, recognized for their high quality and 
excellent features, are available.

Linear Motion Rolling Guides are manufactured through a control system that alleviates their impact on the 
global environment to meet the quality requirements of ISO 14001 in compliance with the quality requirements level 
of ISO 9001 for quality improvement.
The standard products listed in this catalog comply with the specifications of the six hazardous materials mentioned 
cited in the European RoHS Directive.
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Linear motion rolling guide that has achieved the 
highest level of performance in all characteristics 
utilizing the roller's superior characteristic

To find out from the Series

Page

119

119Linear motion rolling guide that has achieved the

Roller Type

C-Lube Linear Roller Way Super MX

Linear Roller Way Super X

MX : Flange type mounting from top / bottom
MXD : Block type mounting from top
MXS : Compact block type mounting from top

MXN : Low section �ange type mounting from top / bottom
MXNS : Low section block type mounting from top

LRX : Flange type mounting from top / bottom
LRXD : Block type mounting from top
LRXS : Compact block type mounting from top

Super small-size linear motion rolling guide 
produced by original small sizing technology

35
Page

35Super small-size linear motion rolling guide

Ball Type Miniature Series

C-Lube Linear Way ML

Linear Way L

ML : Standard type
MLF : Wide type

LWL : Standard type
LWLF : Wide type

Versatile linear motion rolling guide pursuing 
compactness in every aspect just like lower, 
narrower, and shorter

Page

57

57

C-Lube Linear Way ME

Linear Way E

57Low Decibel Linear Way E
Versatile linear motion rolling guide pursuing

Ball Type Compact Series

ME : Flange type mounting from bottom
MET : Flange type mounting from top
MES : Block type mounting from top

LWE : Flange type mounting from bottom
LWET : Flange type mounting from top
LWES : Block type mounting from top

LWE …Q : Flange type mounting from bottom
LWET …Q : Flange type mounting from top
LWES …Q : Block type mounting from top

High rigidity linear motion rolling guide having a 
maximum load rating among ball-type units by 
incorporating a large-diameter ball

Page

83

83High rigidity linear motion rolling guide having a

Ball Type High Rigidity Series

C-Lube Linear Way MH

Linear Way H

MH : Flange type mounting from bottom
MHT : Flange type mounting from top

MHD : Block type mounting from top
MHS : Compact block type mounting from top

LWH : Flange type mounting from bottom
LWHT : Flange type mounting from top
LWHD : Block type mounting from top

LWHS : Compact block type mounting from top
LWHY : Side mounting type

Linear motion rolling guide suitable to single-row 
use due to having resistance to across-the-width 
moment load by using a wide track rail

Page

171Linear Way F

Linear motion rolling guide suitable to single row

Ball Type Wide Rail Type Series
LWFH : Flange type mounting from top / bottom
LWFF : Flange type mounting from top / bottom
LWFS : Block type mounting from top

004003
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Eco-friendly Compactness

Oil usage reduction effect
Ef�cient use of space

Maintenance free

Oil

Features of Maintenance Free Series

Eco-friendly specification           Reducing usage of lubrication oil

Consumption of precious oil resource is 
minimized! And elimination of oil feeder 
and its piping reduces the initial cost!

Contributes to reduction of total cost 
and environmental loads!!

Troublesome lubrication maintenance 
process is reduced!!

The space consuming oil feeder is 
eliminated to save the space!

Freedom of machine designing 
is expanded for user!!

Distance equivalent to 
halfway around the 
globe

Endures running over 20,000 km 
without oil feeding!

C-Lube Linear Way ML

No. 7677804
 7252435
 6729761
 6712511

C-Lube Linear Way ME

No. 7748905 
 7677804 
 6729761 
 6712511

C-Lube Linear Way MUL
No. 5435649

Linear Way F
No. 6176617
 5967667

C-Lube Linear Way MLV
No. 8465206

C-Lube Linear Way MV
No. 6712511
 6729761

Linear Roller Way Super X

No. 7832930 6766897
 7458721 6461045
 7458720 6176617

No. 7341378 5622433
 5967667 5464288
 5800064

U.S. PATENTED

No. 7832929 6712511
 7762723 
 7748905 
 7677804
 6729761

C-Lube Linear Way MH

Gentle to The Earth

Linear Way L

No. 7258486 
 6517244
 6176617
 6082899
 5967667

Linear Way E

No. 7677804
 6176617 
 5967667 

Linear Way H

No. 7677804 6082899
 6517244 5967667
 6461045 5622433
 6250805 
 6176617 

Linear Way U
No. 6880975 6176617
 6851857 6082899
 6517244 5967667
 6461045 
 6309107

C-Lube Linear Roller Way Super MX

No. 8403563 7950852
 8403562 7927016
 8123408 7862234
 8113714 7832930
 8033730
 7997800

No. 8585288 7458721
 8506166 7458720
 8206036 5800064
 8113714 
 7780356 
 7534042
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The surface of capillary lubricating element is always covered 
with the lubrication oil.
Lubrication oil is continuously supplied to the surface of 
rolling elements by surface tension in the contact of capillary 
lubricating element surface and rolling elements.
On the surface of capillary lubricating element with which the 
rolling elements make contact, new lubrication oil is always 
supplied from the other sections.

The lubrication oil is supplied directly to the rolling elements, 
not to the track rail.
When rolling elements make contact with the capillary lubri-
cating element integrated with the circulation path of slide 
unit rolling elements, the lubrication oil is supplied to 
surfaces of rolling elements and carried to the loading area 
through circulation of rolling elements.
This results in adequate lubrication oil being properly main-
tained in the loading area and lubrication performance will 
last for a long time.

Track rail
Slide unit stroke direction

Cylindrical rollers

C-Lube

Cylindrical rollers

C-Lube
Capillary

Cylindrical rollers

C-Lube

Compact

C-Lube Linear Way and C-Lube Linear Roller 
Way do not generate slide resistance unlike lubri-
cation parts external to the slide unit that make 
contact with the track rail.
Driving force follow-up property is superior and 
energy is saved by improvement of accuracy and 
reduction of friction loss.

As C-Lube Linear Way and C-Lube Linear Roller 
Way are integrated with lubrication part C-Lube, 
their slide units are not long unlike types with 
external lubrication parts.
Replacement of conventional parts is easy free 
from constraints of mounting space and stroke 
length.

Smooth

Traveling distance   mm
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0 50 100 150

ML9 standard preload

C-Lube Linear Way

External lubrication parts

Features of Maintenance Free Series

C-Lube Linear Roller WayC-Lube Linear Way

C-Lube integrated

Maintenance free
This endures running over 20,000 km without 
oil feeding with lubrication oil in the C-Lube 
only.
Furthermore, grease is pre-packed in the slide 
unit so long term maintenance free can be 
realized.

0 20 000km 40 000 60 000 80 000 100 000

4.9 km lubrication shortage damageLinear Way
LWL9

C-Lube Linear Way
ML9

C-Lube Linear Way
ME25

C-Lube Linear Roller Way
MXG45

Durability test result

Oil supply test result

As lubrication oil in C-Lube is supplied by the 
amount necessary to maintain lubrication perfor-
mance of the rolling guide, the consumption of 
lubrication oil is reduced and lubrication perfor-
mance is maintained even when it run for a long 
period.

Traveling distance   km

Eco-friendly

Running of 86,000 km without failure

Running of 46,000 km without failure

Running of 89,000 km without failure

Running of 71,000 km without failure

Running of 56,000 km without failure

Traveling distance   km
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 0 20 000km 40 000 60 000 80 000 100 000
0

20

40

60

80

100 No pre-packed grease
No applied load

ML9
ML12
ML15

Features of C-Lube Linear Way and C-Lube Linear Roller WayFeatures of C-Lube Linear Way and C-Lube Linear Roller Way long term maintenance free is realized with oil 
impregnated with C-Lube only !!

long term maintenance free is realized with oil 
impregnated with C-Lube only !!

*1.  Typical device life is assumed. Re-greasing may 
be necessary depending on use conditions.

Linear way using 
conventional lubrication parts

The aquamarine end plate is the 
symbol of maintenance free.

Original and world's �rst 

structure with [C-Lube]
Original and world's �rst 

structure with [C-Lube]
No C-Lube
（No grease）

C-Lube integrated
High-speed at 240 m/min
No grease

C-Lube integrated
High acceleration / deceleration 26G
No grease

C-Lube integrated
Load of 0.09C
No grease

C-Lube integrated
Load of 0.1C
No grease

C-Lube integrated
Load of 0.1C
No grease

Light and smooth motion is achieved!Light and smooth motion is achieved!

Eco-friendly specification reducing 
usage of lubrication oil!

Eco-friendly specification reducing 
usage of lubrication oil!

Compact design taking into 
account compactness!

Compact design taking into 
account compactness!

Maintenance free is achieved 
until the end of device life

*1

!
Maintenance free is achieved 

until the end of device life
*1

!

Frictional resistance 
test result

Lubrication oil is carried through 
circulation of rolling elements

Lubrication oil is directly supplied 
to surfaces of the rolling elements

Lubrication 
oil film
Surface 
tension

Gentle to The Earth

007 008
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Features of Interchangeable Speci�cation

Q I dropped the linear way unit by 
mistake, and the unit is damaged. 
Can I replace it? AUnit interchangeability

If you use Linear way of 
Interchangeable speci�ca-
tion, you may need to 
replace only slide unit.

Dropped

Sounds great!

Q I need to increase the rigidity of the 
unit because of sudden specifica-
tion change. AUnit interchangeability

The rigidity can be improved 
easily by increasing the unit 
length.

Power up Q I carelessly forgot to arrange some 
parts, but I need them urgently. 
Can it be delivered soon? AShort delivery available

Interchangeable parts are 
available for short delivery, 
they can be delivered 
quickly with our perfect 
inventory system.
Slide unit and track rail can 
be ordered individually.

Q Calculated accuracy cannot be 
achieved after assembly of the 
device? AAccuracy interchange-

ability, preload inter-
changeability
How do you like to use accuracy 
higher by one class or higher 
preload type?
As accuracy of the interchange-
able products is controlled strictly 
by parts, setting can be modi�ed.

Sounds great!

If late...

Accuracy interchangeability Unit interchangeability Short delivery products
Separate delivery of slide unit and track rail!　Separate delivery of slide unit and track rail!　

You may order what you need by 
any quantity at any time!!High accuracy of the device can be 

maintained in the multiple-use environment!!

Ultimate Interchangeable        system by radical        
pursuit of elimination        of any waste

Fine accuracy

Accuracy not 
improved

Please modify 
my accuracy

Oh, dear! It's 
going to be late

I want to be 
long type...

Need more 
rigidity

Many type of slide units are available!
Every slide unit is interchangeable 
with the same track rail!

It is easily added 
or replaced!!

Three accuracy classes are available!
Height variation can be controlled 
with multiple assembled sets!

I forgot to 
arrange

009 010
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A wide variety of slide unit models with different sectional 
shape and length are provided, for free replacement on the 
same track rail.

Select the products as many as you wish.

Track rail

Interchangeability of track rail

Slide unit Track rail Set condition

Features of Interchangeable Speci�cation

Unit interchangeability

Slide unit shape

Flange type mounting from bottom Flange type mounting from top Block type mounting from top

Short unit

Length of slide unit

Standard unit Long unit Extra long unit

Interchangeability of slide unit

●  Tolerances of dimensions H and N
●  Variation of dimensions H and N in 1 set
●  Parallelism in operation of the C surface to A surface
●  Parallelism in operation of the D surface to B surface

Standard setting up to precisionThree accuracy classes of Ordinary, High and 
Precision class are provided, to support even 
high traveling accuracy purposes. In addition, 
as height variation of multiple assembled sets is 
managed with high accuracy, you may use 
parallel track rails at ease.

The high accuracy dimensions management utilizing the simple 
structure achieved the interchangeability of preloaded slide units. 
It supports the applications requiring the rigidity of one higher rank.

Light preload

Standard preload

By replacing the interchangeable linear way or linear roller 
way slide unit with C-Lube Linear Way or C-Lube Linear 
Roller Way slide unit, maintenance free is achieved while 
using the same track rail.

Interchangeable specification has realized the incomparable high interchangeability by severely managing 

the dimensions of slide unit and track rail with the background of unique high processing technology.

This feature allows independent handling of slide unit and track rail, thus allowing you to select free combina-

tion and to order any products for any volume at any necessary time.

It allows the accuracy improvement of 
units without design changes!
It allows the accuracy improvement of 
units without design changes!

C

A
D B

N

H

Accuracy interchangeability

Preload interchangeability

Maintenance free is achieved only by replacing the slide unit!

High carbon 
steel-made track rail

Stainless steel-made 
track rail

Butt-jointing 
track rails

Compact block type 
mounting from top

Free selection is possible for 
slide units and track rails!
Free selection is possible for 
slide units and track rails!

●  Variation of dimensions H of multiple 
assembled sets is speci�ed

Corresponding to parallel arrangement 
of multiple assembled sets as standard

High preload setting is possible thanks 
to high accuracy dimensions control

Requirements of ;

Help
● Wish to improve the rigidity and life of machines
● Wish to improve the accuracy of machines
● Wish to replace the slide unit immediately
● The number of slide units is in short
● Wish to replace the track rail immediately
● The length of track rail is not suf�cient
● Wish to store only the slide units in stock 

for emergency

Interchangeable specification realizes ;

Sorted out● Wish to prepare for a sudden design change
● Wish to select freely the combination of high 

accuracy and preload
● Slide unit and track rail are separately handled
● Free combination of slide unit and track rail 

can be selected
● Compactness-independent storing of slide 

units and track rails

Free combination is enabled for model, accuracy, preload!!
Ultimate interchangeable system

　　             Interchangeable specification

Takeo
ver

Slide unit

Track rail

Rigidity is 
necessary after all!

It allows the rigidity improvement of 
units without design changes!
It allows the rigidity improvement of 
units without design changes!

011 012
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Model Number of other Manufacturers
THK NSK SchneebergerRexrothINA

RSR
RSH
SRS

SSR
SR

04## ML
LWL

ME
LWE

MH
LWH

LWF

MN

BM

MR

LE
PE

LU
PU

KUVE

KUVE

KUSE

RUE

LS

LH

LY

LW

RB

RA

SHS
HSR

HRW
SHW

SRN

SRG 18##

RSR...M,ZM
RSH...M,ZM,KM

ME...

LU...AL,TL,AR,TR
PU...TR,AR

LE...AL,TL,AR,TR
PE...AR,TR

RSR...V,VM
SRS...M

RSR...N LU...BL,UL

LE...BL,UL

RSR...M

RSR...WV,WVM,WZM

SRS...WM

SR...TB SSR...XTBY

HSR...A,C SHS...C

LH...FL SH...FL KUVE...B(-KT) KUSE

KUVE...B(-KT)-L KUSE-L

KUVE...B(-KT) KUSE

KUVE...B(-KT)-L KUSE-L

KUVE...B(-KT)-H KUSE-H

KUVE...B(-KT)-HL KUSE-HL

KUVE...B(-KT)-S KUSE-H

KUVE...B(-KT)-SL KUSE-HL 

LH...HL SH...HL

LH...EL(EM) SH...EL(EM)

LH...GL(GM) SH...GL(GM)

LH...AN SH...AN

LH...BN SH...BN

LY...AL SH...AL

LY...BL SH...BL

HSR...LA SHS...LC

HSR...R

HSR...B

HSR...LB

HSR...LR

SHS...V

SR...LV

HSR...YR

SHS...R

HRW...CA SHW...CA LW...EL

LWFH...

LWFS...

LWFF...

LWHY...

MH... LWH...

MESC... LWESC...

MESG... LWESG...

LWES...Q

METC...

MES... LWES...

METG... LWETG...

LWETC...

MET... LWET...

MEC... LWEC...

MEG... LWEG...

MLFC LWLFC

MLFG LWLFG

MLC LWLC...

MLG... LWLG...

LWE...Q
LWE...

MHG... LWHG...

MHT... LWHT...

MHTG... LWHTG...

MHD... LWHD...

MHDG... LWHDG...

MHDC... LWHDC...

MHS... LWHS...

MHSG... LWHSG...

MXG... LRXG...

MXD... LRXD...

MXDG... LRXDG...

1663

MNN

MNN...L

MNN

BM...A

BM...B

BM...A

BM...B

BM...C

BM...D

BM...F

BM...G

BM...E

MR...B

MR...C

MR...D

1851

1853

1821

1824

SRN...C SRN...R RB...EM RB...AL

SRG...A RA...EMSRG...C

SRG...LC SRG...R

SRG...LR SRG...V

HRW...CR SHW...CR

SR...SB
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HSR45B,(A) MH(T)45… LWH(T)45…B　
LWH(T)45…M

091

HSR55B,(A) LWH(T)55…B 091

HSR65B,(A) LWH(T)65…B 091

HSR15C MH(T)15…
LWH(T)15…B　
LWH(T)15…SL　
LWH(T)15…M

085

HSR20C MH(T)20…
LWH(T)20…B　
LWH(T)20…SL 　
LWH(T)20…M

087

HSR25C MH(T)25…
LWH(T)25…B　
LWH(T)25…SL　
LWH(T)25…M

087

HSR30C MH(T)30…
LWH(T)30…B　
LWH(T)30…SL　
LWH(T)30…M

089

HSR35C MH(T)35… LWH(T)35…B　
LWH(T)35…M

089

HSR20LB,(LA) MHG(TG)20… LWHG(TG)20… 093

HSR25LB,(LA) MHG(TG)25… LWHG(TG)25… 093

HSR30LB,(LA) MHG(TG)30… LWHG(TG)30… 095

HSR35LB,(LA) MHG(TG)35… LWHG(TG)35… 095

HSR45LB,(LA) MHG(TG)45… LWHG(TG)45… 095

HSR55LB,(LA) LWHG(TG)55…B 097

HSR65LB,(LA) LWHG(TG)65… 097

HSR85LB,(LA) LWHG(TG)85… 097

HSR25ＬR MHDG25… LWHDG25… 105

HSR30ＬR MHDG30… LWHDG30… 105

HSR35ＬR MHDG35… LWHDG35… 107

HSR45ＬR MHDG45… LWHDG45… 107

HSR55ＬR LWHDG55… 107

HSR65ＬR LWHDG65… 107

HSR10RM MHD10…SL LWHD10…SL 099

HSR12RM MHD12…　
MHD12…SL

LWHD12…
LWHD12…SL

099

HSR15R MHD15… LWHD15…B　
LWHD15…M

099

HSR25R MHD25… LWHD25…B　
LWHD25…M

101

HSR30R MHD30… LWHD30…B
LWHD30…M

101

HSR35R MHD35… LWHD35…B　
LWHD35…M

101

HSR45R MHD45… LWHD45…B　
LWHD45…M

103

HSR55R LWHD55…B 103

HSR65R LWHD65…B 103

HSR8RM MHD8…SL LWHD8…SL 099

HSR15YR LWHY15… 117

HSR20YR LWHY20… 117

HSR25YR LWHY25… 117

HSR30YR LWHY30… 117

HSR35YR LWHY35… 117

HSR45YR LWHY45… 117

HSR55YR LWHY55… 117

HSR65YR LWHY65… 117

RSH RSH12VM ML12… LWL12…B　
LWL12…BCS

039

RSH12ZM ML12… LWL12…B　
LWL12…BCS

039

RSH7WZM MLF14… LWLF14…B　
LWLF14…N

047

RSH15ZM ML15… LWL15…B　
LWL15…BCS

041

RSH9WZM MLF18…
LWLF18…B　
LWLF18…BCS　
LWLF18…N

049

RSH12WZM MLF24… LWLF24…B　
LWLF24…BCS

049

RSH15WZM MLF42… LWLF42…B　
LWLF42…BCS

051

RSH7M ML7… LWL7…B　
LWL7…N

037

RSH7ZM ML7… LWL7…B　
LWL7…N

037

RSH9KM ML9…
LWL9…B　
LWL9…BCS　
LWL9…N

039

RSH9ZM ML9…
LWL9…B　
LWL9…BCS
LWL9…N

039

RSR RSR5WM(WTM) MLFC10… LWLFC10…B　
LWLFC10…N

055

RSR5WTM MLF10… LWLF10…B　
LWLF10…N

047

RSR12N MLG12… LWLG12…B 043

RSR12VM ML12… LWL12…B　
LWL12…BCS

039

RSR12ZM ML12… LWL12…B　
LWL12…BCS

039

RSR7WTM MLF14… LWLF14…B　
LWLF14…N

047
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HRW HRW17CA LWFF33… 173

HRW21CA LWFF37… 173

HRW27CA LWFF42… 173

HRW35CA LWFF69… 173

HRW17CR LWFS33…
LWFS33…SL

175

HRW17CRM LWFS33…
LWFS33…SL

175

HRW21CR LWFS37…
LWFS37…SL

175

HRW21CRM LWFS37…
LWFS37…SL

175

HRW27CR LWFS42…SL 175

HRW27CRM LWFS42…SL 175

HSR HSR15B,(A) MH(T)15…
LWH(T)15…B　
LWH(T)15…SL　
LWH(T)15…M

085

HSR15B,(A)M MH(T)15…
LWH(T)15…B　
LWH(T)15…SL　
LWH(T)15…M

085

HSR20B,(A) MH(T)20…
LWH(T)20…B　
LWH(T)20…SL　
LWH(T)20…M

087

HSR20B,(A)M MH(T)20…
LWH(T)20…B　
LWH(T)20…SL　
LWH(T)20…M

087

HSR25B,(A) MH(T)25…
LWH(T)25…B　
LWH(T)25…SL　
LWH(T)25…M

087

HSR25B,(A)M MH(T)25…
LWH(T)25…B　
LWH(T)25…SL　
LWH(T)25…M

087

HSR30B,(A) MH(T)30…
LWH(T)30…B　
LWH(T)30…SL　
LWH(T)30…M

089

HSR30B,(A)M MH(T)30…
LWH(T)30…B　
LWH(T)30…SL　
LWH(T)30…M

089

HSR35B,(A) MH(T)35… LWH(T)35…B　
LWH(T)35…M

089
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RSR7WTN MLFG14… LWLFG14…B　
LWLFG14…N

053

RSR RSR7WZM MLF14… LWLF14…B　
LWLF14…N

047

RSR15N MLG15… LWLG15…B 043

RSR15VM ML15… LWL15…B　
LWL15…BCS

041

RSR15ZM ML15… LWL15…B　
LWL15…BCS

041

RSR9WN MLFG18… LWLFG18…B　
LWLFG18…N

053

RSR9WV MLF18…
LWLF18…B　
LWLF18…BCS　
LWLF18…N

049

RSR9WVM MLF18…
LWLF18…B　
LWLF18…BCS　
LWLF18…N

049

RSR9WZM MLF18…
LWLF18…B　
LWLF18…BCS　
LWLF18…N

049

RSR20N MLG20… LWLG20…B 043

RSR20VM ML20… LWL20…B　
LWL20…BCS

041

RSR12WN MLFG24… LWLFG24…B 053

RSR12WV MLF24… LWLF24…B　
LWLF24…BCS

049

RSR12WVM MLF24… LWLF24…B　
LWLF24…BCS

049

RSR12WZM MLF24… LWLF24…B　
LWLF24…BCS

049

RSR14WVM MLF30… LWLF30…B　
LWLF30…BCS

051

RSR3M LWLC3… 045

RSR3N LWL3… 037

RSR15WN MLFG42… LWLFG42…B 053

RSR15WV MLF42… LWLF42…B　
LWLF42…BCS

051

RSR15WVM MLF42… LWLF42…B　
LWLF42…BCS

051

RSR15WZM MLF42… LWLF42…B　
LWLF42…BCS

051

RSR5M MLC5… LWLC5…B　
LWLC5…N

045

RSR5TN ML5… LWL5…B　 
LWL5…N

037

RSR3WM LWLFC6…　
LWLFC6…N　

055

RSR3WM
(WN)(WZM)

LWLF6… 
LWLF6…N

047

RSR7M ML7… LWL7…B　 
LWL7…N

037

RSR7N MLG7… LWLG7…B　
LWLG7…N

043

RSR7ZM ML7… LWL7…B　 
LWL7…N

037

RSR9KM ML9…
LWL9…B　 
LWL9…BCS 
LWL9…N

039

RSR9N MLG9… LWLG9…B　
LWLG9…N

043

RSR9ZM ML9…
LWL9…B　 
LWL9…BCS 
LWL9…N

039

SHS SHS15C MH(T)15…
LWH(T)15…B　
LWH(T)15…SL 
LWH(T)15…M

085

SHS20C MH(T)20…
LWH(T)20…B　
LWH(T)20…SL 
LWH(T)20…M

087

SHS25C MH(T)25…
LWH(T)25…B　
LWH(T)25…SL 
LWH(T)25…M

087

SHS30C MH(T)30…
LWH(T)30…B　
LWH(T)30…SL 
LWH(T)30…M

089

SHS35C MH(T)35… LWH(T)35…B　
LWH(T)35…M

089

SHS45C MH(T)45… LWH(T)45…B　
LWH(T)45…M

091

SHS55C LWH(T)55…B 091

SHS65C LWH(T)65…B 091

SHS20LC MHG(TG)20… LWHG(TG)20… 093

SHS25LC MHG(TG)25… LWHG(TG)25… 093

SHS30LC MHG(TG)30… LWHG(TG)30… 095

SHS35LC MHG(TG)35… LWHG(TG)35… 095

SHS45LC MHG(TG)45… LWHG(TG)45… 095

SHS55LC LWHG(TG)55…B 097

SHS65LC LWHG(TG)65… 097

SHS25ＬR MHDG25… LWHDG25… 105

SHS30ＬR MHDG30… LWHDG30… 105

SHS35ＬR MHDG35… LWHDG35… 107

SHS45ＬR MHDG45… LWHDG45… 107

SHS55ＬR LWHDG55… 107

SHS20LV MHSG20… LWHSG20… 115

SHS25LV MHSG25… LWHSG25… 115

SHS30LV MHSG30… LWHSG30… 115

SHS15R MHD15… LWHD15…B　
LWHD15…M

099

SHS25R MHD25… LWHD25…B　
LWHD25…M

101

SHS30R MHD30… LWHD30…B　
LWHD30…M

101

SHS35R MHD35… LWHD35…B　
LWHD35…M

101

SHS45R MHD45… LWHD45…B　
LWHD45…M

103

SHS55R MHDG55… LWHD55…B 103

SHS15V MHS15…
LWHS15…B　
LWHS15…SL 
LWHS15…M

111

SHS20V MHS20…
LWHS20…B　
LWHS20…SL 
LWHS20…M

111

SHS25V MHS25…
LWHS25…B　
LWHS25…SL 
LWHS25…M

111

SHS30V MHS30…
LWHS30…B　
LWHS30…SL 
LWHS30…M

113

SHW SHW17CA LWFF33… 173

SHW21CA LWFF37… 173

SHW27CA LWFF42… 173

SHW35CA LWFF69… 173

SHW17CRM LWFS33…　
LWFS33…SL

175

SHW21CR LWFS37…　
LWFS37…SL

175

SHW27CR LWFS42…SL 175

SRG SRG15A MX15… LRX15… 121

SRG20A MX20… LRX20… 121

SRG25C MX25… LRX25… 121

SRG30C MX30… LRX30… 121

SRG35C MX35… LRX35… 123

SRG45C MX45… LRX45… 123

SRG55C MX55… LRX55… 123

SRG20LA MXG20… LRXG20… 125

SRG25LC MXG25… LRXG25… 125

SRG30LC MXG30… LRXG30… 125

SRG35LC MXG35… LRXG35… 127

SRG45LC MXG45… LRXG45… 127

SRG55LC MXG55… LRXG55… 127

SRG65LC MXG65… LRXG65… 127

SRG85LC LRX85… 123

SRG25LR MXDG25… LRXDG25…　
LRXDG25…SL

135
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SRG30LR MXDG30… LRXDG30…　
LRXDG30…SL

137

SRG35LR MXDG35… LRXDG35… 137

SRG SRG45LR MXDG45… LRXDG45… 137

SRG55LR MXDG55… LRXDG55… 137

SRG20LV MXSG20… LRXSG20… 143

SRG65LV MXDG65… LRXDG65… 137

SRG25R MXD25… LRXD25…　
LRXD25…SL

131

SRG30R MXD30… LRXD30…　
LRXD30…SL

133

SRG35R MXD35… LRXD35… 133

SRG45R MXD45… LRXD45… 133

SRG55R MXD55… LRXD55… 133

SRG15V MXS15… LRXS15… 141

SRG20V MXS20… LRXS20… 141

SRN SRN35C MXN35… 147

SRN45C MXN45… 147

SRN55C MXN55… 147

SRN35LC MXNG35… 147

SRN45LC MXNG45… 147

SRN55LC MXNG55… 147

SRN35LR MXNSG35… 149

SRN45LR MXNSG45… 149

SRN55LR MXNSG55… 149

SRN35R MXNS35… 149

SRN45R MXNS45… 149

SRN55R MXNS55… 149

SRS SRS12M ML12… LWL12…B　
LWL12…BCS

039

SRS7WM MLF14… LWLF14…B　
LWLF14…N

047

SRS15M ML15… LWL15…B　
LWL15…BCS

041

SRS9WM MLF18…
LWLF18…B　
LWLF18…BCS 
LWLF18…N

049

SRS20M ML20… LWL20…B　
LWL20…BCS

041

SRS12WM MLF24… LWLF24…B　
LWLF24…BCS

049

SRS25M ML25… LWL25…B 041

SRS15WM MLF42… LWLF42…B　
LWLF42…BCS

051

SRS7M ML7… LWL7…B　 
LWL7…N

037

SRS9M ML9…
LWL9…B　 
LWL9…BCS 
LWL9…N

039

SR SR15SB ME(T)C15…　
ME(T)C15…SL

LWE(T)C15…
LWE(T)C15…SL

067

SR15SBM ME(T)C15…　
ME(T)C15…SL

LWE(T)C15…
LWE(T)C15…SL

067

SR20SB ME(T)C20…　
ME(T)C20…SL

LWE(T)C20…
LWE(T)C20…SL

067

SR20SBM ME(T)C20…　
ME(T)C20…SL

LWE(T)C20…
LWE(T)C20…SL

067

SR25SBMY ME(T)C25…
ME(T)C25…SL

LWE(T)C25…
LWE(T)C25…SL

067

SR25SBY ME(T)C25…
ME(T)C25…SL

LWE(T)C25…
LWE(T)C25…SL

067

SR30SB ME(T)C30…
ME(T)C30…SL

LWE(T)C30…
LWE(T)C30…SL

069

SR30SBM ME(T)C30…
ME(T)C30…SL

LWE(T)C30…
LWE(T)C30…SL

069

SR35SB ME(T)C35… LWE(T)C35… 069

SR15TB
ME(T)15…
ME(T)15…SL 

LWE(T)15…
LWE(T)15…SL　
LWE(T)15…Q

059

SR15TBM
ME(T)15…
ME(T)15…SL 

LWE(T)15…
LWE(T)15…SL　
LWE(T)15…Q

059

SR20TB
ME(T)20…
ME(T)20…SL 

LWE(T)20…
LWE(T)20…SL　
LWE(T)20…Q

059

SR20TBM
ME(T)20…
ME(T)20…SL 

LWE(T)20…
LWE(T)20…SL　
LWE(T)20…Q

059

SR25TBMY
ME(T)25…
ME(T)25…SL 

LWE(T)25…
LWE(T)25…SL　
LWE(T)25…Q

061

SR25TBY
ME(T)25…
ME(T)25…SL 

LWE(T)25…
LWE(T)25…SL　
LWE(T)25…Q

061

SR30TB
ME(T)30…
ME(T)30…SL 

LWE(T)30…
LWE(T)30…SL　
LWE(T)30…Q

061

SR30TBM
ME(T)30…
ME(T)30…SL 

LWE(T)30…
LWE(T)30…SL　
LWE(T)30…Q

061

SR35TB ME(T)35… LWE(T)35…　
LWE(T)35…Q

063

SR45TB ME(T)45… LWE(T)45… 063

SR15V MESC15…
MESC15…SL

LWESC15…
LWESC15…SL

079

SR15VM MESC15…
MESC15…SL

LWESC15…
LWESC15…SL

079

SR20V MESC20…
MESC20…SL

LWESC20…
LWESC20…SL

079

SR20VM MESC20…
MESC20…SL

LWESC20…
LWESC20…SL

079

SR25VMY MESC25…
MESC25…SL

LWESC25…
LWESC25…SL

079

SR25VY MESC25…
MESC25…SL

LWESC25…
LWESC25…SL

079

SR30V MESC30…
MESC30…SL

LWESC30…
LWESC30…SL

081

SR30VM MESC30…
MESC30…SL

LWESC30…
LWESC30…SL

081

SR35V MESC35… LWESC35… 081

SR15WM
MES15…
MES15…SL 

LWES15…
LWES15…SL　
LWES15…Q

071

SR20WM
MES20…
MES20…SL 

LWES20…
LWES20…SL　
LWES20…Q

071

SR25WMY
MES25…
MES25…SL 

LWES25…
LWES25…SL　
LWES25…Q

073

SR25WY
MES25…　
MES25…SL 

LWES25…
LWES25…SL　
LWES25…Q

073

SR30W
MES30…　
MES30…SL 

LWES30…
LWES30…SL　
LWES30…Q

073

SR30WM
MES30…　
MES30…SL 

LWES30…
LWES30…SL　
LWES30…Q

073

SR35W MES35…　 LWES35…　
LWES35…Q

075

SR45W MES45… LWES45… 075

SSR SSR15XTBY
ME(T)15…　
ME(T)15…SL 

LWE(T)15…
LWE(T)15…SL　
LWE(T)15…Q

059

SSR20XTB
ME(T)20…　
ME(T)20…SL

LWE(T)20…
LWE(T)20…SL　
LWE(T)20…Q

059

SSR25XTBY
ME(T)25…　
ME(T)25…SL 

LWE(T)25…
LWE(T)25…SL　
LWE(T)25…Q

061

SSR15XWMY
MES15…　
MES15…SL 

LWES15…
LWES15…SL　
LWES15…Q

071

SSR15XWY
MES15…　
MES15…SL 

LWES15…
LWES15…SL　
LWES15…Q

071

SSR20XW
MES20…　
MES20…SL 

LWES20…
LWES20…SL　
LWES20…Q

071

SSR20XWM
MES20…　
MES20…SL 

LWES20…
LWES20…SL　
LWES20…Q

071

SSR25XWMY
MES25…　
MES25…SL

LWES25…
LWES25…SL　
LWES25…Q

073

SSR25XWY
MES25…　
MES25…SL

LWES25…
LWES25…SL　
LWES25…Q

073

SSR30XW
MES30…　
MES30…SL 

LWES30…
LWES30…SL　
LWES30…Q

073

SSR30XWM
MES30…　
MES30…SL 

LWES30…
LWES30…SL　
LWES30…Q

073

SSR35XW MES35… LWES35…　
LWES35…Q

075
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021

Innovation Know-how Originality

022

LH25ANC MHD25… LWHD25…B
LWHD25…M

101

LH30ANC MHD30… LWHD30…B
LWHD30…M

101

LH35ANC MHD35… LWHD35…B
LWHD35…M

101

LH45ANC MHD45… LWHD45…B
LWHD45…M

103

LH55ANC LWHD55…B 103

LH65ANC LWHD65…B 103

LH8ANC MHD8…SL LWHD8…SL 099

LH25BNC MHDG25… LWHDG25… 105

LH30BNC MHDG30… LWHDG30… 105

LH35BNC MHDG35… LWHDG35… 107

LH45BNC MHDG45… LWHDG45… 107

LH55BNC LWHDG55… 107

LH65BNC LWHDG65… 107

LH15EMK MH(T)15…
LWH(T)15…B
LWH(T)15…SL
LWH(T)15…M

085

LH20EMK MH(T)20…
LWH(T)20…B
LWH(T)20…SL
LWH(T)20…M

087

LH25EMK MH(T)25…
LWH(T)25…B
LWH(T)25…SL
LWH(T)25…M

087

LH30EMK MH(T)30…
LWH(T)30…B
LWH(T)30…SL
LWH(T)30…M

089

LH35EMC MH(T)35… LWH(T)35…B
LWH(T)35…M

089

LH45EMC MH(T)45… LWH(T)45…B
LWH(T)45…M

091

LH55EMC LWH(T)55…B 091

LH65EMC LWH(T)65…B 091

LH15FL(EL)K MH(T)15…
LWH(T)15…B
LWH(T)15…SL
LWH(T)15…M

085

LH20FL(EL)K MH(T)20…
LWH(T)20…B
LWH(T)20…SL
LWH(T)20…M

087

LH25FL(EL)K MH(T)25…
LWH(T)25…B
LWH(T)25…SL
LWH(T)25…M

087

LH30FL(EL)K MH(T)30…
LWH(T)30…B
LWH(T)30…SL
LWH(T)30…M

089

LH35FL(EL)C MH(T)35… LWH(T)35…B
LWH(T)35…M

089

LH45FL(EL)C MH(T)45… LWH(T)45…B
LWH(T)45…M

091

LH55FL(EL)C LWH(T)55…B 091

LH65FL(EL)C LWH(T)65…B 091

LH20GMC MHG(TG)20… LWHG(TG)20… 093

LH25GMC MHG(TG)25… LWHG(TG)25… 093

LH30GMC MHG(TG)30… LWHG(TG)30… 095

LH35GMC MHG(TG)35… LWHG(TG)35… 095

LH45GMC MHG(TG)45… LWHG(TG)45… 095

LH55GMC LWHG(TG)55…B 097

LH65GMC LWHG(TG)65… 097

LH20HL(GL)C MHG(TG)20… LWHG(TG)20… 093

LH25HL(GL)C MHG(TG)25… LWHG(TG)25… 093

LH30HL(GL)C MHG(TG)30… LWHG(TG)30… 095

LH35HL(GL)C MHG(TG)35… LWHG(TG)35… 095

LH45HL(GL)C MHG(TG)45… LWHG(TG)45… 095

LH55HL(GL)C LWHG(TG)55…B 097

LH65HL(GL)C LWHG(TG)65… 097

LH85HL(GL)C LWHG(TG)85… 097

LS LS15ALK MES15…
MES15…SL

LWES15…
LWES15…SL
LWES15…Q

071

LS20ALK MES20…
MES20…SL

LWES20…
LWES20…SL
LWES20…Q

071

LS25ALK MES25…
MES25…SL

LWES25…
LWES25…SL
LWES25…Q

073

LS30ALK MES30…
MES30…SL

LWES30…
LWES30…SL
LWES30…Q

073

LS35ALC MES35… LWES35…
LWES35…Q

075

LS15CLK MESC15…
MESC15…SL

LWESC15…
LWESC15…SL

079

LS20CLK MESC20…
MESC20…SL

LWESC20…
LWESC20…SL

079

0 LS25CLK MESC25…
MESC25…SL

LWESC25…
LWESC25…SL

079

LS30CLK MESC30…
MESC30…SL

LWESC30…
LWESC30…SL

081

LS35CLK MESC35… LWESC35… 081

LS15FL(EL)K ME(T)15…
ME(T)15…SL

LWE(T)15…
LWE(T)15…SL
LWE(T)15…Q

059

LS20FL(EL)K ME(T)20…
ME(T)20…SL

LWE(T)20…
LWE(T)20…SL
LWE(T)20…Q

059

LS25FL(EL)K ME(T)25…
ME(T)25…SL

LWE(T)25…
LWE(T)25…SL
LWE(T)25…Q

061

LE LE5AL MLF10… LWLF10…B
LWLF10…N

047

LE7TL MLF14… LWLF14…B
LWLF14…N

047

LE7UL MLFG14… LWLFG14…B
LWLFG14…N

053

LE9AL MLF18…
LWLF18…B
LWLF18…BCS
LWLF18…N

049

LE9AR MLF18…
LWLF18…B
LWLF18…BCS
LWLF18…N

049

LE9BL MLFG18… LWLFG18…B
LWLFG18…N

053

LE9TL MLF18…
LWLF18…B
LWLF18…BCS
LWLF18…N

049

LE9TR MLF18…
LWLF18…B
LWLF18…BCS
LWLF18…N

049

LE9UL MLFG18… LWLFG18…B
LWLFG18…N

053

LE12AL MLF24… LWLF24…B
LWLF24…BCS

049

LE12AR MLF24… LWLF24…B
LWLF24…BCS

049

LE12BL MLFG24… LWLFG24…B 053

LE15AL MLF42… LWLF42…B
LWLF42…BCS

051

LE15AR MLF42… LWLF42…B
LWLF42…BCS

051

LE15BL MLFG42… LWLFG42…B 053

LE7TL MLF14… LWLF14…B
LWLF14…N

047

LH LH10ANC MHD10…SL LWHD10…SL 099

LH12ANC MHD12…
MHD12…SL

LWHD12…
LWHD12…SL

099

LH15ANC MHD15… LWHD15…B
LWHD15…M

099
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LS LS30FL(EL)K ME(T)30… 
ME(T)30…SL

LWE(T)30… 
LWE(T)30…SL 
LWE(T)30…Q

061

LS35FL(EL) ME(T)35… LWE(T)35… 
LWE(T)35…Q

063

LS15KL(JL)K ME(T)C15… 
ME(T)C15…SL

LWE(T)C15… 
LWE(T)C15…SL

067

LS20KL(JL)K ME(T)C20… 
ME(T)C20…SL

LWE(T)C20… 
LWE(T)C20…SL

067

LS25KL(JL)K ME(T)C25… 
ME(T)C25…SL

LWE(T)C25… 
LWE(T)C25…SL

067

LS30KL(JL)K ME(T)C30… 
ME(T)C30…SL

LWE(T)C30…
LWE(T)C30…SL

069

LS35KL(JL) ME(T)C35… LWE(T)C35… 069

LU LU12AL ML12… LWL12…B 
LWL12…BCS

039

LU12AR ML12… LWL12…B 
LWL12…BCS

039

LU12BL MLG12… LWLG12…B 043

LU12TL ML12… LWL12…B 
LWL12…BCS

039

LU12TR ML12… LWL12…B 
LWL12…BCS

039

LU12UL MLG12… LWLG12…B 043

LU15AL ML15… LWL15…B 
LWL15…BCS

041

LU15BL MLG15… LWLG15…B 043

LU5TL ML5… LWL5…B 
LWL5…N

037

LU7AL ML7… LWL7…B 
LWL7…N

037

LU9AL ML9…
LWL9…B 
LWL9…BCS 
LWL9…N

039

LU9AR ML9…
LWL9…B 
LWL9…BCS 
LWL9…N

039

LU9BL MLG9… LWLG9…B 
LWLG9…N

043

LU9TL ML9…
LWL9…B 
LWL9…BCS 
LWL9…N

039

LU9TR ML9…
LWL9…B 
LWL9…BCS 
LWL9…N

039

LU9UL MLG9… LWLG9…B 
LWLG9…N

043

LW LW17EL LWFF33… 173

LW21EL LWFF37… 173

LW27EL LWFF42… 173

LW35EL LWFF69… 173

LY LY15ALK MHS15…
LWHS15…B 
LWHS15…SL 
LWHS15…M

111

LY20ALK MHS20…
LWHS20…B 
LWHS20…SL 
LWHS20…M

111

LY25ALK MHS25…
LWHS25…B 
LWHS25…SL 
LWHS25…M

111

LY30ALK MHS30…
LWHS30…B 
LWHS30…SL 
LWHS30…M

113

LY20BLC MHSG20… LWHSG20… 115

LY25BLC MHSG25… LWHSG25… 115

LY30BLC MHSG30… LWHSG30… 115

PE PE5AR MLF10… LWLF10…B 
LWLF10…N

047

PE7TR MLF14… LWLF14…B 
LWLF14…N

047

PE9TR MLF18…
LWLF18…B 
LWLF18…BCS 
LWLF18…N

049

PE12AR MLF24… LWLF24…B 
LWLF24…BCS

049

PE15AR MLF42… LWLF42…B 
LWLF42…BCS

051

PU PU12TR ML12… LWL12…B 
LWL12…BCS

039

PU15AL ML15… LWL15…B 
LWL15…BCS

041

PU5TR ML5… LWL5…B 
LWL5…N

037

PU7AR ML7… LWL7…B 
LWL7…N

037

PU9TR ML9…
LWL9…B 
LWL9…BCS 
LWL9…N

039

RA RA15ALC MXS15… LRXS15… 141

RA25ALC MXS25… LRXS25… 141

RA30ALC MXS30… LRXS30… 141

RA15AN MXD15… LRXD15… 
LRXD15…SL

131

RA20ANC MXS20… LRXS20… 141

RA25ANC MXD25… LRXD25… 
LRXD25…SL

131

RA30ANC MXD30… LRXD30… 
LRXD30…SL

133

RA35ANC MXD35… LRXD35… 133

RA45ANC MXD45… LRXD45… 133

RA55ANC MXD55… LRXD55… 133

RA65ANC MXD65… LRXD65… 133

RA15BLC MXSG15… LRXSG15… 143

RA25BLC MXSG25… LRXSG25… 143

RA30BLC MXSG30… LRXSG30… 143

RA15BNC MXDG15… LRXDG15… 
LRXDG15…SL

135

RA20BNC MXSG20… LRXSG20… 143

RA25BNC MXDG25… LRXDG25… 
LRXDG25…SL

135

RA30BNC MXDG30… LRXDG30… 
LRXDG30…SL

137

RA35BNC MXDG35… LRXDG35… 137

RA45BNC MXDG45… LRXDG45… 137

RA55BNC MXDG55… LRXDG55… 137

RA65BNC MXDG65… LRXDG65… 137

RA15EMC MX15… LRX15… 121

RA20EMC MX20… LRX20… 121

RA25EMC MX25… LRX25… 121

RA30EMC MX30… LRX30… 121

RA35EMC MX35… LRX35… 123

RA45EMC MX45… LRX45… 123

RA55EMC MX55… LRX55… 123

RA65EMC MX65… LRX65… 123

RA15GMC MXG15… LRXG15… 125

RA20GMC MXG20… LRXG20… 125

RA25GMC MXG25… LRXG25… 125

RA30GMC MXG30… LRXG30… 125

RA35GMC MXG35… LRXG35… 127

RA45GMC MXG45… LRXG45… 127

RA55GMC MXG55… LRXG55… 127

RA65GMC MXG65… LRXG65… 127

RB RB35ALC MXNS35… 149

RB45ALC MXNS45… 149

RB35BLC MXNSG35… 149

RB45BLC MXNSG45… 149

RB35EMC MXN35… 147

RB45EMC MXN45… 147
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RB RB55EMC MXN55… 147

RB35GMC MXNG35… 147

RB45GMC MXNG45… 147

RB55GMC MXNG55… 147

RB55TLC MXNS55… 149

RB55ULC MXNSG55… 149

SH SH25ALK MHS25…
LWHS25…B 
LWHS25…SL 
LWHS25…M

111

SH30ALK MHS30…
LWHS30…B 
LWHS30…SL 
LWHS30…M

113

SH15ANC MHD15… LWHD15…B 
LWHD15…M

099

SH25ANC MHD25… LWHD25…B 
LWHD25…M

101

SH30ANC MHD30… LWHD30…B 
LWHD30…M

101

SH35ANC MHD35… LWHD35…B 
LWHD35…M

101

SH45ANC MHD45… LWHD45…B 
LWHD45…M

103

SH55ANC LWHD55…B 103

SH25BLC MHSG25… LWHSG25… 115

SH30BLC MHSG30… LWHSG30… 115

SH25BNC MHDG25… LWHDG25… 105

SH30BNC MHDG30… LWHDG30… 105

SH35BNC MHDG35… LWHDG35… 107

SH45BNC MHDG45… LWHDG45… 107

SH55BNC LWHDG55… 107

SH15FL(EL)K MH(T)15…
LWH(T)15…B 
LWH(T)15…SL 
LWH(T)15…M

085

SH20FL(EL)K MH(T)20…
LWH(T)20…B 
LWH(T)20…SL 
LWH(T)20…M

087

SH25FL(EL)K MH(T)25…
LWH(T)25…B 
LWH(T)25…SL 
LWH(T)25…M

087

SH30FL(EL)K MH(T)30…
LWH(T)30…B 
LWH(T)30…SL 
LWH(T)30…M

089

SH35FL(EL)C MH(T)35… LWH(T)35…B 
LWH(T)35…M

089

SH45FL(EL)C MH(T)45… LWH(T)45…B 
LWH(T)45…M

091

SH55FL(EL)C LWH(T)55…B 091

SH20HL(GL)C MHG(TG)20… LWHG(TG)20… 093

SH25HL(GL)C MHG(TG)25… LWHG(TG)25… 093

SH30HL(GL)C MHG(TG)30… LWHG(TG)30… 095

SH35HL(GL)C MHG(TG)35… LWHG(TG)35… 095

SH45HL(GL)C MHG(TG)45… LWHG(TG)45… 095

SH55HL(GL)C LWHG(TG)55…B 097

SH65HL(GL)C LWHG(TG)65… 097

SS SS15ALK MES15… 
MES15…SL

LWES15… 
LWES15…SL 
LWES15…Q

071

SS20ALK MES20… 
MES20…SL

LWES20… 
LWES20…SL 
LWES20…Q

071

SS25ALK MES25…SL
LWES25… 
LWES25…SL 
LWES25…Q

073

SS30ALK MES30… 
MES30…SL

LWES30… 
LWES30…SL 
LWES30…Q

073

SS35ALC MES35… LWES35… 
LWES35…Q

075

SS15CLK MESC15… 
MESC15…SL

LWESC15… 
LWESC15…SL

079

SS20CLK MESC20… 
MESC20…SL

LWESC20… 
LWESC20…SL

079

SS25CLK MESC25… 
MESC25…

LWESC25… 
LWESC25…SL

079

SS30CLK MESC30… 
MESC30…SL

LWESC30… 
LWESC30…SL

081

SS35CLK MESC35… LWESC35… 081

SS15FL(EL) ME(T)15… 
ME(T)15…SL

LWE(T)15… 
LWE(T)15…SL 
LWE(T)15…Q

059

SS20FL(EL) ME(T)20… 
ME(T)20…SL

LWE(T)20… 
LWE(T)20…SL 
LWE(T)20…Q

059

SS25FL(EL) ME(T)25… 
ME(T)25…SL

LWE(T)25… 
LWE(T)25…SL 
LWE(T)25…Q

061

SS30FL(EL) ME(T)30… 
ME(T)30…SL

LWE(T)30… 
LWE(T)30…SL 
LWE(T)30…Q

061

SS35FL(EL) ME(T)35… LWE(T)35… 
LWE(T)35…Q

063

SS15KL(JL)K ME(T)C15… 
ME(T)C15…SL

LWE(T)C15… 
LWE(T)C15…SL

067

SS20KL(JL)K ME(T)C20… 
ME(T)C20…SL

LWE(T)C20… 
LWE(T)C20…SL

067

SS25KL(JL)K ME(T)C25… 
ME(T)C25…SL

LWE(T)C25… 
LWE(T)C25…SL

067

SS30KL(JL)K ME(T)C30… 
ME(T)C30…SL

LWE(T)C30…
LWE(T)C30…SL

069

SS35KL(JL) ME(T)C35… LWE(T)C35… 069
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Manufacturer INA
Reverse lookup

KUSE35-L
MHG35
MHTG35
MHTL35

LWHG35
LWHTG35

095

KUSE45 MH45
MHT45

LWH45…B
LWH45…M
LWH45…MU
LWHT45…B
LWHT45…M
LWHT45…MU

091

KUSE45-H MHD45
LWHD45…B
LWHD45…M
LWHD45…MU

103

KUSE45-HL MHDG45 LWHDG45 107

KUSE45-L
MHG45
MHTG45
MHTL45

LWHG45
LWHTG45

095

KUSE55 - LWH55…B
LWHT55…B

091

KUSE55-H - LWHD55…B 103

KUSE55-HL - LWHDG55 107

KUSE55-L - LWHG55
LWHTG55

097

KUVE KUVE15-B(-KT) MH15
MHT15…SL

LWH15…B
LWH15…SL
LWH15…M
LWH15…MU
LWHT15…B
LWHT15…SL
LWHT15…M
LWHT15…MU

085

KUVE15-B(-KT)-H MHD15
LWHD15…B
LWHD15…M
LWHD15…MU

099

KUVE15-B(-KT)-S MHS15
MHS15…SL

LWHS15…B
LWHS15…SL
LWHS15…M
LWHS15…MU

111

KUVE15-B-KT-L MHTG15 -

KUVE15-B-KT-SL MHSG15 -

KUVE20(-B)-H MHS20
MHS20…SL

LWHS20…B
LWHS20…SL
LWHS20…M
LWHS20…MU

111

KUVE20-B(-KT)
MH20
MHT20
MHT20…SL

LWH20…B
LWH20…SL
LWH20…M
LWH20…MU
LWHT20…B
LWHT20…SL
LWHT20…M
LWHT20…MU

087

KUVE20-B(-KT)-L MHG20
MHTG20

LWHG20
LWHTG20

093

KUVE20-B(-KT)-S MHS20
MHS20…SL

LWHS20…B
LWHS20…SL
LWHS20…M
LWHS20…MU

111

KUVE20-B(-KT)-SL MHSG20 LWHSG20 115

KUVE25-B(-KT)
MH25
MHT25
MHT25…SL

LWH25…B
LWH25…SL
LWH25…M
LWH25…MU
LWHT25…B
LWHT25…SL
LWHT25…M
LWHT25…MU

087

KUVE25-B(-KT)-H MHD25
LWHD25…B
LWHD25…M
LWHD25…MU

101

KUVE25-B(-KT)-HL MHDG25 LWHDG25 105

KUVE25-B(-KT)-L MHG25
MHTG25

LWHG25
LWHTG25

093

KUVE25-B(-KT)-S MHS25
MHS25…SL

LWHS25…B
LWHS25…SL
LWHS25…M
LWHS25…MU

111

KUVE25-B(-KT)-SL MHSG25 LWHSG25 115

KUVE30-B(-KT)
MH30
MHT30
MHT30…SL

LWH30…B
LWH30…SL
LWH30…M
LWH30…MU
LWHT30…B
LWHT30…SL
LWHT30…M
LWHT30…MU

089

KUVE30-B(-KT)-H MHD30
LWHD30…B
LWHD30…M
LWHD30…MU

101

KUVE30-B(-KT)-HL MHDG30 LWHDG30 105

KUVE30-B(-KT)-L
MHG30
MHTG30
MHTL30

LWHG30
LWHTG30

095

KUVE30-B(-KT)-S MHS30
MHS30…SL

LWHS30…B
LWHS30…SL
LWHS30…M
LWHS30…MU

113

KUVE30-B(-KT)-SL
MESG30
MESG30…SL

MHSG30

LWESG30
LWESG30…SL

LWHSG30

077

115

KUVE35-B(-KT) MH35
MHT35

LWH35…B
LWH35…M
LWH35…MU
LWHT35…B
LWHT35…M
LWHT35…MU

089

KUVE35-B(-KT)-H MHD35
LWHD35…B
LWHD35…M
LWHD35…MU

101

KUVE35-B(-KT)-HL MHDG35 LWHDG35 107

KUVE35-B(-KT)-L
MHG35
MHTG35
MHTL35

LWHG35
LWHTG35

095

KUVE35-B(-KT)-S MES35 LWES35 075

KUVE45-B(-KT) MH45
MHT45

LWH45…B
LWH45…M
LWH45…MU
LWHT45…B
LWHT45…M
LWHT45…MU

091

KUVE45-B(-KT)-H MHD45
LWHD45…B
LWHD45…M
LWHD45…MU

103

KUVE45-B(-KT)-HL MHDG45 LWHDG45 107

KUVE55-B(-KT) - LWH55…B
LWHT55…B

091

KUVE55-B(-KT)-L - LWHG55
LWHTG55

097

RUE25-D-FE MX25 LRX25 121

RUE RUE25-D-H-FE MXD25
MXD25…SL

LRXD25
LRXD25…SL

161

RUE25-D-HL-FE MXDG25 LRXDG25
LRXDG25…SL

165

RUE25-D-HL-OE MXDG25 LRXDG25
LRXDG25…SL

165

RUE25-D-H-OE MXD25
MXD25…SL

LRXD25
LRXD25…SL

161

RUE25-D-L-FE MXG25 LRXG25 157

KUSE KUSE20
MH20
MHT20
MHT20…SL

LWH20…B
LWH20…SL
LWH20…M
LWH20…MU
LWHT20…B
LWHT20…SL
LWHT20…M
LWHT20…MU

087

KUSE20-H MHS20
MHS20…SL

LWHS20…B
LWHS20…SL
LWHS20…M
LWHS20…MU

111

KUSE20-HL MHSG20 LWHSG20 115

KUSE20-L MHG20
MHTG20

LWHG20
LWHTG20

093

KUSE25
MH25
MHT25
MHT25…SL

LWH25…B
LWH25…SL
LWH25…M
LWH25…MU
LWHT25…B
LWHT25…SL
LWHT25…M
LWHT25…MU

087

KUSE25-H MHD25
LWHD25…B
LWHD25…M
LWHD25…MU

101

KUSE25-HL MHDG25 LWHDG25 105

KUSE25-L MHG25
MHTG25

LWHG25
LWHTG25

093

KUSE30
MH30
MHT30
MHT30…SL

LWH30…B
LWH30…SL
LWH30…M
LWH30…MU
LWHT30…B
LWHT30…SL
LWHT30…M
LWHT30…MU

089

KUSE30-H MHD30
LWHD30…B
LWHD30…M
LWHD30…MU

101

KUSE30-HL MHDG30 LWHDG30 105

KUSE30-L
MHG30
MHTG30
MHTL30

LWHG30
LWHTG30

095

KUSE35 MH35
MHT35

LWH35…B
LWH35…M
LWH35…MU
LWHT35…B
LWHT35…M
LWHT35…MU

089,

KUSE35-H MHD35
LWHD35…B
LWHD35…M
LWHD35…MU

101

KUSE35-HL MHDG35 LWHDG35 107
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No.

Catalog
No.

R1264 7 MHDG30… LWHDG30… 105

R16 R1621 1 MHD15… LWHD15…B
LWHD15…M

099

R1621 2 MHD25… LWHD25…B
LWHD25…M

101

R1621 3 MHD35… LWHD35…B
LWHD35…M

101

R1621 4 MHD45… LWHD45…B
LWHD45…M

103

R1621 5 LWHD55…B 103

R1621 7 MHD30… LWHD30…B
LWHD30…M

101

R1622 1 MHS15…
LWHS15…B
LWHS15…SL
LWHS15…M

111

R1622 2 MHS25…
LWHS25…B
LWHS25…SL
LWHS25…M

111

R1622 6 LWHD65…B 103

R1622 7 MHS30…
LWHS30…B
LWHS30…SL
LWHS30…M

113

R1622 8 MHS20…
LWHS20…B
LWHS20…SL
LWHS20…M

111

R1623 2 MHSG25… LWHSG25… 115

R1623 5 LWHDG55… 107

R1623 6 LWHDG65… 107

R1623 7 MHSG30… LWHSG30… 115

R1623 8 MHSG20… LWHSG20… 115

R04 R0441 2 MLFG24… LWLFG24…B 053

R0441 5 MLFG42… LWLFG42…B 053

R0441 8 MLFG18… LWLFG18…B
LWLFG18…N

053

R0442 0 ML20… LWL20…B
LWL20…BCS

041

R0442 2 ML12… LWL12…B
LWL12…BCS

039

R0442 5 ML15… LWL15…B
LWL15…BCS

041

R0442 7 ML7… LWL7…B
LWL7…N

037

R0442 8 ML9…
LWL9…B
LWL9…BCS
LWL9…N

039

R0443 2 MLF24… LWLF24…B
LWLF24…BCS

049

R0443 5 MLF42… LWLF42…B
LWLF42…BCS

051

R0443 8 MLF18…
LWLF18…B
LWLF18…BCS
LWLF18…N

049

R0444 2 MLG12… LWLG12…B 043

R0444 7 MLG7… LWLG7…B
LWLG7…N

043

R0444 8 MLG9… LWLG9…B
LWLG9…N

043

R12 R1264 2 MHDG25… LWHDG25… 105

R1264 3 MHDG35… LWHDG35… 107

R1264 4 MHDG45… LWHDG45… 107

Model Code     Model code Page 
No.Model Code     Model code Page 

No.

Manufacturer Rexroth
Reverse lookupModel Code     Model code Page 

No.Model Code     Model code Page 
No.

RUE25-D-HL-FE MXDG25 LRXDG25
LRXDG25…SL

165

RUE25-D-HL-OE MXDG25 LRXDG25
LRXDG25…SL

165

RUE35-E MX35 LRX35
LRXC35

155

RUE35-E-L MXG35 LRXG35 159

RUE35-E-KT-L MXG35 LRXG35 159

RUE35-E-H MXD35 LRXD35 163

RUE35-E-HL MXDG35 LRXDG35 167

RUE35-E-KT-HL MXDG35 LRXDG35 167

RUE45-E MX45 LRX45 155

RUE45-E-L MXG45 LRXG45 159

RUE45-E-KT-L MXG45 LRXG45 159

RUE45-E-H MXD45 LRXD45 163

RUE45-E-HL MXDG45 LRXDG45 167

RUE45-E-KT-HL MXDG45 LRXDG45 167

RUE55-E MX55 LRX55 155

RUE55-E-L MXG55 LRXG55 159

RUE55-E-KT-L MXG55 LRXG55 159

RUE55-E-H MXD55 LRXD55 163

RUE55-E-HL MXDG55 LRXDG55 169

RUE55-E-KT-HL MXDG55 LRXDG55 169

RUE65-E MX65 LRX65 155

RUE65-E-L MXG65 LRXG65 159

029 030

Innovation Know-how Originality
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Catalog
No.

Catalog
No.

Catalog
No.

Catalog
No.

Model Code     Model code Page 
No.Model Code     Model code Page 

No.Model Code     Model code Page 
No.Model Code     Model code Page 

No.

R1624 2 MHDG25… LWHDG25… 105

R1624 3 MHDG35… LWHDG35… 107

R1624 4 MHDG45… LWHDG45… 107

R1624 7 MHDG30… LWHDG30… 105

R1631 1 MH(T)15…
LWH(T)15…B 
LWH(T)15…SL 
LWH(T)15…M

085

R1631 2 MH(T)25…
LWH(T)25…B 
LWH(T)25…SL 
LWH(T)25…M

087

R1631 3 MH(T)35… LWH(T)35…B 
LWH(T)35…M

089

R1631 4 MH(T)45… LWH(T)45…B 
LWH(T)45…M

091

R1631 5 LWH(T)55…B 091

R1631 6 LWH(T)65…B 091

R1631 7 MH(T)30…
LWH(T)30…B 
LWH(T)30…SL 
LWH(T)30…M

089

R1631 8 MH(T)20…
LWH(T)20…B 
LWH(T)20…SL 
LWH(T)20…M

087

R1651 1 MH(T)15…
LWH(T)15…B 
LWH(T)15…SL 
LWH(T)15…M

085

R1651 2 MH(T)25…
LWH(T)25…B 
LWH(T)25…SL 
LWH(T)25…M

087

R1651 3 MH(T)35… LWH(T)35…B 
LWH(T)35…M

089

R1651 4 MH(T)45… LWH(T)45…B 
LWH(T)45…M

091

R1651 5 LWH(T)55…B 091

R1651 6 LWH(T)65…B 091

R1651 7 MH(T)30…
LWH(T)30…B 
LWH(T)30…SL 
LWH(T)30…M

089

R1651 8 MH(T)20…
LWH(T)20…B 
LWH(T)20…SL 
LWH(T)20…M

087

R1653 2 MHG(TG)25… LWHG(TG)25… 093

R1653 3 MHG(TG)35… LWHG(TG)35… 095

R1653 4 MHG(TG)45… LWHG(TG)45… 095

R1653 5 LWHG(TG)55…B 097

R1653 6 LWHG(TG)65…B 097

R1653 7 MHG(TG)30… LWHG(TG)30… 095

R1653 8 MHG(TG)20… LWHG(TG)20… 093

R1663 2 ME(T)C25… 
ME(T)C25…SL

LWE(T)C25… 
LWE(T)C25…SL

067

R1663 8 ME(T)C20… 
ME(T)C20…SL

LWE(T)C20… 
LWE(T)C20…SL

067

R1664 2 MESC25… 
MESC25…SL

LWESC25… 
LWESC25…SL

079

R1664 8 MESC20… 
MESC20…SL

LWESC20… 
LWESC20…SL

079

R1693 2 ME(T)25… 
ME(T)25…SL

LWE(T)25… 
LWE(T)25…SL 
LWE(T)25…Q

061

R1693 8 ME(T)20… 
ME(T)20…SL

LWE(T)20… 
LWE(T)20…SL 
LWE(T)20…Q

059

R1694 2 MES25… 
MES25…SL

LWES25… 
LWES25…SL 
LWES25…Q

073

R1694 8 MES20… 
MES20…SL

LWES20… 
LWES20…SL 
LWES20…Q

071

R18 R1821 2 MXD25… LRXD25… 
LRXD25…SL

131

R1821 3 MXD35… LRXD35… 133

R1821 4 MXD45… LRXD45… 133

R1821 5 MXD55… LRXD55… 133

R1824 2 MXDG25… LRXDG25… 
LRXDG25…SL

135

R1824 3 MXDG35… LRXDG35… 137

R1824 4 MXDG45… LRXDG45… 137

R1824 5 MXDG55… LRXDG55…
137•

151

R1824 6 MXDG65… LRXDG65…
137•

153

R1851 2 MX25… LRX25… 121

R1851 3 MX35… LRX35… 123

R1851 4 MX45… LRX45… 123

R1851 5 MX55… LRX55… 123

R1851 6 MX65… LRX65… 123

R1853 2 MXG25… LRXG25… 125

R1853 3 MXG35… LRXG35… 127

R1853 4 MXG45… LRXG45… 127

R1853 5 MXG55… LRXG55… 127

R1853 6 MXG65… LRXG65… 127

R20 R2001 1 MH(T)15…
LWH(T)15…B 
LWH(T)15…SL 
LWH(T)15…M

085

R2001 2 MH(T)25…
LWH(T)25…B 
LWH(T)25…SL 
LWH(T)25…M

087

R2001 3 MH(T)35… LWH(T)35…B 
LWH(T)35…M

089

R2001 7 MH(T)30…
LWH(T)30…B 
LWH(T)30…SL 
LWH(T)30…M

089

R2001 8 MH(T)20…
LWH(T)20…B 
LWH(T)20…SL 
LWH(T)20…M

087

R2002 2 MHG(TG)25… LWHG(TG)25… 093

R2002 3 MHG(TG)35… LWHG(TG)35… 095

R2002 7 MHG(TG)30… LWHG(TG)30… 095

R2002 8 MHG(TG)20… LWHG(TG)20… 093

R2011 1 MHS15…
LWHS15…B 
LWHS15…SL 
LWHS15…M

111

R2011 2 MHS25…
LWHS25…B 
LWHS25…SL 
LWHS25…M

111

R2011 7 MHS30…
LWHS30…B 
LWHS30…SL 
LWHS30…M

113

R2011 8 MHS20…
LWHS20…B 
LWHS20…SL 
LWHS20…M

111

R2012 2 MHSG25… LWHSG25… 115

R2012 7 MHSG30… LWHSG30… 115

R2012 8 MHSG20… LWHSG20… 115

Innovation Know-how Originality
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Catalog
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Catalog
No.

BM 35A MH(T)35… LWH(T) 35…B
LWH(T) 35…M

089

BM 35B MHG(TG)35… LWHG(TG) 35… 095

BM 35C MHD35… LWHD 35…B
LWHD 35…M

101

BM 35D MHDG35… LWHDG 35… 107

BM 35E LWHY 35… 117

BM 45A MH(T)45… LWH(T) 45…B
LWH(T) 45…M

091

BM 45B MHG(TG)45… LWHG(TG) 45… 095

BM 45C MHD45… LWHD 45…B
LWHD 45…M

103

BM 45D MHDG45… LWHDG 45 107

MNN MNN 7 ML7… LWL 7…B
LWL 7…N

037

MNN 7L MLG7… LWLG 7…B
LWLG 7…N

043

MNN 9 ML9…
LWL 9…B
LWL 9…BCS
LWL 9…N

039

MNN 9L MLG9… LWLG 9…B
LWLG 9…N

043

MNN 12 ML12… LWL 12…B
LWL 12…BCS

039

MNN 12L MLG12… LWLG 12…B 043

MNN 14 MLF14… LWLF 14…B
LWLF 14…N

047

MNN 15 ML15… LWL 15…B
LWL 15…BCS

041

MNN 15L MLG15… LWLG 15…B 043

MNN 18 MLF18…
LWLF 18…B
LWLF 18…BCS
LWLF 18…N

049

MNN 24 MLF24… LWLF 24…B
LWLF 24…BCS

049

MNN 42 MLF42… LWLF 42…B
LWLF 42…BCS

051

MR MR 25A MX25… LRX 25… 121

MR 25B/X MXG25… LRXG 25… 125

MR 25C/X MXD25… LRXD 25…
LRXD 25…SL

131

MR 25D/X MXDG25… LRXDG 25…
LRXDG 25…SL

135

MR 35A/X MX35… LRX 35… 123

MR 35B/X MXG35… LRXG 35… 127

MR 35C/X MXD35… LRXD 35… 133

MR 35D/X MXDG35… LRXDG 35… 137

MR 45A/X MX45… LRX 45… 123

MR 45B/X MXG45… LRXG 45… 127

MR 45C/X MXD45… LRXD 45… 133

MR 45D/X MXDG45… LRXDG 45… 137

MR 55B/X MXG55… LRXG 55… 127

MR 55C/X MXD55… LRXD 55… 133

MR 55D/X MXDG55… LRXDG 55… 137

MR 65B/X MXG65… LRXG 65… 127

MR 65D/X MXDG65… LRXDG 65… 137

MR55 A/X MX55… LRX 55… 123BM BM 15A MH(T)15…
LWH(T) 15…B
LWH(T) 15…SL
LWH(T) 15…M

085

BM 15C MHD15… LWHD 15…B
LWHD 15…M

099

BM 15F MHS15…
LWHS 15…B
LWHS 15…SL
LWHS 15…M

111

BM 20A MH(T)20…
LWH(T) 20…B
LWH(T) 20…SL
LWH(T) 20…M

087

BM 20B MHG(TG)20… LWHG(TG) 20… 093

BM 25A MH(T)25…
LWH(T) 25…B
LWH(T) 25…SL
LWH(T) 25…M

087

BM 25B MHG(TG)25… LWHG(TG) 25… 093

BM 25C MHD25… LWHD 25…B
LWHD 25…M

101

BM 25D MHDG25… LWHDG 25… 105

BM 25E LWHY 25… 117

BM 25F MHS25…
LWHS 25…B
LWHS 25…SL
LWHS 25…M

111

BM 25G MHSG25… LWHSG 25… 115

BM 30A MH(T)30…
LWH(T) 30…B
LWH(T) 30…SL
LWH(T) 30…M

089

BM 30B MHG(TG)30… LWHG(TG) 30… 095

BM 30C MHD30… LWHD 30…B
LWHD 30…M

101

BM 30D MHDG30… LWHDG 30… 105

BM 30E LWHY 30… 117

BM 30F MHS30…
LWHS 30…B
LWHS 30…SL
LWHS 30…M

113

BM 30G MHSG30… LWHSG 30… 115

Reverse lookup

Model Code     Model code Page 
No.Model Code     Model code Page 

No.Model Code     Model code Page 
No.Model Code     Model code Page 

No.

Manufacturer Schneeberger
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Red color shows the maintenance free speci� cation “C-Lube” series.
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2
● Wide range of variations for your needs

The slide unit shape can be selected from two types, the 
standard type and the wide type suited for single-row 
track rail uses, and there are four types with different 
lengths of slide unit with same section. Furthermore, the 
track rail has the variation of standard type and tapped rail 
type with the screw thread implanted, allowing you to 
select an optimal product for the specifications of your 
machine and device.

11
Features

Super small-size linear motion rolling guide produced by 
two-row four-point contact simple structure and original 
small sizing technology. The track rail width of LWL1, the 
smallest size, is only 1mm.

3
● Ball retained type for easy operation

The slide unit of ball retained type incorporates the ball 
retaining band, which prevents the ball from dropping 
down when the slide unit is removed from the track rail.
This safety structure brings you an easy operation to the 
machines / equipment.

4
Stainless steel highly corrosion-resistant is used as the 
basic specification, so that the products are suitable for 
applications where rust prevention oil is not preferred, 
such as in cleanroom environment. High carbon steel 
products suited to general purposes are also provided.

5
● Widely supports special environment uses

C-Lube Linear Way L for special environment uses are 
provided as a series. Increasingly varied special environment 
uses are supported, such as by high-speed / low-noise 
specifications by combining silicon nitride ceramics and low 
dust-generation specifications.

LWL
Linear Way L

ML
C-Lube Linear Way ML

C-Lube Maintenance Free Series

The aquamarine end plate is the 
symbol of maintenance free.

long term maintenance free supported!

● Stainless steel selections for excellent 
corrosion resistance

● Extremely small size realized by simple 
structure

Slide unit

Casing

C-Lube

Ball

End plate

End seal

Ball retaining band

Oil hole

Track rail

2011.07.09　初校　CAT-1552　Ⅱ03-22

035 036

Identifi cation Number and Specifi cation   

1N=0.102kgf=0.2248lbs.
1mm=0.03937inch

Example of an identifi cation number
The specifications of ML(F) and LWL(F) series are indicated by the identification 
number. Indicate the identi� cation number, consisting of a model code, dimensions, 
a part code, a material code, a preload symbol, a classification symbol, an 
interchangeable code, and a supplemental code for each speci� cation to apply.

Interchangeable specifi cation 1 2 4 5 6 3 7 8 9 10 11
Single slide unit ML C 12 C1 T1 P S1 /U

Single track rail（1） LWL 12 R200 B P S1

Assembled set ML C 12 C1 R200 T1 P S1 /U

Non-interchangeable specifi cation
Assembled set ML C 12 C1 R200 B T1 P /U

Model code1
Length of slide unit

Structure

Size

Number of units2

Length of rail3

Material code4

Preload5

Accuracy6

Interchangeable code7

Special specifi cation

Note （1）  Indicate "LWL…B" or "LWLF…B" for the model code of the single track rail regardless of the series and the combination of slide unit 
models.

035_036.indd   35-36 2014/08/05   10:15:13



1N=0.102kgf=0.2248lbs.
1mm=0.03937inch
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038

Other
manufacturers

L1

L2

d4

d3
F

h 

H
4

W2

W3

W N

H

M1

T0

TX

TY

RSR...M, ZM, N
RSH...M, ZM SRS...M

THK： 2 RSR7M C1+ 130L H M
❷ ❶ ❺ ❸ ❻ ❹

THK

MNN

SB（Rail）： 1 MN7 - 120 - G3 - V1
SB（Carrige）： 2 MNN7 - G3

❷ ❶ ❸ ❽ ❻ ❺

Schneeberger
R0442

Unit of RR：R0442 7 9 3
❶ ❶ ❺ ❻

Rexroth

INALU...AL, TL
PU...AR, TR

NSK：LU7
❶

NSKNSK

2 P6AL0130 K
❷❶❸ ❻❹

Z1
❺

-

ML...
LWL...B, BCS, N

IKO：LWL7 C2 R130 B T1 H S1
❶

❶

❷

❷

❸

❸

❶ ❹

❹

❺

❺

❻

❻

❼

❼Model code Number of units Length of rail Material code Preload Accuracy Interchangeable
code 

Although all data in this catalog has been carefully compiled to make the information as complete as possible, NIPPON THOMPSON CO.,LTD. Shall 
not be liable for any damages whatsoever, direct or indirect, based upon any information in this catalog. NIPPON THOMPSON CO., LTD. makes no 
warranty, either express or implied, including the implied warranty of merchantability or fitness for a particular purpose. 

The data in this catalog is based on the most important dimensions of the listed products, namely, bore diameter, outside diameter and width. This 
does not mean that the listed products are interchangeable in all respects. They are interchangeable in many instances with those of the same 
dimensions, but should be checked if complete interchangeability is essential.The specifications and dimensions of products in this catalog are subject 
to change without prior notice.

Identifi cation number

Mass (Ref.)
g

Dimensions of 
assembly

mm

Dimensions of slide unit
mm

Dimensions of track rail
mm

Appended mounting 
bolt for track rail

mm

Basic 
dynamic
load 
rating

Basic 
static
load 
rating

Static moment 
rating

In
te

rc
ha

ng
ea

bl
e

ML series
LWL series

 （No C-Lube）
Slide 
unit

Track rail
（per 100 mm） H H1 N W2 W3 W4 L1 L2 L3 M1×depth H2 H3 W H4 H5 M2 d3 d4

h E F Bolt size×R
C

N

C0

N

T0

N・m

TX

N・m

TY

N・m

－ LWL 1 …Y

0.16

2.1 4.2 2.2

1.5 4 － － 6.5 2 3.9 M1  ×0.9 1.2 － 1

3.1 1.1 M1.4
Through 1.1 － － 3 6 M1×R or M1.4×R

66.8 113 0.06 0.07
0.47

0.09
0.56

－ －

－ LWL 1 1.0 2.5 0.5 1.4 － － － － － － － － － －

－ LWL 2 0.9 2.8 3.2 0.7 2 6 － － 12.5 4 8.8 M1.4×1.1 － － 2 2 － M1
Through － － － 4 8 M1  ×R 211 381 0.42 0.54

2.9
0.64
3.5 － －

－ LWL 3 1.6 5.3 4 1 2.5 8 － － 15.5 5.5 10.7 M2  ×1.3 － － 3 2.6 － M1.6 － － － 5 10 － 353 587 0.94 0.98
5.6

1.2
6.7 － －

ML　5 4.3

12

6 1 3.5 12 8 2 19 － 12.6 M2  ×1.5 － 1.2 5 3.7

－ － 2.4 3.6 0.8

7.5 15

Cross-recessed head 
screw for precision 

equipment
M2×6 676 1 090 2.9 2.3

12.8
1.9

10.8

○ ○

LWL 5…B

4.4

○ －

－ LWL 5…N* 13 － M2.5
Through － － － M2.5×R

（Not appended） － －

ML　7 9.1

22

8 1.5 5 17 12 2.5 23.5 8 14.3 M2  ×2.5 － 1.5 7 5

－ － 2.4 4.2 2.3
Hexagon socket head 

bolt
M2×6

1 330 1 890 6.9 4.7
28.2

3.9
23.6

○ ○

LWL 7…B

10

○ －

－ LWL 7…N* 24 － M3
Through － － － M3×R

（Not appended） － －

Remark: The identifi cation numbers with * are our semi-standard items.
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1N=0.102kgf=0.2248lbs.
1mm=0.03937inch

Identifi cation number

Mass (Ref.)
g

Dimensions of 
assembly

mm

Dimensions of slide unit
mm

Dimensions of track rail
mm

Appended 
mounting bolt 
for track rail

mm

Basic 
dynamic

load rating

Basic 
static

load rating

Static moment rating

In
te

rc
ha

ng
ea

b
le

ML series
LWL series

 （No C-Lube） Slide unit Track rail
（per 100 mm） H H1 N W2 W3 W4 L1 L2 L3 M1×depth H3 W H4 M2 d3 d4 h E F Bolt size×R

C

N

C0

N

T0

N・m

TX

N・m

TY

N・m

ML　9 18

35

10 2 5.5 20 15 2.5 30 10 20.8 M3×3 2.2 9 6

－ 3.5 6 3.5

10 20

M3×8

1 810 2 760 12.8 9.1
51.1

7.6
42.9

○ ○

LWL  9…B

19

○ －

－ LWL  9…BCS ○ －

－ LWL  9…N* 37 M4
Through － － － M4×R

（Not appended） － －

ML　12 34

65 13 3 7.5 27 20 3.5 34 15 21.6 M3×3.5 2.7 12 8 － 3.5 6.5 4.5 12.5 25 M3×8 3 330 4 290 26.6 15.4
93.1

12.9
78.2

○ ○

LWL 12…B

35

○ －

－ LWL 12…BCS ○ －

Remark: The identifi cation numbers with * are our semi-standard items.
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T0

TX

TY

L1

L2
d4 

d3 F

h 

H
4

W2

W3

W

H
 

M1

N

RSR...M, ZM, N
RSH...M, ZM SRS...M

THK： 2 RSR9KM C1+ 130L H M
❷ ❶ ❺ ❸ ❻ ❹

THK

R0442

Unit of RR：R0442 7 9 3
❶ ❶ ❺ ❻

Rexroth

INALU...AL, TL
PU...AR, TR

NSK：LU9
❶

NSKNSK

2 P6AL0130 K
❷❶❸ ❻❹

Z1
❺

-

ML...
LWL...B, BCS, N

IKO：LWL9 C2 R130 B T1 H S1
❶

❶

❷

❷

❸

❸

❶ ❹

❹

❺

❺

❻

❻

❼

❼Model code Number of units Length of rail Material code Preload Accuracy Interchangeable
code 

MNN

SB（Rail）： 1 MN9 - 125 -12.5- G1 - V1
SB（Carrige）： 2 MNN9 - G1

❷ ❶ ❸ ❽ ❻ ❺

Schneeberger

Although all data in this catalog has been carefully compiled to make the information as complete as possible, NIPPON THOMPSON CO.,LTD. Shall 
not be liable for any damages whatsoever, direct or indirect, based upon any information in this catalog. NIPPON THOMPSON CO., LTD. makes no 
warranty, either express or implied, including the implied warranty of merchantability or fitness for a particular purpose. 

The data in this catalog is based on the most important dimensions of the listed products, namely, bore diameter, outside diameter and width. This 
does not mean that the listed products are interchangeable in all respects. They are interchangeable in many instances with those of the same 
dimensions, but should be checked if complete interchangeability is essential.The specifications and dimensions of products in this catalog are subject 
to change without prior notice.
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1N=0.102kgf=0.2248lbs.
1mm=0.03937inch

Innovation Know-how Originality

041

Innovation Know-how Originality

042

Other
manufacturers

T0

TX

TY

L1

L2
d4 

d3 F

h 

H
4

W2

W3

W

H
 

M1

N

RSR...KM, ZM
RSH...KM, ZM SRS...M

THK： 2 RSR15VM C1+ 130L H M
❷ ❶ ❺ ❸ ❻ ❹

THK

R0442

Unit of RR：R0442 7 9 3
❶ ❶ ❺ ❻

Rexroth

INALU...AL
PU...AR

NSK：LU15
❶

NSKNSK

2 P6AL0130 K
❷❶❸ ❻❹

Z1
❺

-

ML...
LWL...B, BCS, N

IKO：LWL15 C2 R130 B T1 H S1
❶

❶

❷

❷

❸

❸

❶ ❹

❹

❺

❺

❻

❻

❼

❼Model code Number of units Length of rail Material code Preload Accuracy Interchangeable
code 

MNN

SB（Rail）： 1 MN15 - 120 - 20 - G1 - V1
SB（Carrige）： 2 MNN15 - G1

❷ ❶ ❸ ❽ ❻ ❺

Schneeberger

Although all data in this catalog has been carefully compiled to make the information as complete as possible, NIPPON THOMPSON CO.,LTD. Shall 
not be liable for any damages whatsoever, direct or indirect, based upon any information in this catalog. NIPPON THOMPSON CO., LTD. makes no 
warranty, either express or implied, including the implied warranty of merchantability or fitness for a particular purpose. 

The data in this catalog is based on the most important dimensions of the listed products, namely, bore diameter, outside diameter and width. This 
does not mean that the listed products are interchangeable in all respects. They are interchangeable in many instances with those of the same 
dimensions, but should be checked if complete interchangeability is essential.The specifications and dimensions of products in this catalog are subject 
to change without prior notice.

Identifi cation number

Mass (Ref.)
g

Dimensions of 
assembly

mm

Dimensions of slide unit
mm

Dimensions of track rail
mm

Appended 
mounting bolt 
for track rail

mm

Basic 
dynamic

load rating

Basic 
static

load rating

Static moment rating

In
te

rc
ha

ng
ea

b
le

ML series
LWL series

 （No C-Lube） Slide unit Track rail
（per 100 mm） H H1 N W2 W3 W4 L1 L2 L3 L4 M1×depth H3 W H4 d3 d4 h E F Bolt size×R

C

N

C0

N

T0

N・m

TX

N・m

TY

N・m

ML　15 63

107 16 4 8.5 32 25 3.5 42 20

27.9

47 M3×4 3.1 15 10 3.5 6.5 4.5 20 40 M3×10 4 980 6 490 50.0 29.7
172

24.9
144

○ ○

LWL 15…B

64 27.8

○ －

－ LWL 15…BCS ○ －

ML　20 130

156 20 5 10 40 30 5 50 25 34.6 55 M4×6 4.2 20 11 6 9.5 5.5 30 60 M5×14 6 650 9 080 92.6 52.7
280

44.2
235

○ ○

LWL 20…B

133

○ －

－ LWL 20…BCS ○ －

ML　25 305

243 25 5 12.5 48 35 6.5 78 35 55.7 88 M6×7 5 23 15 7 11.0 9.0 30 60 M6×16 13 500 18 500 223 163
887

137
744

○ ○

LWL 25…B 310 ○ －
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1N=0.102kgf=0.2248lbs.
1mm=0.03937inch

Innovation Know-how Originality

043

Innovation Know-how Originality

044

Other
manufacturers

T0

TX

TY

L1

L2
d4 

d3 F

h 

H
4

W2

W3

W

H
 

M1

N

RSR...N

THK： 2 RSR7N C1+ 130L H M
❷ ❶ ❺ ❸ ❻ ❹

THK

R0444

Unit of RR：R0444 2 1 2
❶ ❶ ❺ ❻

Rexroth

INA
LU...BL, UL

NSK：LU7
❶

NSKNSK

2 P6BL0130 K
❷❶❸ ❻❹

Z1
❺

-

MLG...
LWLG...B, N

IKO：LWLG7 C2 R130 B T1 H S1
❶

❶

❷

❷

❸

❸

❶ ❹

❹

❺

❺

❻

❻

❼

❼Model code Number of units Length of rail Material code Preload Accuracy Interchangeable
code 

MNN

SB（Rail）： 1 MN9 - 120 -10 - G1 - V1
SB（Carrige）： 2 MNN9 - G1

❷ ❶ ❸ ❽ ❻ ❺

Schneeberger

Although all data in this catalog has been carefully compiled to make the information as complete as possible, NIPPON THOMPSON CO.,LTD. Shall 
not be liable for any damages whatsoever, direct or indirect, based upon any information in this catalog. NIPPON THOMPSON CO., LTD. makes no 
warranty, either express or implied, including the implied warranty of merchantability or fitness for a particular purpose. 

The data in this catalog is based on the most important dimensions of the listed products, namely, bore diameter, outside diameter and width. This 
does not mean that the listed products are interchangeable in all respects. They are interchangeable in many instances with those of the same 
dimensions, but should be checked if complete interchangeability is essential.The specifications and dimensions of products in this catalog are subject 
to change without prior notice.

Identifi cation number

Mass (Ref.)
g

Dimensions of 
assembly

mm

Dimensions of slide unit
mm

Dimensions of track rail
mm

Appended
 mounting bolt 

for track rail
mm

Basic 
dynamic

load rating

Basic 
static

load rating

Static moment rating

In
te

rc
ha

ng
ea

b
le

ML series
LWL series

 （No C-Lube） Slide unit Track rail
（per 100 mm） H H1 N W2 W3 W4 L1 L2 L3 L4 M1×depth H3 W H4 M2 d3 d4 h E F Bolt size×R

C

N

C0

N

T0

N・m

TX

N・m

TY

N・m

MLG 7 13
22

8 1.5 5 17 12 2.5 31 12 21.6 － M2×2.5 1.5 7 5
－ 2.4 4.2 2.3

7.5 15

Hexagon socket 
head bolt

M2×6 1 690 2 650 9.7 8.8
50.7

7.4
42.5

○ ○

LWLG 7…B

14
○ －

－ LWLG 7…N* 24 M3
Through － － － M3×R

（Not appended） － －

MLG　9 26
35

10 2 5.5 20 15 2.5 40.5 15 30.9 － M3×3 2.2 9 6
－ 3.5 6 3.5

10 20
M3×8

2 370 4 030 18.7 18.7
98.3

15.7
82.5

○ ○

LWLG  9…B

28
○ －

－ LWLG  9…N* 37 M4
Through － － － M4×R

（Not appended） － －

MLG 12 48
65 13 3 7.5 27 20 3.5 44 20 32 － M3×3.5 2.7 12 8 － 3.5 6.5 4.5 12.5 25 M3×8 4 310 6 200 38.4 30.6

168
25.7

141

○ ○

LWLG 12…B 51 ○ －

MLG 15 93
107 16 4 8.5 32 25 3.5 57 25

42.8
62 M3×4 3.1 15 10 － 3.5 6.5 4.5 20 40 M3×10 6 620 9 740 75.0 63.9

338
53.6

284

○ ○

LWLG 15…B 95 42.7 ○ －

MLG 20 189
156 20 5 10 40 30 5 68 30 52.3 73 M4×6 4.2 20 11 － 6 9.5 5.5 30 60 M5×14 8 510 12 900 131 102

529
85.7

444

○ ○

LWLG 20…B 196 ○ －

MLG 25 405
243 25 5 12.5 48 35 6.5 98 40 75.5 108 M6×7 5 23 15 － 7 11.0 9.0 30 60 M6×16 16 700 25 200 303 293

1 480
246

1 240

○ ○

LWLG 25…B 413 ○ －

Remark: The identifi cation numbers with * are our semi-standard items.
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1N=0.102kgf=0.2248lbs.
1mm=0.03937inch

Innovation Know-how Originality

045

Innovation Know-how Originality

046

Other
manufacturers

T0

TX

TY

L1

L2
d4 

d3 F

h 

H
4

W2

W3

W

H
 

M1

N

RSR...M

THK： 2 RSR5 C1+ 130L H M
❷ ❶ ❺ ❸ ❻ ❹

M
❹

THK

SchneebergerRexroth

INALU...AL, TL
PU...AR, TR

NSK：LU5
❶

NSKNSK

2 P6TL0130 K
❷❶❸ ❻❹

Z1
❺

-

MLC...
LWLC...B, N

IKO：LWLC5 C2 R130 B T1 H S1
❶

❶

❷

❷

❸

❸

❶ ❹

❹

❺

❺

❻

❻

❼

❼Model code Number of units Length of rail Material code Preload Accuracy Interchangeable
code 

Although all data in this catalog has been carefully compiled to make the information as complete as possible, NIPPON THOMPSON CO.,LTD. Shall 
not be liable for any damages whatsoever, direct or indirect, based upon any information in this catalog. NIPPON THOMPSON CO., LTD. makes no 
warranty, either express or implied, including the implied warranty of merchantability or fitness for a particular purpose. 

The data in this catalog is based on the most important dimensions of the listed products, namely, bore diameter, outside diameter and width. This 
does not mean that the listed products are interchangeable in all respects. They are interchangeable in many instances with those of the same 
dimensions, but should be checked if complete interchangeability is essential.The specifications and dimensions of products in this catalog are subject 
to change without prior notice.

Identifi cation number

Mass (Ref.)
g

Dimensions of 
assembly

mm

Dimensions of slide unit
mm

Dimensions of track rail
mm

Appended 
mounting bolt 
for track rail

mm

Basic 
dynamic

load rating

Basic 
static

load rating

Static moment rating

In
te

rc
ha

ng
ea

b
le

ML series
LWL series

 （No C-Lube）
Slide 
unit

Track rail
（per 100 mm） H H1 N W2 W3 W4 L1 L2 L3 L4 M1×depth H3 W H4 M2 d3 d4 h E F Bolt size×R

C

N

C0

N

T0

N・m

TX

N・m

TY

N・m

－ LWLC 3 1.0 5.3 4 1 2.5 8 － － 11.5 3.5 6.7 － M1.6×1.3 － 3 2.6 M1.6
Through － － － 5 10 M1.6×R 251 361 0.58 0.39

2.7
0.47
3.2 － －

MLC 5 LWLC 5…B

3.4
12

6 1 3.5 12 8 2 16 － 9.6 － M2×1.5 1.2 5 3.7
－ 2.4 3.6 0.8

7.5 15

Cross-recessed 
head screw for 

precision equipment
M2×6 562 841 2.2 1.4

8.5
1.2
7.2

○ ○

－ LWLC 5…N* 13 M2.5
Through － － － M2.5×R

（Not appended） － －

MLC 7 6.7
22

8 1.5 5 17 12 2.5 19 － 9.6 － M2×2.5 1.5 7 5
－ 2.4 4.2 2.3

7.5 15

Hexagon socket 
head bolt

M2×6 937 1 140 4.1 1.8
14.9

1.5
12.5

○ ○

LWLC 7…B

7.1
○ －

－ LWLC 7…N* 24 M3
Through － － － M3×R

（Not appended） － －

MLC  9 LWLC 9…B

11
35

10 2 5.5 20 15 2.5 21.5 － 11.9 － M3×3 2.2 9 6
－ 3.5 6 3.5

10 20
M3×8

1 180 1 480 6.9 2.9
21.4

2.4
18.0

○ ○

－ LWLC 9…N* 37 M4
Through － － － M4×R

（Not appended） － －

MLC 12 LWLC 12…B 22 65 13 3 7.5 27 20 3.5 25 － 13 － M3×3.5 2.7 12 8 － 3.5 6.5 4.5 12.5 25 M3×8 2 210 2 380 14.8 5.3
41.7

4.5
35.0 ○ ○

MLC 15 43
107 16 4 8.5 32 25 3.5 32 －

17.8
37 M3×4 3.1 15 10 － 3.5 6.5 4.5 20 40 M3×10 3 490 3 890 30.0 11.7

84.5
9.8

70.9

○ ○

LWLC 15…B 42 17.7 ○ －

MLC 20 LWLC 20…B 89 156 20 5 10 40 30 5 38 － 22.3 43 M4×6 4.2 20 11 － 6 9.5 5.5 30 60 M5×14 4 580 5 300 54.0 19.4
134

16.3
112 ○ ○

MLC 25 189
243 25 5 12.5 48 35 6.5 54.5 － 31.9 64 M6×7 5 23 15 － 7 11.0 9.0 30 60 M6×16 9 120 10 600 128 57.4

376
48.1

316

○ ○

LWLC 25…B 190 ○ －

Remark: The identifi cation numbers with * are our semi-standard items.
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1N=0.102kgf=0.2248lbs.
1mm=0.03937inch

Innovation Know-how Originality

047

Innovation Know-how Originality

048

Other
manufacturers

T0

TX

TY

L1

L2
d4 

d3 F

h 

H
4

W2

W3

W

H
 

M1

N

RSR...WM, WN, WZM

THK： 2 RSR5W C1+ 130L H M
❷ ❶ ❺ ❸ ❻ ❹

M
❹

THK

Rexroth

INALE...AL, TL
PE...AR, TR

NSK：LE5
❶

NSKNSK

2 P6AL0130 K
❷❶❸ ❻❹

Z1
❺

-

MLF...
LWLF...B, N

IKO：LWLF10 C2 R130 B T1 H S1
❶

❶

❷

❷

❸

❸

❶ ❹

❹

❺

❺

❻

❻

❼

❼Model code Number of units Length of rail Material code Preload Accuracy Interchangeable
code 

MNN

SB（Rail）： 1 MN14 - 120 - 15 - G1 - V1
SB（Carrige）： 2 MNN14 - G1

❷ ❶ ❸ ❽ ❻ ❺

Schneeberger

Although all data in this catalog has been carefully compiled to make the information as complete as possible, NIPPON THOMPSON CO.,LTD. Shall 
not be liable for any damages whatsoever, direct or indirect, based upon any information in this catalog. NIPPON THOMPSON CO., LTD. makes no 
warranty, either express or implied, including the implied warranty of merchantability or fitness for a particular purpose. 

The data in this catalog is based on the most important dimensions of the listed products, namely, bore diameter, outside diameter and width. This 
does not mean that the listed products are interchangeable in all respects. They are interchangeable in many instances with those of the same 
dimensions, but should be checked if complete interchangeability is essential.The specifications and dimensions of products in this catalog are subject 
to change without prior notice.

Identifi cation number

Mass (Ref.)
g

Dimensions of 
assembly

mm

Dimensions of slide unit
mm

Dimensions of track rail
mm

Appended mounting bolt 
for track rail

mm

Basic 
dynamic

load rating

Basic 
static

load rating

Static moment rating

In
te

rc
ha

ng
ea

b
le

MLF series
LWLF series

 （No C-Lube）
Slide 
unit

Track rail
（per 100 mm） H H1 N W2 W3 W4 L1 L2 L3 M1×depth H3 W H4 M2 d3 d4 h E F Bolt size×R

C

N

C0

N

T0

N・m

TX

N・m

TY

N・m

－ LWLF 4 2.1 6.8 4 1 3 10 － 5 17 6.5 11.9 M2×1.3 － 4 2.6 － 1.8 2.8 0.75 5 10
Cross recessed head screw 

for precision equipment
M1.6×5

390 677 1.4 1.3
7.1

1.5
8.4 － －

－ LWLF 6

3.4

13

4.5 1 3 12 － 6 20 8 14.6 M2×1.3 － 6 2.8

－ 2.4 4 1.5

7.5 15

Cross recessed head screw 
for precision equipment

M2×4
443 813 2.5 1.8

9.9
2.2

11.8

－ －

－ LWLF 6…N＊ 12 M3
Through － － － M3×R

（Not appended） － －

MLF 10 7.6

28

6.5 1.5 3.5 17 13 2 24.5 － 17.6 M2.5×1.5 1.3 10 4

－ 2.9 4.8 1.6

10 20

Cross recessed head screw 
for precision equipment

M2.5×7
849 1 510 7.8 4.2

22.4
3.5

18.8

○ ○

LWLF 10…B

7.5

○ －

－ LWLF 10…N＊ 29 M3
Through － － － M3×R

（Not appended） － －

MLF 14 20

54

9 2 5.5 25 19 3 31.5 10 22 M3×3 1.7 14 5.5

－ 3.5 6 3.2

15 30

M3×8

1 770 2 840 20.3 10.1
54.7

8.4
45.9

○ ○

LWLF 14…B

21

○ －

－ LWLF 14…N＊ 56 M4
Through － － － M4×R

（Not appended） － －

Remark: The identifi cation numbers with ＊ are our semi-standard items.
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1N=0.102kgf=0.2248lbs.
1mm=0.03937inch

Innovation Know-how Originality

049

Innovation Know-how Originality

050

Other
manufacturers

T0

TX

TY

L1

L2
d4 

d3 F

h 

H
4

W2

W3

W

H
 

M1

N

RSR...WVM, WV, WZM
RSH...WZM SRS...WM

THK： 2 RSR9W C1+ 130L H M
❷ ❶ ❺ ❸ ❻ ❹

M
❹

THK

R0443
R0445

Unit of RR：R0443 2 1 2
❶ ❶ ❺ ❻

Rexroth

INALE...AL, TL, AR, TR
PE...TR

NSK：LE9
❶

NSKNSK

2 P6AL0130 K
❷❶❸ ❻❹

Z1
❺

-

MLF...
LWLF...B, BCS, N

IKO：LWLF18 C2 R130 B T1 H S1
❶

❶

❷

❷

❸

❸

❶ ❹

❹

❺

❺

❻

❻

❼

❼Model code Number of units Length of rail Material code Preload Accuracy Interchangeable
code 

MNN

SB（Rail）： 2 MN18 - 120 - 15 - G1 - V1
SB（Carrige）： 2 MNN18 - G1

❷ ❶ ❸ ❽ ❻ ❺

Schneeberger

Although all data in this catalog has been carefully compiled to make the information as complete as possible, NIPPON THOMPSON CO.,LTD. Shall 
not be liable for any damages whatsoever, direct or indirect, based upon any information in this catalog. NIPPON THOMPSON CO., LTD. makes no 
warranty, either express or implied, including the implied warranty of merchantability or fitness for a particular purpose. 

The data in this catalog is based on the most important dimensions of the listed products, namely, bore diameter, outside diameter and width. This 
does not mean that the listed products are interchangeable in all respects. They are interchangeable in many instances with those of the same 
dimensions, but should be checked if complete interchangeability is essential.The specifications and dimensions of products in this catalog are subject 
to change without prior notice.

Identifi cation number

Mass (Ref.)
g

Dimensions of 
assembly

mm

Dimensions of slide unit
mm

Dimensions of track rail
mm

Appended mounting bolt 
for track rail

mm

Basic 
dynamic

load rating

Basic
static

load rating

Static moment rating

In
te

rc
ha

ng
ea

b
le

MLF series
LWLF series

 （No C-Lube） Slide unit Track rail
（per 100 mm） H H1 N W2 W3 W4 L1 L2 L3 M1×depth H3 W H4 M2 d3 d4 h E F Bolt size×R

C

N

C0

N

T0

N・m

TX

N・m

TY

N・m

MLF 18 42

90

12 3 6 30 21 4.5 38.5 12 28.6 M3×3 2.5 18 7

－ 3.5 6.5 4.5

15
 30

M3×8

2 280 3 810 34.9 16.9
88.8

14.2
74.5

○ ○

LWLF 18…B

44

○ －

－ LWLF 18…BCS ○ －

－ LWLF 18…N* 92 M4
Through － － － M4×R

（Not appended） － －

MLF 24 74

139 14 3 8 40 28 6 44 15 31 M3×3.5 3.2 24 8 － 4.5 8 4.5 20 40 M4×10 4 310 6 200 75.6 30.6
168

25.7
141

○ ○

LWLF 24…B

76

○ －

－ LWLF 24…BCS ○ －

Remark: The identifi cation numbers with * are our semi-standard items.
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Innovation Know-how Originality

051

Innovation Know-how Originality

052

Other
manufacturers

L1

L2
d4

d3 F

h 

H
4

W2

W3

W

H
 

W2

W3

H
 

W5

WN

M1
T0

TX

TYN

RSR...WVM, WV, WZM
RSH...WZM SRS...WM

THK： 2 RSR15W C1+ 130L H M
❷ ❶ ❺ ❸ ❻ ❹

M
❹

THK

R0443
R0455

Unit of RR：R0443 2 1 2
❶ ❶ ❺ ❻

Rexroth

INALE...AL, AR
PE...AR

NSK：LE15
❶

NSKNSK

2 P6AL0130 K
❷❶❸ ❻❹

Z1
❺

-

MLF...
LWLF...B, BCS

IKO：LWLF42 C2 R130 B T1 H S1
❶

❶

❷

❷

❸

❸

❶ ❹

❹

❺

❺

❻

❻

❼

❼Model code Number of units Length of rail Material code Preload Accuracy Interchangeable
code 

MNN

SB（Rail）： 2 MN42 - 240 - 20 - G1 - V1
SB（Carrige）： 2 MNN42 - G1

❷ ❶ ❸ ❽ ❻ ❺

Schneeberger

Although all data in this catalog has been carefully compiled to make the information as complete as possible, NIPPON THOMPSON CO.,LTD. Shall 
not be liable for any damages whatsoever, direct or indirect, based upon any information in this catalog. NIPPON THOMPSON CO., LTD. makes no 
warranty, either express or implied, including the implied warranty of merchantability or fitness for a particular purpose. 

The data in this catalog is based on the most important dimensions of the listed products, namely, bore diameter, outside diameter and width. This 
does not mean that the listed products are interchangeable in all respects. They are interchangeable in many instances with those of the same 
dimensions, but should be checked if complete interchangeability is essential.The specifications and dimensions of products in this catalog are subject 
to change without prior notice.

Identifi cation number

Mass (Ref.)
g

Dimensions of 
assembly

mm

Dimensions of slide unit
mm

Dimensions of track rail
mm

Appended 
mounting bolt for 

track rail
mm

Basic 
dynamic

load rating

Basic 
static

load rating

Static moment rating

In
te

rc
ha

ng
ea

b
le

MLF series
LWLF series

 （No C-Lube）
Slide 
unit

Track rail
（per 100 mm） H H1 N W2 W3 W4 L1 L2 L3 L4 M1×depth H3 W H4 W5 W6 d3 d4 h E F Bolt size×R

C

N

C0

N

T0

N・m

TX

N・m

TY

N・m

MLF 30 111

198 15 3 10 50 35 7.5 49.5 18 34.8 54 M4×4.5 3.1 30 9 － － 4.5 8 4.5 20 40 M4×12 5 970 8 440 128 48.7
256

40.8
215

○ ○

LWLF 30…B

112

○ －

－ LWLF 30…BCS ○ －

MLF 42 138

294 16 4 9 60 45 7.5 55 20

39.4

60 M4×4.5 3.2 42 10 23 9.5 4.5 8 4.5 20 40 M4×12 7 050 9 840 209 61.3
333

51.4
280

○ ○

LWLF 42…B

140 39

○ －

－ LWLF 42…BCS ○ －
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1N=0.102kgf=0.2248lbs.
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Remark: The identifi cation numbers with * are our semi-standard items.

Innovation Know-how Originality

053

Innovation Know-how Originality

054

Other
manufacturers

L1

L2
d4

d3 F

h 

H
4

W2

W3

W

H
 

W2

W3

H
 

W5

WN

M1
T0

TX

TYN

SchneebergerR0441
R0455

Unit of RR：R0441 2 1 2
❶ ❶ ❺ ❻

Rexroth

INA
LE...BL, UL

NSK：LE12
❶

NSKNSK

2 P6BL0130 K
❷❶❸ ❻❹

Z1
❺

-

MLFG...
LWLFG...B, N

IKO：LWLFG24 C2 R130 B T1 H S1
❶

❶

❷

❷

❸

❸

❶ ❹

❹

❺

❺

❻

❻

❼

❼Model code Number of units Length of rail Material code Preload Accuracy Interchangeable
code 

RSR...WN,WTN

THK： 2 RSR12WN C1+ 130L H M
❷ ❶ ❺ ❸ ❻ ❹

THK

Although all data in this catalog has been carefully compiled to make the information as complete as possible, NIPPON THOMPSON CO.,LTD. Shall 
not be liable for any damages whatsoever, direct or indirect, based upon any information in this catalog. NIPPON THOMPSON CO., LTD. makes no 
warranty, either express or implied, including the implied warranty of merchantability or fitness for a particular purpose. 

The data in this catalog is based on the most important dimensions of the listed products, namely, bore diameter, outside diameter and width. This 
does not mean that the listed products are interchangeable in all respects. They are interchangeable in many instances with those of the same 
dimensions, but should be checked if complete interchangeability is essential.The specifications and dimensions of products in this catalog are subject 
to change without prior notice.

Identifi cation number

Mass (Ref.)
g

Dimensions of 
assembly

mm

Dimensions of slide unit
mm

Dimensions of track rail
mm

Appended 
mounting bolt 
for track rail

mm

Basic 
dynamic

load rating

Basic 
static

load rating

Static moment rating

In
te

rc
ha

ng
ea

b
le

MLF series
LWLF series

 （No C-Lube）
Slide 
unit

Track rail
（per 100 mm） H H1 N W2 W3 W4 L1 L2 L3 L4 M1×depth H3 W H4 M2 W5 W6 d3 d4 h E F Bolt size×R

C

N

C0

N

T0

N・m

TX

N・m

TY

N・m

MLFG 14 29

54

9 2 5.5 25 19 3 42 19 32.5 － M3×3 1.7 14 5.5

－

－ －

3.5 6 3.2

15 30

M3×8

2 320 4 160 29.8 21.0
104

17.6
87.6

○ ○

LWLFG 14…B

31

○ －

－ LWLFG 14…N* 56 M4
Through － － － M4×R

（Not appended） － －

MLFG 18 59

90

12 3 6 30 23 3.5 50.5 24 40.4 － M3×3 2.5 18 7

－

－ －

3.5 6.5 4.5 15 30 M3×8

2 870 5 300 48.5 31.9
159

26.7
134

○ ○

LWLFG 18…B

61

○ －

－ LWLFG 18…N* 92 M4
Through － － － － － M4×R

（Not appended） － －

MLFG 24 108

139 14 3 8 40 28 6 59 28 46.3 － M3×3.5 3.2 24 8 － － － 4.5 8 4.5 20 40 M4×10 5 620 9 060 111 63.3
321

53.1
270

○ ○

LWLFG 24…B 111 ○ －

MLFG 30 167

198 15 3 10 50 35 7.5 68.5 35 53.8 73 M4×4.5 3.1 30 9 － － － 4.5 8 4.5 20 40 M4×12 7 810 12 300 187 100
508

84.3
426

○ ○

LWLFG 30…B 170 ○ －

MLFG 42 200

294 16 4 9 60 45 7.5 74.5 35

58.7

79 M4×4.5 3.2 42 10 － 23 9.5 4.5 8 4.5 20 40 M4×12

9 520 15 100 321 140
674

117
565 ○ ○

LWLFG 42…B 204 58.3 9 200 14 400 305 126
644

106
541 ○ －
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Innovation Know-how Originality

055

Innovation Know-how Originality

056

Other
manufacturers

L1

L2
d4

d3 F

h 

H
4

W2

W3

W

H
 

W2

W3

H
 

W5

WN

M1
T0

TX

TYN

RSR...WM, WTM
THK

SchneebergerRexroth

INANSKNSK

MLFC...
LWLFC...B,  N

IKO：LWLFC10 C2 R130 B T1 H S1
❶

❶

❷

❷

❸

❸

❶ ❹

❹

❺

❺

❻

❻

❼

❼Model code Number of units Length of rail Material code Preload Accuracy Interchangeable
code 

THK： 2 RSR5WM C1+ 130L H M
❷ ❶ ❺ ❸ ❻ ❹

Although all data in this catalog has been carefully compiled to make the information as complete as possible, NIPPON THOMPSON CO.,LTD. Shall 
not be liable for any damages whatsoever, direct or indirect, based upon any information in this catalog. NIPPON THOMPSON CO., LTD. makes no 
warranty, either express or implied, including the implied warranty of merchantability or fitness for a particular purpose. 

The data in this catalog is based on the most important dimensions of the listed products, namely, bore diameter, outside diameter and width. This 
does not mean that the listed products are interchangeable in all respects. They are interchangeable in many instances with those of the same 
dimensions, but should be checked if complete interchangeability is essential.The specifications and dimensions of products in this catalog are subject 
to change without prior notice.

Identifi cation number

Mass (Ref.)
g

Dimensions of 
assembly

mm

Dimensions of slide unit
mm

Dimensions of track rail
mm

Appended 
mounting bolt 
for track rail

mm

Basic 
dynamic

load rating

Basic 
static

load rating

Static moment rating

In
te

rc
ha

ng
ea

b
le

MLF series
LWLF series

 （No C-Lube）
Slide 
unit

Track rail
（per 100 mm） H H1 N W2 W3 W4 L1 L2 L3 L4 M1×depth H3 W H4 M2 W5 W6 d3 d4 h E F Bolt size×R

C

N

C0

N

T0

N・m

TX

N・m

TY

N・m

LWLFC  6

2.4
13

4.5 1 3 12 － 6 15 4.5 9.8 － M2×1.6 － 6 2.8
－

－ －
2.4 4 1.5

7.5 15

Cross recessed head 
screw for precision 

equipment
M2×4 334 542 1.7 0.84

5.1
1.0
6.1

－ －

－ LWLFC  6…N＊ 12 M3
Through － － － M3×R

（Not appended） － －

MLFC 10 6.1
28

6.5 1.5 3.5 17 13 2 20.5 － 13.6 － M2.5×1.5 1.3 4 10
－

－ －
2.9 4.8 1.6

10 20

Cross recessed head 
screw for precision 

equipment
M2.5×7 712 1 180 6.1 2.6

14.9
2.2

12.5

○ ○

LWLFC 10…B

5.9
○ －

－ LWLFC 10…N＊ 29 M3
Through － － － M3×R

（Not appended） － －

MLFC 14 LWLFC 14…B

13
54

9 2 5.5 25 19 3 22.5 － 13 － M3×3 1.7 14 5.5
－

－ －
3.5 6 3.2

15 30
M3×8

1 240 1 700 12.2 3.8
24.6

3.2
20.7

○ ○

－ LWLFC 14…N＊ 56 M4
Through － － － M4×R

（Not appended） － －

MLFC 18 LWLFC 18…B

26
90

12 3 6 30 21 4.5 26.5 － 16.6 － M3×3 2.5 18 7
－

－ －
3.5 6.5 4.5

15 30
M3×8

1 510 2 120 19.4 5.5
35.9

4.7
30.1

○ ○

－ LWLFC 18…N＊ 92 M4
Through － － － M4×R

（Not appended） － －

MLFC 24 46
139 14 3 8 40 28 6 30.5 － 17.7 － M3×3.5 3.2 24 8 － － － 4.5 8 4.5 20 40 M4×10 2 800 3 340 40.7 9.7

67.6
8.2

56.8

○ ○

LWLFC 24…B 45 ○ －

MLFC 30 LWLFC 30…B 70 198 15 3 10 50 35 7.5 35.5 － 20.5 40 M4×4.5 3.1 30 9 － － － 4.5 8 4.5 20 40 M4×12 3 890 4 540 69.1 15.4
107

13.0
89.9 ○ ○

MLFC 42
95 294 16 4 9 60 45 7.5 41.5 －

25.7
46 M4×4.5 3.2 42 10 － 23 9.5 4.5 8 4.5 20 40 M4×12

5 440 6 810 144 30.8
180

25.8
151 ○ ○

LWLFC 42…B 25.3 5 030 6 050 128 24.8
164

20.8
137 ○ －

Remark: The identifi cation numbers with ＊ are our semi-standard items.
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2011.04.01　念校　CAT-1552　Ⅱ39-52

Identifi cation Number and Specifi cation 　 　

2
● Wide range of variations for your needs

As two shapes of slide unit, flange type and block type 
(with small width) and 3 types with different slide unit 
length with same section are available, you can select an 
optimal product for the specifications of your machine and 
device.

11
Features
● Compact and versatile series with utility

Pursuit making lower, slimmer, and shorter to compact in all 
respects. Versatile linear motion rolling guide achieved utility. 33

● Stainless steel selections superior in corrosion 
     resistance are listed on lineup.

Products made of stainless steel are highly resistant to 
corrosion, so that they are suitable for applications where 
rust prevention oil is not preferred, such as in cleanroom 
environment.

4
● Achieved smooth and quiet motion 

Low Decibel Linear Way E
Due to resin separator built-in balls, Low Decibel Linear Way 
E achieved smooth and quiet motion by eliminating of direct 
contact of balls each other. This feature reduces noise level 
in factory and contributes to a human-friendly environment.

LWE
Linear Way E

C-Lube Linear Way MEC-Lube Linear Way ME

ME
C-Lube Maintenance Free Series

long term maintenance free supported!

Slide unit

Casing

C-Lube

Ball

End plate

Ball retaining band

End seal

Grease nipple

Track rail

The aquamarine end plate is the 
symbol of maintenance free.

057 0581N=0.102kgf=0.2248lbs.
1mm=0.03937inch

Example of an identifi cation number

The speci� cations of ME and LWE (…Q) series are indicated by the identi� cation 
number. Indicate the identi� cation number, consisting of a model code, dimensions, 
a part code, a material code, a preload symbol, a classification symbol, an 
interchangeable code, and a supplemental code for each speci� cation to apply.

Interchangeable specifi cation 1 2 3 4 5 1 6 7 8 9 10
Single slide unit ME C 20 C1 T1 P S1 /U

Single track rail（1） LWE 20 R1000 P S1 /F

Assembled set ME C 20 C1 R1000 T1 P S1 /FU

Non-interchangeable specifi cation
Assembled set ME C 20 C1 R1000 T1 P /FU

Model code1

Length of slide unit

Size

Number of units2

Length of rail3

Material code4

Preload5

Accuracy6

Interchangeable code7

Special specifi cation

Note （1）Indicate "LWE" for the model code of single track rail regardless of the series and the slide unit model to be combined.

057_058.indd   57-58 2014/08/05   10:19:18



1N=0.102kgf=0.2248lbs.
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Remark: Values in (　 ) represent dimensions when the track rail mounting hole is "M4". Indicate the identifi cation number with "/M4" at the end.

Innovation Know-how Originality

059

Innovation Know-how Originality

060

Other
manufacturers

d1(M1 )
T0

TX

TY

L1

L2
d4

d3 
F

h 

H
4

WN

H
 

W2

W3

SR...TB
SSR...XTBY

THK： 2SR20TB C0 + 300L P M
❷❶ ❺ ❸ ❻ ❹

M
❹

THK

SchneebergerRexroth

INALS...FL（EL）
SS...FL（EL）

NSK：LS20
❶

NSKNSK

2 P5FL0300 K
❷❶❸ ❻❹

Z1
❺

-

ME（T）..._, SL
LWE（T）..._, SL, Q

IKO：LWE20 C2 R300 T1SL P S1
❶

❶

❷

❷

❸

❸

❶ ❹

❹

❺

❺

❻

❻

❼

❼Model code Number of units Length of rail Material code Preload Accuracy Interchangeable
code 

Unit of RR： R1693 8 1 3
❶ ❶ ❺ ❻

R1693

Although all data in this catalog has been carefully compiled to make the information as complete as possible, NIPPON THOMPSON CO.,LTD. Shall 
not be liable for any damages whatsoever, direct or indirect, based upon any information in this catalog. NIPPON THOMPSON CO., LTD. makes no 
warranty, either express or implied, including the implied warranty of merchantability or fitness for a particular purpose. 

The data in this catalog is based on the most important dimensions of the listed products, namely, bore diameter, outside diameter and width. This 
does not mean that the listed products are interchangeable in all respects. They are interchangeable in many instances with those of the same 
dimensions, but should be checked if complete interchangeability is essential.The specifications and dimensions of products in this catalog are subject 
to change without prior notice.

Identifi cation number

Mass (Ref.) Dimensions of 
assembly

mm

　Dimensions of slide unit
mm

Dimensions of track rail
mm

Recommended 
mounting bolt
for track rail

mm

Basic dynamic
load rating

Basic static
load rating

Static moment rating

In
te

rc
ha

ng
ea

b
le

ME series
LWE series

 （No C-Lube）

Slide 
unit
kg

Track rail

kg/m
H H1 N W2 W3 W4 L1 L2 L3 L4 d1 H2 H3 W H4 d3 d4 h E F Bolt size×R

C

N

C0

N

T0

N・m

TX

N・m

TY

N・m

ME 15 LWE 15

0.18 1.57 24

5.8

18.5 52 41 5.5 57 26

38.4

61 4.5 7 4.5 15 14.5 3.6
（4.5）

6.5
（8  ）

4.5
（6  ） 20 60 M3×16

（M4×16）

7 640 9 390 75.1 57.6
333

57.6
333

○ ○

ME 15…SL LWE 15…SL ○ ○

－ LWE 15…Q 5 38.3 6 550 8 610 68.9 53.0
307

53.0
307 － －

ME 20

0.30 2.28 28

6

19.5 59 49 5 67 32

44.2

78 5.5 9 5.5 20 16 6 9.5 8.5 20 60 M5×16

11 600

13 400 145

95.6
566

95.6
566

○ ○

LWE 20 44 ○ －

ME 20…SL 44.2 ○ ○

LWE 20…SL

44

○ －

－ LWE 20…Q 5 10 500 100
557

100
557 － －
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Innovation Know-how Originality

061

Innovation Know-how Originality

062

Other
manufacturers

d1(M1 )
T0

TX

TY

L1

L2
d4

d3 
F

h 

H
4

WN

H
 

W2

W3

SR...TB
SSR...XTBY

THK： 2SR30TB C0 + 300L P M
❷❶ ❺ ❸ ❻ ❹

M
❹

THK

Schneeberger
R1693

Unit of RR： R1693 8 1 3
❶ ❶ ❺ ❻

Rexroth

INALS...FL（EL）
SS...FL（EL）

NSK：LS30
❶

NSKNSK

2 P5FL0300 K
❷❶❸ ❻❹

Z1
❺

-

ME（T）..._, SL
LWE（T）..._, SL, Q

IKO：LWE30 C2 R300 T1SL P S1
❶

❶

❷

❷

❸

❸

❶ ❹

❹

❺

❺

❻

❻

❼

❼Model code Number of units Length of rail Material code Preload Accuracy Interchangeable
code 

Although all data in this catalog has been carefully compiled to make the information as complete as possible, NIPPON THOMPSON CO.,LTD. Shall 
not be liable for any damages whatsoever, direct or indirect, based upon any information in this catalog. NIPPON THOMPSON CO., LTD. makes no 
warranty, either express or implied, including the implied warranty of merchantability or fitness for a particular purpose. 

The data in this catalog is based on the most important dimensions of the listed products, namely, bore diameter, outside diameter and width. This 
does not mean that the listed products are interchangeable in all respects. They are interchangeable in many instances with those of the same 
dimensions, but should be checked if complete interchangeability is essential.The specifications and dimensions of products in this catalog are subject 
to change without prior notice.

Identifi cation number

Mass (Ref.) Dimensions of 
assembly

mm

　Dimensions of slide unit
mm

Dimensions of track rail
mm

Recommended 
mounting bolt
for track rail

mm

Basic dynamic
load rating

Basic static
load rating

Static moment rating

In
te

rc
ha

ng
ea

b
le

ME series
LWE series

 （No C-Lube）

Slide 
unit
kg

Track rail

kg/m
H H1 N W2 W3 W4 L1 L2 L3 L4 d1 H2 H3 W H4 d3 d4 h E F Bolt size×R

C

N

C0

N

T0

N・m

TX

N・m

TY

N・m

ME 25 LWE 25

0.56 3.09 33

7

25 73 60 6.5 83 35 56 94 7 10 6.5 23 19 7 11 9 20 60 M6×20

18 100 21 100 262 195
1 090

195
1 090

○ ○

ME 25…SL LWE 25…SL ○ ○

－ LWE 25…Q 6 15 500 19 400 240 175
1 010

175
1 010 － －

ME 30 LWE 30

0.99 5.09

42 10 31 90 72 9

97

40 64.8

107

9 10 8 28 25 7 11 9 20 80 M6×25

29 500 31 300 479 328
1 920

328
1 920

○ ○

ME 30…SL LWE 30…SL ○ ○

－ LWE 30…Q 0.97 5.04 96 106 21 600 26 400 398 278
1 580

278
1 580 － －
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Innovation Know-how Originality

063

Innovation Know-how Originality

064

Other
manufacturers

d1(M1 )
T0

TX

TY

L1

L2
d4

d3 
F

h 

H
4

WN

H
 

W2

W3

SR...TB

THK： 2SR35TB C0 + 300L H
❷❶ ❺ ❸ ❻ ❹

M
❹

THK

SchneebergerRexroth

INALS...FL（EL）
SS...FL（EL）

NSK：LS35
❶

NSKNSK

2 P5FL0300 C
❷❶❸ ❻❹

Z1
❺

-

ME（T）..._, SL
LWE（T）..._, SL, Q

IKO：LWE35 C2 R300 T1 P S1
❶

❶

❷

❷

❸

❸

❶ ❹

❹

❺

❺

❻

❻

❼

❼Model code Number of units Length of rail Material code Preload Accuracy Interchangeable
code 

Although all data in this catalog has been carefully compiled to make the information as complete as possible, NIPPON THOMPSON CO.,LTD. Shall 
not be liable for any damages whatsoever, direct or indirect, based upon any information in this catalog. NIPPON THOMPSON CO., LTD. makes no 
warranty, either express or implied, including the implied warranty of merchantability or fitness for a particular purpose. 

The data in this catalog is based on the most important dimensions of the listed products, namely, bore diameter, outside diameter and width. This 
does not mean that the listed products are interchangeable in all respects. They are interchangeable in many instances with those of the same 
dimensions, but should be checked if complete interchangeability is essential.The specifications and dimensions of products in this catalog are subject 
to change without prior notice.

Identifi cation number

Mass (Ref.) Dimensions of 
assembly

mm

Dimensions of slide unit
mm

Dimensions of track rail
mm

Recommended 
mounting bolt
for track rail

mm

Basic dynamic
load rating

Basic static
load rating

Static moment rating

In
te

rc
ha

ng
ea

b
le

ME series
LWE series

 （No C-Lube）

Slide 
unit
kg

Track rail

kg/m
H H1 N W2 W3 W4 L1 L2 L3 L4 d1 H2 H3 W H4 d3 d4 h E F Bolt size×R

C

N

C0

N

T0

N・m

TX

N・m

TY

N・m

ME 35 LWE 35 1.52 6.85

48 11 33 100 82 9

111

50

74.6 123

13 10 34 28 9 14 12 20 80 M8×30

42 900 44 700 686 448
2 660

412
2 450 ○ ○

－ LWE 35…Q 1.53 6.84 110 76.6 122 30 500 37 600 687 482
2 550

482
2 550 － －

ME 45 LWE 45 2.46 11.2 60 14 37.5 120 100 10 125 60 81.4 136 11 15 13 45 34 11 17.5 14 22.5 105 M10×35 61 100 60 200 1 210 672
4 070

618
3 750 ○ ○
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Innovation Know-how Originality

065

Innovation Know-how Originality

066

Other
manufacturers

d1(M1 )
T0

TX

TY

L1

L2
d4

d3 
F

h 

H
4

WN

H
 

W2

W3

THK

SchneebergerRexroth

INANSKNSK
IKO：LWEG30 C2 R300 T1 P S1

❶

❶

❷

❷

❸

❸

❶ ❹

❹

❺

❺

❻

❻

❼

❼Model code Number of units Length of rail Material code Preload Accuracy Interchangeable
code 

ME（T）G..._, SL
LWE（T）G..._, SL

Although all data in this catalog has been carefully compiled to make the information as complete as possible, NIPPON THOMPSON CO.,LTD. Shall 
not be liable for any damages whatsoever, direct or indirect, based upon any information in this catalog. NIPPON THOMPSON CO., LTD. makes no 
warranty, either express or implied, including the implied warranty of merchantability or fitness for a particular purpose. 

The data in this catalog is based on the most important dimensions of the listed products, namely, bore diameter, outside diameter and width. This 
does not mean that the listed products are interchangeable in all respects. They are interchangeable in many instances with those of the same 
dimensions, but should be checked if complete interchangeability is essential.The specifications and dimensions of products in this catalog are subject 
to change without prior notice.

Identifi cation number

Mass (Ref.) Dimensions of 
assembly

mm

　Dimensions of slide unit
mm

Dimensions of track rail
mm

Recommended 
mounting bolt
for track rail

mm

Basic dynamic
load rating

Basic static
load rating

Static moment rating

In
te

rc
ha

ng
ea

b
le

ME series
LWE series

 （No C-Lube）

Slide 
unit
kg

Track rail

kg/m
H H1 N W2 W3 W4 L1 L2 L3 L4 d1 H2 H3 W H4 d3 d4 h E F Bolt size×R

C

N

C0

N

T0

N・m

TX

N・m

TY

N・m

MEG 15 LWEG 15

0.24 1.57 24 5.8 18.5 52 41 5.5 70 36 51.1 73 4.5 7 4.5 15 14.5 3.6
（4.5）

6.5
（8  ）

4.5
（6  ） 20 60 M3×16

（M4×16） 9 340 12 500 100 99.5
533

99.5
533

○ ○

MEG 15…SL LWEG 15…SL ○ ○

MEG 20

0.40 2.28 28 6 19.5 59 49 5 83 45

60.1

94 5.5 9 5.5 20 16 6 9.5 8.5 20 60 M5×16 14 400 18 300 197 172
930

172
930

○ ○

LWEG 20 59.9 ○ －

MEG 20…SL 60.1 ○ ○

LWEG 20…SL 59.9 ○ －

MEG 25 LWEG 25

0.73 3.09 33 7 25 73 60 6.5 102 50 75 113 7 10 6.5 23 19 7 11 9 20 60 M6×20 22 200 28 200 349 336
1 740

336
1 740

○ ○

MEG 25…SL LWEG 25…SL ○ ○

MEG 30 LWEG 30

1.50 5.09 42 10 31 90 72 9 129 60 96.5 139 9 10 8 28 25 7 11 9 20 80 M6×25 39 200 47 000 718 704
3 590

704
3 590

○ ○

MEG 30…SL LWEG 30…SL ○ ○

Remark: Values in (　 ) represent dimensions when the track rail mounting hole is "M4". Indicate the identifi cation number with "/M4" at the end.
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Remark: Values in (　 ) represent dimensions when the track rail mounting hole is "M4". Indicate the identifi cation number with "/M4" at the end.

Innovation Know-how Originality

067

Innovation Know-how Originality

068

Other
manufacturers

d1(M1 )
T0

TX

TY

L1

L2
d4

d3 
F

h 

H
4

WN

H
 

W2

W3

SR...SB

THK： 2SR20SB C0 + 300L P M
❷❶ ❺ ❸ ❻ ❹

M
❹

THK

Schneeberger

INALS...KL（JL）
SS...KL（JL）

NSK：LS20
❶

NSKNSK

2 P5KL0300 K
❷❶❸ ❻❹

Z1
❺

-

IKO：LWEC20 C2 R300 T1SL P S1
❶

❶

❷

❷

❸

❸

❶ ❹

❹

❺

❺

❻

❻

❼

❼Model code Number of units Length of rail Material code Preload Accuracy Interchangeable
code 

ME（T）..._, SL
LWE（T）C..._, SL

R1693

Unit of RR： R1693 8 1 3
❶ ❶ ❺ ❻

Rexroth

Although all data in this catalog has been carefully compiled to make the information as complete as possible, NIPPON THOMPSON CO.,LTD. Shall 
not be liable for any damages whatsoever, direct or indirect, based upon any information in this catalog. NIPPON THOMPSON CO., LTD. makes no 
warranty, either express or implied, including the implied warranty of merchantability or fitness for a particular purpose. 

The data in this catalog is based on the most important dimensions of the listed products, namely, bore diameter, outside diameter and width. This 
does not mean that the listed products are interchangeable in all respects. They are interchangeable in many instances with those of the same 
dimensions, but should be checked if complete interchangeability is essential.The specifications and dimensions of products in this catalog are subject 
to change without prior notice.

Identifi cation number

Mass (Ref.) Dimensions of 
assembly

mm

Dimensions of slide unit
mm

Dimensions of track rail
mm

Recommended 
mounting bolt
for track rail

mm

Basic dynamic
load rating

Basic static
load rating

Static moment rating

In
te

rc
ha

ng
ea

b
le

ME series
LWE series

 （No C-Lube）

Slide 
unit
kg

Track rail

kg/m
H H1 N W2 W3 W4 L1 L2 L3 L4 d1 H2 H3 W H4 d3 d4 h E F Bolt size×R

C

N

C0

N

T0

N・m

TX

N・m

TY

N・m

MEC 15 LWEC 15

0.11 1.57 24 5.8 18.5 52 41 5.5 41 － 22.4 45 4.5 7 4.5 15 14.5 3.6
（4.5）

6.5
（8  ）

4.5
（6  ） 20 60 M3×16

（M4×16） 5 240 5 480 43.8 21.3
149

21.3
149

○ ○

MEC 15…SL LWEC 15…SL ○ ○

MEC 20

0.18 2.28 28 6 19.5 59 49 5 47 －

24.7

58 5.5 9 5.5 20 16 6 9.5 8.5 20 60 M5×16

7 580

7 340 78.9 31.5
235

31.5
235

○ ○

LWEC 20 24.5 7 570 ○ －

MEC 20…SL 24.7 7 580 ○ ○

LWEC 20…SL 24.5 7 570 ○ －

MEC 25 LWEC 25

0.33 3.09 33 7 25 73 60 6.5 59 － 32 70 7 10 6.5 23 19 7 11 9 20 60 M6×20 12 400 12 300 153 71.8
480

71.8
480

○ ○

MEC 25…SL LWEC 25…SL ○ ○
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Innovation Know-how Originality

069

Innovation Know-how Originality

070

Other
manufacturers

d1(M1 )
T0

TX

TY

L1

L2
d4

d3 
F

h 

H
4

WN

H
 

W2

W3

SR...SB

THK： 2SR30SB C0 + 300L P M
❷❶ ❺ ❸ ❻ ❹

M
❹

THK

SchneebergerRexroth

INALS...KL（JL）
SS...KL（JL）

NSK：LS30
❶

NSKNSK

2 P5KL0300 K
❷❶❸ ❻❹

Z1
❺

-

IKO： LWEC30 C2 R300 T1SL P S1
❶

❶

❷

❷

❸

❸

❶ ❹

❹

❺

❺

❻

❻

❼

❼Model code Number of units Length of rail Material code Preload Accuracy Interchangeable
code 

ME（T）C..._, SL
LWE（T）C..._, SL

Although all data in this catalog has been carefully compiled to make the information as complete as possible, NIPPON THOMPSON CO.,LTD. Shall 
not be liable for any damages whatsoever, direct or indirect, based upon any information in this catalog. NIPPON THOMPSON CO., LTD. makes no 
warranty, either express or implied, including the implied warranty of merchantability or fitness for a particular purpose. 

The data in this catalog is based on the most important dimensions of the listed products, namely, bore diameter, outside diameter and width. This 
does not mean that the listed products are interchangeable in all respects. They are interchangeable in many instances with those of the same 
dimensions, but should be checked if complete interchangeability is essential.The specifications and dimensions of products in this catalog are subject 
to change without prior notice.

Identifi cation number

Mass (Ref.) Dimensions of 
assembly

mm

Dimensions of slide unit
mm

Dimensions of track rail
mm

Recommended 
mounting bolt
for track rail

mm

Basic dynamic
load rating

Basic static
load rating

Static moment rating

In
te

rc
ha

ng
ea

b
le

ME series
LWE series

 （No C-Lube）

Slide 
unit
kg

Track rail

kg/m
H H1 N W2 W3 W4 L1 L2 L3 L4 d1 H2 H3 W H4 d3 d4 h E F Bolt size×R

C

N

C0

N

T0

N・m

TX

N・m

TY

N・m

MEC 30 LWEC 30

0.58 5.09 42 10 31 90 72 9 68 － 36 78 9 10 8 28 25 7 11 9 20 80 M6×25 20 600 18 800 287 129
855

129
855

○ ○

MEC 30…SL LWEC 30…SL ○ ○

MEC 35 LWEC 35 0.84 6.85 48 11 33 100 82 9 78 － 41.6 90 9 13 10 34 28 9 14 12 20 80 M8×30 29 900 26 800 412 176
1 190

162
1 100 ○ ○
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Innovation Know-how Originality

071

Innovation Know-how Originality

072

Other
manufacturers

T0

TX

TY

L1

L2
d4

d3 
F

h 

H
4

WN

H
 

W2

W3

M1

SR...W
SSR...XWY

THK：SR20W
❶

+2
❷ ❽

C0
❺

300
❸

P M
❻ ❹

M
❹

THK

Schneeberger

INALS...AL
SS...AL

NSK：LS20
❶

NSKNSK

2 P5AL0300 K
❷❶❸ ❻❹

Z1
❺

-

MES..._, SL
LWES..._, SL, Q

IKO：LWES20 C2 R300 SL T1 P S1
❶

❶

❷

❷

❸

❸

❶ ❹

❹

❺

❺

❻

❻

❼

❼Model code Number of units Length of rail Material code Preload Accuracy Interchangeable
code 

R1694

Unit of RR： R1694 8 1 3
❶ ❶ ❺ ❻

Rexroth

Although all data in this catalog has been carefully compiled to make the information as complete as possible, NIPPON THOMPSON CO.,LTD. Shall 
not be liable for any damages whatsoever, direct or indirect, based upon any information in this catalog. NIPPON THOMPSON CO., LTD. makes no 
warranty, either express or implied, including the implied warranty of merchantability or fitness for a particular purpose. 

The data in this catalog is based on the most important dimensions of the listed products, namely, bore diameter, outside diameter and width. This 
does not mean that the listed products are interchangeable in all respects. They are interchangeable in many instances with those of the same 
dimensions, but should be checked if complete interchangeability is essential.The specifications and dimensions of products in this catalog are subject 
to change without prior notice.

Identifi cation number

Mass (Ref.) Dimensions of 
assembly

mm

Dimensions of slide unit
mm

Dimensions of track rail
mm

Recommended 
mounting bolt
for track rail

mm

Basic dynamic
load rating

Basic static
load rating

Static moment rating

In
te

rc
ha

ng
ea

b
le

ME series
LWE series

 （No C-Lube）

Slide 
unit
kg

Track rail

kg/m
H H1 N W2 W3 W4 L1 L2 L3 L4 M1×depth H3 W H4 d3 d4 h E F Bolt size×R

C

N

C0

N

T0

N・m

TX

N・m

TY

N・m

MES 15 LWES 15

0.14 1.57 24

5.8

9.5 34 26 4 57 26

38.4

61 M4×7 4.5 15 14.5 3.6
（4.5）

6.5
（8  ）

4.5
（6  ） 20 60 M3×16

（M4×16）

7 640 9 390 75.1 57.6
333

57.6
333

○ ○

MES 15…SL LWES 15…SL ○ ○

－ LWES 15…Q 5 38.3 6 550 8 610 68.9 53.0
307

53.0
307 － －

MES 20

0.25 2.28 28

6

11 42 32 5 67 32

44.2

78 M5×8 5.5 20 16 6 9.5 8.5 20 60 M5×16

11 600

13 400 145

95.6
566

95.6
566

○ ○

LWES 20 44 ○ －

MES 20…SL 44.2 ○ ○

LWES 20…SL

44

○ －

－ LWES 20…Q 5 10 500 100
562

100
562 － －

Remark: Values in (　 ) represent dimensions when the track rail mounting hole is "M4". Indicate the identifi cation number with "/M4" at the end.
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Innovation Know-how Originality

073

Innovation Know-how Originality

074

Other
manufacturers

T0

TX

TY

L1

L2
d4

d3 
F

h 

H
4

WN

H
 

W2

W3

M1

SR...W
SSR...XWY, XWMY

THK：

THK

Schneeberger

INALS...AL
SS...AL

NSK：LS30
❶

NSKNSK

2 P5AL0300 K
❷❶❸ ❻❹

Z1
❺

-

MES..._, SL
LWES..._, SL, Q

IKO：LWES30 C2 R300 SL T1 P S1
❶

❶

❷

❷

❸

❸

❶ ❹

❹

❺

❺

❻

❻

❼

❼Model code Number of units Length of rail Material code Preload Accuracy Interchangeable
code 

SR30W
❶

+2
❷ ❽

C0
❺

300
❸

P M
❻ ❹

M
❹

R1694

Unit of RR： R1694 8 1 3
❶ ❶ ❺ ❻

Rexroth

Although all data in this catalog has been carefully compiled to make the information as complete as possible, NIPPON THOMPSON CO.,LTD. Shall 
not be liable for any damages whatsoever, direct or indirect, based upon any information in this catalog. NIPPON THOMPSON CO., LTD. makes no 
warranty, either express or implied, including the implied warranty of merchantability or fitness for a particular purpose. 

The data in this catalog is based on the most important dimensions of the listed products, namely, bore diameter, outside diameter and width. This 
does not mean that the listed products are interchangeable in all respects. They are interchangeable in many instances with those of the same 
dimensions, but should be checked if complete interchangeability is essential.The specifications and dimensions of products in this catalog are subject 
to change without prior notice.

Identifi cation number

Mass (Ref.) Dimensions of 
assembly

mm

Dimensions of slide unit
mm

Dimensions of track rail
mm

Recommended 
mounting bolt
for track rail

mm

Basic dynamic
load rating

Basic static
load rating

Static moment rating

In
te

rc
ha

ng
ea

b
le

ME series
LWE series

 （No C-Lube）

Slide 
unit
kg

Track rail

kg/m
H H1 N W2 W3 W4 L1 L2 L3 L4 M1×depth H3 W H4 d3 d4 h E F Bolt size×R

C

N

C0

N

T0

N・m

TX

N・m

TY

N・m

MES 25 LWES 25

0.43 3.09 33

7

12.5 48 35 6.5 83 35 56 94 M6×9 6.5 23 19 7 11 9 20 60 M6×20

18 100 21 100 262 195
1 090

195
1 090

○ ○

MES 25…SL LWES 25…SL ○ ○

－ LWES 25…Q 6 15 500 19 400 240 175
1 010

175
1 010 － －

MES 30 LWES 30

0.78 5.09 42 10 16 60 40 10 97

40 64.8

107 M8×12 8 28 25 7 11 9 20 80 M6×25 29 500 31 300 479 328
1 920

328
1920

○ ○

MES 30…SL LWES 30…SL ○ ○

－ LWES 30…Q 0.75 5.04 42 10 16 60 40 10 96 106 M8×12 8 28 25 7 11 9 20 80 M6×25 21 600 26 400 398 278
1 580

278
1 580 － －
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Innovation Know-how Originality

075

Innovation Know-how Originality

076

Other
manufacturers

T0

TX

TY

L1

L2
d4

d3 
F

h 

H
4

WN

H
 

W2

W3

M1

SR...W
SSR...XW

KUVE35-B(-KT)-S

THK：

THK

SchneebergerRexroth

INALS...AL
SS...AL

NSK：LS35
❶

NSKNSK

2 P5AL0300 C
❷❶❸ ❻❹

Z1
❺

- INA：KUVE35-B（-KT）2S
❶

300
❸

-W2
❷

- G3
❻

V1
❺

- /

MES...
LWES..._, Q

IKO：LWES35 C2 R300 T1 P S1
❶

❶

❷

❷

❸

❸

❶ ❹

❹

❺

❺

❻

❻

❼

❼Model code Number of units Length of rail Material code Preload Accuracy Interchangeable
code 

SR35W
❶

+2
❷ ❽

C0
❺

300
❸

P
❻ ❹

Although all data in this catalog has been carefully compiled to make the information as complete as possible, NIPPON THOMPSON CO.,LTD. Shall 
not be liable for any damages whatsoever, direct or indirect, based upon any information in this catalog. NIPPON THOMPSON CO., LTD. makes no 
warranty, either express or implied, including the implied warranty of merchantability or fitness for a particular purpose. 

The data in this catalog is based on the most important dimensions of the listed products, namely, bore diameter, outside diameter and width. This 
does not mean that the listed products are interchangeable in all respects. They are interchangeable in many instances with those of the same 
dimensions, but should be checked if complete interchangeability is essential.The specifications and dimensions of products in this catalog are subject 
to change without prior notice.

Identifi cation number

Mass (Ref.) Dimensions of 
assembly

mm

Dimensions of slide unit
mm

Dimensions of track rail
mm

Recommended 
mounting bolt
for track rail

mm

Basic dynamic
load rating

Basic static
load rating

Static moment rating

In
te

rc
ha

ng
ea

b
le

ME series
LWE series

 （No C-Lube）

Slide 
unit
kg

Track rail

kg/m
H H1 N W2 W3 W4 L1 L2 L3 L4 M1×depth H3 W H4 d3 d4 h E F Bolt size×R

C

N

C0

N

T0

N・m

TX

N・m

TY

N・m

MES 35 LWES 35 1.21 6.85

48 11 18 70 50 10

111

50

74.6 123

M8×12 10 34 28 9 14 12 20 80 M8×30

42 900 44 700 686 448
2 660

412
2 450 ○ ○

－ LWES 35…Q 1.20 6.84 110 76.6 122 30 500 37 600 687 482
2 550

482
2 550 － －

MES 45 LWES 45 2.05 11.2 60 14 20.5 86 60 13 125 60 81.4 136 M10×15 13 45 34 11 17.5 14 22.5 105 M10×35 61 100 60 200 1 210 672
4 070

618
3 750 ○ ○

075-076.indd   75-76 2014/08/04   19:48:52



1N=0.102kgf=0.2248lbs.
1mm=0.03937inch

Identifi cation number

Mass (Ref.) Dimensions of 
assembly

mm

Dimensions of slide unit
mm

Dimensions of track rail
mm

Recommended 
mounting bolt
for track rail

mm

Basic dynamic
load rating

Basic static
load rating

Static moment rating

In
te

rc
ha

ng
ea

b
le

ME series
LWE series

 （No C-Lube）

Slide 
unit
kg

Track rail

kg/m
H H1 N W2 W3 W4 L1 L2 L3 L4 M1×depth H3 W H4 d3 d4 h E F Bolt size×R

C

N

C0

N

T0

N・m

TX

N・m

TY

N・m

MESG 15 LWESG 15

0.18 1.57 24 5.8 9.5 34 26 4 70 36 51.1 73 M4×7 4.5 15 14.5 3.6
（4.5）

6.5
（8  ）

4.5
（6  ） 20 60 M3×16

（M4×16） 9 340 12 500 100 99.5
533

99.5
533

○ ○

MESG 15…SL LWESG 15…SL ○ ○

MESG 20

0.33 2.28 28 6 11 42 32 5 83 45

60.1

94 M5×8 5.5 20 16 6 9.5 8.5 20 60 M5×16 14 400 18 300 197 172
930

172
930

○ ○

LWESG 20 59.9 ○ －

MESG 20…SL 60.1 ○ ○

LWESG 20…SL 59.9 ○ －

MESG 25 LWESG 25

0.55 3.09 33 7 12.5 48 35 6.5 102 50 75 113 M6×9 6.5 23 19 7 11 9 20 60 M6×20 22 200 28 200 349 336
1 740

336
1 740

○ ○

MESG 25…SL LWESG 25…SL ○ ○

MESG 30 LWESG 30

1.13 5.09 42 10 16 60 40 10 129 60 96.5 139 M8×12 8 28 25 7 11 9 20 80 M6×25 39 200 47 000 718 704
3 690

704
3 690

○ ○

MESG 30…SL LWESG 30…SL ○ ○

Remark: Values in (　 ) represent dimensions when the track rail mounting hole is "M4". Indicate the identifi cation number with "/M4" at the end.

Innovation Know-how Originality

077

Innovation Know-how Originality

078

Other
manufacturers

T0

TX

TY

L1

L2
d4

d3 
F

h 

H
4

WN

H
 

W2

W3

M1

THK

SchneebergerRexroth

INANSKNSK

MESG..._, SL
LWESG..._, SL

IKO：LWESG20               LWESG20               C2LWESG20               R300LWESG20               R300LWESG20               T1 P S1
❶

❶

❷

❷

❸

❸

❶ ❹

❹

❺

❺

❻

❻

❼

❼Model code Number of units Length of rail Material code Preload Accuracy Interchangeable
code INA：KUVE30-B(-KT)-SL

❶
300
❸

-W2
❷

- G3
❻

V1
❺

- /

KUVE35-B(-KT)-S

Although all data in this catalog has been carefully compiled to make the information as complete as possible, NIPPON THOMPSON CO.,LTD. Shall 
not be liable for any damages whatsoever, direct or indirect, based upon any information in this catalog. NIPPON THOMPSON CO., LTD. makes no 
warranty, either express or implied, including the implied warranty of merchantability or fitness for a particular purpose. 

The data in this catalog is based on the most important dimensions of the listed products, namely, bore diameter, outside diameter and width. This 
does not mean that the listed products are interchangeable in all respects. They are interchangeable in many instances with those of the same 
dimensions, but should be checked if complete interchangeability is essential.The specifications and dimensions of products in this catalog are subject 
to change without prior notice.

077-078.indd   77-78 2014/08/04   19:49:29



1N=0.102kgf=0.2248lbs.
1mm=0.03937inch

Identifi cation number

Mass (Ref.) Dimensions of 
assembly

mm

Dimensions of slide 
unit
mm

Dimensions of track rail
mm

Recommended 
mounting bolt
for track rail

mm

Basic dynamic
load rating

Basic static
load rating

Static moment rating

In
te

rc
ha

ng
ea

b
le

ME series
LWE series

 （No C-Lube）

Slide 
unit
kg

Track rail

kg/m
H H1 N W2 W3 W4 L1 L2 L3 L4 M1×depth H3 W H4 d3 d4 h E F Bolt size×R

C

N

C0

N

T0

N・m

TX

N・m

TY

N・m

MESC 15 LWESC 15

0.09 1.57 24 5.8 9.5 34 26 4 41 － 22.4 45 M4×7 4.5 15 14.5 3.6
（4.5）

6.5
（8  ）

4.5
（6  ） 20 60 M3×16

（M4×16） 5 240 5 480 43.8 21.3
149

21.3
149

○ ○

MESC 15…SL LWESC 15…SL ○ ○

MESC 20

0.15 2.28 28 6 11 42 32 5 47 －

24.7

58 M5×8 5.5 20 16 6 9.5 8.5 20 60 M5×16

7 580

7 340 78.9 31.5
235

31.5
235

○ ○

LWESC 20 24.5 7 570 ○ －

MESC 20…SL 24.7 7 580 ○ ○

LWESC 20…SL 24.5 7 570 ○ －

MESC 25 LWESC 25

0.26 3.09 33 7 12.5 48 35 6.5 59 － 32 70 M6×9 6.5 23 19 7 11 9 20 60 M6×20 12 400 12 300 153 71.8
480

71.8
480

○ ○

MESC 25…SL LWESC 25…SL ○ ○

Remark: Values in (　 ) represent dimensions when the track rail mounting hole is "M4". Indicate the identifi cation number with "/M4" at the end.

Innovation Know-how Originality

079

Innovation Know-how Originality

080

Other
manufacturers

SR...V

THK： 2SR25V C0 + 300L P M
❷❶ ❺

M
❸ ❻ ❹❹

THK

Schneeberger
R1664

Unit of RR：R1664 8 1 3
❶ ❶ ❺ ❻

Rexroth

INALS...CL
SS...CL

NSK：LS25
❶

NSKNSK

2 P5CL0300 K
❷❶❸ ❻❹

Z1
❺

-

MESC..._, SL
LWESC..._, SL

IKO：LWESC25 C2 R300 SL T1 P S1
❶

❶

❷

❷

❸

❸

❶ ❹

❹

❺

❺

❻

❻

❼

❼Model code Number of units Length of rail Material code Preload Accuracy Interchangeable
code 

T0

TX

TY

L1

L2
d4

d3 
F

h 

H
4

WN

H
 

W2

W3

M1

Although all data in this catalog has been carefully compiled to make the information as complete as possible, NIPPON THOMPSON CO.,LTD. Shall 
not be liable for any damages whatsoever, direct or indirect, based upon any information in this catalog. NIPPON THOMPSON CO., LTD. makes no 
warranty, either express or implied, including the implied warranty of merchantability or fitness for a particular purpose. 

The data in this catalog is based on the most important dimensions of the listed products, namely, bore diameter, outside diameter and width. This 
does not mean that the listed products are interchangeable in all respects. They are interchangeable in many instances with those of the same 
dimensions, but should be checked if complete interchangeability is essential.The specifications and dimensions of products in this catalog are subject 
to change without prior notice.
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1N=0.102kgf=0.2248lbs.
1mm=0.03937inch

Identifi cation number

Mass (Ref.) Dimensions of 
assembly

mm

Dimensions of slide 
unit
mm

Dimensions of track rail
mm

Recommended 
mounting bolt
for track rail

mm

Basic dynamic
load rating

Basic static
load rating

Static moment rating

In
te

rc
ha

ng
ea

b
le

ME series
LWE series

 （No C-Lube）

Slide 
unit
kg

Track rail

kg/m
H H1 N W2 W3 W4 L1 L2 L3 L4 M1×depth H3 W H4 d3 d4 h E F Bolt size×R

C

N

C0

N

T0

N・m

TX

N・m

TY

N・m

MESC 30 LWESC 30

0.46 5.09 42 10 16 60 40 10 68 － 36 78 M8×12 8 28 25 7 11 9 20 80 M6×25 20 600 18 800 287 129
855

129
855

○ ○

MESC 30…SL LWESC 30…SL ○ ○

MESC 35 LWESC 35 0.67 6.85 48 11 18 70 50 10 78 － 41.6 90 M8×12 10 34 28 9 14 12 20 80 M8×30 29 900 26 800 412 176
1 190

162
1 100 ○ ○

Innovation Know-how Originality

081

Innovation Know-how Originality

082

Other
manufacturers

THK

SchneebergerRexroth

INALS...CL
SS...CL

NSKNSK

MESC..._, SL
LWESC..._, SL

IKO：LWESC30 C2 R300 SL T1 P S1
❶

❶

❷

❷

❸

❸

❶ ❹

❹

❺

❺

❻

❻

❼

❼Model code Number of units Length of rail Material code Preload Accuracy Interchangeable
code 

SR...V

THK： 2SR30V C0 + 300L P M
❷❶ ❺

M
❸ ❻ ❹❹

NSK：LS30
❶

2 P5CL0300 K
❷❶❸ ❻❹

Z1
❺

-

T0

TX

TY

L1

L2
d4

d3 
F

h 

H
4

WN

H
 

W2

W3

M1

Although all data in this catalog has been carefully compiled to make the information as complete as possible, NIPPON THOMPSON CO.,LTD. Shall 
not be liable for any damages whatsoever, direct or indirect, based upon any information in this catalog. NIPPON THOMPSON CO., LTD. makes no 
warranty, either express or implied, including the implied warranty of merchantability or fitness for a particular purpose. 

The data in this catalog is based on the most important dimensions of the listed products, namely, bore diameter, outside diameter and width. This 
does not mean that the listed products are interchangeable in all respects. They are interchangeable in many instances with those of the same 
dimensions, but should be checked if complete interchangeability is essential.The specifications and dimensions of products in this catalog are subject 
to change without prior notice.
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2
● Wide range of variations for your needs

As the lineup of 5 types of slide unit shape including the 
flange type, block type with small width and side mounting 
type, etc., and 3 types with different slide unit length with 
same section are available, you can select an optimal 
product for the specifications of your machine and device.

1
Features

High rigidity linear motion rolling guide having a maximum 
load rating among ball-type units by incorporating a 
large-diameter ball. 3Products made of stainless steel are highly resistant to 

corrosion, so that they are suitable for applications where 
rust prevention oil is not preferred, such as in cleanroom 
environment.

4Products of ultra seal specifications have excellent dust 
protection performance thanks to the combination of the 
dedicated track rail finished with total ground and slide unit 
with end seal and under seal of special shapes. Special 
specification with inner seal further improves dust 
protection property of the ball circulation section against 
foreign substances from the upper surface of the track rail.

LWH
Linear Way H

C-Lube Linear Way MHC-Lube Linear Way MH

MH
C-Lube Maintenance Free Series

The aquamarine end plate is the 
symbol of maintenance free.

long term maintenance free supported!

● High rigidity series with the maximum load 
rating among ball types

● Stainless steels superior in corrosion 
resistance are listed on lineup.

● Series of ultra seal specification for 
excellent dust protection performance

Slide unit

Casing

C-Lube

Ball

End plate

Under seal

Ball retaining band

End seal

Grease nipple

Track rail

083 084

Identifi cation Number and Specifi cation 　 　

1N=0.102kgf=0.2248lbs.
1mm=0.03937inch

Example of an identifi cation number

The speci� cations of MH and LWH series are indicated by the identi� cation number. 
Indicate the identi� cation number, consisting of a model code, dimensions, a part code, 
a dust protection code, a material code, a preload symbol, a classi� cation symbol, an 
interchangeable code, and a supplemental code for each speci� cation to apply.

Interchangeable specifi cation 1 2 3 4 5 1 6 7 8 9 10 11
Single slide unit MHT G 20 C1 T1 P S1 /V

Single track rail （1） LWH 20 R840 B P S1 /F

Assembled set MHT G 20 C1 R840 T1 P S1 /FV

Non-interchangeable specifi cation
Assembled set MHT G 20 C1 R840 T1 P /FV

Model code1

Length of slide unit

Size

Number of units2

Length of rail3

Dust protection specifi cation

Material code4

Preload5

Accuracy6

Interchangeable code7

Special specifi cation

Note （1） Indicate "LWH…B" or "LWH" for the model code of the single track rail regardless of the series and the combination of slide unit models.

083_084.indd   83-84 2014/08/05   10:21:57



1N=0.102kgf=0.2248lbs.
1mm=0.03937inch

Identifi cation number

Mass (Ref.) Dimensions of 
assembly

mm

Dimensions of slide unit
mm

Dimensions of track rail
mm

Appended 
mounting bolt for 

track rail 
mm

Basic 
dynamic load 

rating 

Basic 
static load 

rating 

Static moment rating

In
te

rc
ha

ng
ea

b
le

Remark

MH series
LWH series
(No C-Lube)

Slide 
unit
kg

Track 
rail

kg/m
H H1 N W2 W3 W4 L1 L2 L3 L4 d1 M1 H2 H3 W H4 d3 d4 h M h1 h2 E F Bolt size×R

C

N

C0

N

T0

N・m

TX

N・m

TY

N・m

MHT 8…SL LWHT 8…SL 0.015 0.32 10 2.1 8 24 19 2.5 24 10 15.3 － 1.9 M2.3 3.5 2 8 6 2.4 4.2 2.3 － － － 10 20 M2×8 1 510 2 120 8.8 5.5
32.0

4.7
26.9 ○ ○ －

MHT 10…SL 0.031

0.47 12 2.4 10 30 24 3 32 12 21.4 － 2.6 M3 4.5 2.5 10 7 3.5 6 3.5 － － － 12.5 25 M3×8 2 640 3 700 19.2 13.3
73.8

11.1
61.9

○ ○ －

LWHT 10…SL 0.032 ○ － －

MHT 12 0.108

0.86 19 3.2 14 40 32 4 46 15 31.6 50 3.4 M4 6 4

12 10.5 3.5 6 4.5 － － － 20 40 M3×12 6 260 8 330 51.6 44.7
237

37.5
199

○ ○ MX12

LWHT 12 0.11 ○ － －

MHT 12…SL 0.108

0.86 19 3.2 14 40 32 4 46 15 31.6 50 3.4 M4 6 4

○ ○ －

LWHT 12…SL 0.11 ○ － －

MHT 15

0.22 1.47 24 4.5 16 47 38 4.5 66 30

44.2

69 － M5 7 4.5 15 15 4.5 8 6 － － － 30 60 M4×16 11 600 13 400 112 95.6
556

95.6
556

○ ○ MX15

LWHT 15…B 44.6 ○ － －

LWHT 15…SL

44.6

○ － －

－ LWHT 15…M* － － －

Remark: The identifi cation numbers with ＊ are our semi-standard items.

Innovation Know-how Originality

085

Innovation Know-how Originality

086

Other
manufacturers

HSR...B（A）, C
SHS...C

THK： 2HSR15A C0 + 300L P M
❷❶ ❺

M
❸ ❻ ❹❹

THK

BM...A

SB：BM15 -- -300 X- 30/30 G1 - V1
❶ ❸ ❽ ❻ ❺

A2

Schneeberger
R1651

Unit of RR：R1651 7 1 3
❶ ❶ ❺ ❻

Rexroth

INALH...FL（EL）, EM
SH...FL（EL）

NSK：LH15
❶

NSKNSK

2 P5EL0300 K
❷❶❸ ❻❹

Z1
❺

-

MH（T）..._, SL
LWH（T）...B, SL, M

IKO：LWHT15 C2 R300 B T1SL P S1
❶

❶

❷

❷

❸

❸

❶ ❹

❹

❺

❺

❻

❻

❼

❼Model code Number of units Length of rail Material code Preload Accuracy Interchangeable
code INA： W2KUVE15B（KT） V1 / 800

❷
G3
❻❶ ❺ ❸

- - -

❷

d1( M1 )
T0

TX

TY

L1

L2
d4

d3 
F

h 

H
4

WN

H
 

W2

W3

KUVE...B（KT）

Although all data in this catalog has been carefully compiled to make the information as complete as possible, NIPPON THOMPSON CO.,LTD. Shall 
not be liable for any damages whatsoever, direct or indirect, based upon any information in this catalog. NIPPON THOMPSON CO., LTD. makes no 
warranty, either express or implied, including the implied warranty of merchantability or fitness for a particular purpose. 

The data in this catalog is based on the most important dimensions of the listed products, namely, bore diameter, outside diameter and width. This 
does not mean that the listed products are interchangeable in all respects. They are interchangeable in many instances with those of the same 
dimensions, but should be checked if complete interchangeability is essential.The specifications and dimensions of products in this catalog are subject 
to change without prior notice.
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1N=0.102kgf=0.2248lbs.
1mm=0.03937inch

Innovation Know-how Originality

087

Innovation Know-how Originality

088

Other
manufacturers

d1( M1 )
T0

TX

TY

L1

L2
d4

d3 
F

h 

H
4

WN

H
 

W2

W3

HSR...B（A）, C
SHS...C

THK： 2 C0 + 800L P M
❷

HSR25B
❶ ❺ ❸ ❻ ❹

M
●

THK

R1651

Unit of RR：R1651 7 1 3
❶ ❶ ❺ ❻

Rexroth

INALH...FL（EL）, EM
SH...FL（EL）

NSK：LH25
❶

NSKNSK

2 P5FL0800 K
❷❶❸ ❻❹

Z1
❺

-

MH（T）...
LWH（T）...B, SL, M

IKO：LWH25 C2 R800 B T1SL P S1
❶

❶

❷

❷

❸

❸

❶ ❹

❹

❺

❺

❻

❻

❼

❼Model code Number of units Length of rail Material code Preload Accuracy Interchangeable
code 

BM...A
Schneeberger

SB：BM25 -- -800 X- 30/30 G1 - V1
❶ ❸ ❽ ❻ ❺

A2
❷

KUSE...
KUVE...B（KT）

INA： W2KUVE20B（KT） V1 / 800
❷

G3
❻❶ ❺ ❸

- - -

Although all data in this catalog has been carefully compiled to make the information as complete as possible, NIPPON THOMPSON CO.,LTD. Shall 
not be liable for any damages whatsoever, direct or indirect, based upon any information in this catalog. NIPPON THOMPSON CO., LTD. makes no 
warranty, either express or implied, including the implied warranty of merchantability or fitness for a particular purpose. 

The data in this catalog is based on the most important dimensions of the listed products, namely, bore diameter, outside diameter and width. This 
does not mean that the listed products are interchangeable in all respects. They are interchangeable in many instances with those of the same 
dimensions, but should be checked if complete interchangeability is essential.The specifications and dimensions of products in this catalog are subject 
to change without prior notice.

Identifi cation number

Mass (Ref.) Dimensions of 
assembly

mm

Dimensions of slide unit
mm

Dimensions of track rail
mm

Appended 
mounting bolt 
for track rail 

mm

Basic 
dynamic load

rating 

Basic 
static load 

rating 

Static moment rating

In
te

rc
ha

ng
ea

b
le

Remark

MH series
LWH series
(No C-Lube)

Slide 
unit
kg

Track 
rail

kg/m
H H1 N W2 W3 W4 L1 L2 L3 L4 d1 H2 H3 W H4 d3 d4 h M h1 h2 E F Bolt size×R

C

N

C0

N

T0

N・m

TX

N・m

TY

N・m

MH 20

0.48 2.56 30 5 21.5 63 53 5 83 40

56

94 6 10 5.5 20 18 6 9.5 8.5 － － － 30 60 M5×18 18 100 21 100 232 195
1 090

195
1 090

○ ○ MX20

LWH 20…B

57.2

○ － －

－ LWH 20…SL ○ － －

－ LWH 20…M＊ － － －

MH 25

0.70 3.50 36 6.5 23.5 70 57 6.5 95 45

63.9

105 7 10 6.5 23 22 7 11 9 － － － 30 60 M6×22 25 200 28 800 362 309
1 690

309
1 690

○ ○ MX25

LWH 25…B

64.7

○ － －

－ LWH 25…SL ○ － －

－ LWH 25…M＊ 64.7 － － －

Remark: The identifi cation numbers with ＊ are our semi-standard items.
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1N=0.102kgf=0.2248lbs.
1mm=0.03937inch

Identifi cation number

Mass (Ref.) Dimensions of 
assembly

mm

Dimensions of slide unit
mm

Dimensions of track rail
mm

Appended 
mounting bolt 
for track rail 

mm

Basic 
dynamic load 

rating 

Basic 
static load 

rating 

Static moment rating

In
te

rc
ha

ng
ea

b
le

Remark

MH series
LWH series
(No C-Lube)

Slide 
unit
kg

Track 
rail

kg/m
H H1 N W2 W3 W4 L1 L2 L3 L4 d1 H2 H3 W H4 d3 d4 h M h1 h2 E F Bolt size×R

C

N

C0

N

T0

N・m

TX

N・m

TY

N・m

MH 30

1.28 4.82 42

9

31 90 72 9 113 52 80.6 123 9 10 8 28 25 9 14 12 － － － 40 80 M8×28 35 400 40 700 623 536
2 820

536
2 820

○ ○ MX30

LWH 30…B

7

○ － －

－ LWH 30…SL ○ － －

LWH 30…M＊ － － －

MH 35

1.79 6.85 48

10

33 100 82 9 123 62 86.2 135 9 13 10 34 28 9 14 12 － － － 40 80 M8×28 48 700 53 700 823 631
3 480

579
3 190

○ ○ MX35

LWH 35…B

8

○ － －

－ LWH 35…M＊ － － －

Remark: The identifi cation numbers with ＊ are our semi-standard items.

Innovation Know-how Originality

089

Innovation Know-how Originality

090

Other
manufacturers

HSR...B（A）, C
SHS...C

THK： 2HSR30B C0 + 800L P M
❷

M
❶ ❺ ❸ ❻ ❹❹

THK

BM...A
Schneeberger

1651

Unit of RR：R1651 7 1 3
❶ ❶ ❺ ❻

Rexroth

INALH...FL（EL）, EM
SH...FL（EL）

NSK：LH30
❶

NSKNSK

2 P5FL0800 K
❷❶❸ ❻❹

Z1
❺

-

MH（T）..._, SL
LWL...B, SL, M

IKO：LWH30 C2 R800 B T1SL P S1
❶

❶

❷

❷

❸

❸

❶ ❹

❹

❺

❺

❻

❻

❼

❼Model code Number of units Length of rail Material code Preload Accuracy Interchangeable
code 

SB：BM30 -- -800 X- 40/40 G1 - V1
❶ ❸ ❽ ❻ ❺

A2
❷

d1( M1 )
T0

TX

TY

L1

L2
d4

d3 
F

h 

H
4

WN

H
 

W2

W3

KUSE...
KUVE...B（KT）

INA： W2KUVE30-B(-KT) V1 / 800
❷

G3
❻❶ ❺ ❸

- - -

Although all data in this catalog has been carefully compiled to make the information as complete as possible, NIPPON THOMPSON CO.,LTD. Shall 
not be liable for any damages whatsoever, direct or indirect, based upon any information in this catalog. NIPPON THOMPSON CO., LTD. makes no 
warranty, either express or implied, including the implied warranty of merchantability or fitness for a particular purpose. 

The data in this catalog is based on the most important dimensions of the listed products, namely, bore diameter, outside diameter and width. This 
does not mean that the listed products are interchangeable in all respects. They are interchangeable in many instances with those of the same 
dimensions, but should be checked if complete interchangeability is essential.The specifications and dimensions of products in this catalog are subject 
to change without prior notice.
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1N=0.102kgf=0.2248lbs.
1mm=0.03937inch

Identifi cation number

Mass (Ref.) Dimensions of 
assembly

mm

Dimensions of slide unit
mm

Dimensions of track rail
mm

Appended 
mounting bolt 
for track rail 

mm

Basic 
dynamic load 

rating 

Basic 
static load 

rating 

Static moment rating

In
te

rc
ha

ng
ea

b
le

Remark

MH series
LWH series
(No C-Lube)

Slide 
unit
kg

Track 
rail

kg/m
H H1 N W2 W3 W4 L1 L2 L3 L4 d1 H2 H3 H5 W H4 d3 d4 h M h1 h2 E F Bolt size×R

C

N

C0

N

T0

N・m

TX

N・m

TY

N・m

MH 45

3.17 10.7 60

13

37.5 120 100 10 147 80 103.4 158 11 15 13 － 45 34 14 20 17 － － － 52.5 105 M12×35 74 600 80 200 1 610 1 150
6 190

1 060
5 690

○ ○ MX45

LWH 45…B

10

○ － －

－ LWH 45…M＊ － － －

－ LWHG 55 7.40 15.5 70 17 43.5 140 116 12 235 95 183.6 246 14 17 14 － 53 41 16 23 20 － － － 60 120 M14×45 142 000 168 000 3 970 4 120
20 200

3 780
18 500 ○ － －

－ LWHG 65 17.6 22.2 90 18 53.5 170 142 14 303 110 238.8 313 16 23 20 － 63 48 18 26 22 － － － 75 150 M16×50 229 000 269 000 7 560 8 530
41 500

7 810
38 100 ○ － －

Remark: The identifi cation numbers with ＊ are our semi-standard items.

Innovation Know-how Originality

091

Innovation Know-how Originality

092

Other
manufacturers

HSR...B（A）
SHS...C

THK： 2HSR55B C0 + 800L P
❷

M
❶ ❺ ❸ ❻❹

INA： W2KUVE55B（KT） V1 / 800
❷

G3
❻❶ ❺ ❸

THK

BM...A

- - -

Schneeberger
R1651

Unit of RR：R1651 7 1 3
❶ ❶ ❺ ❻

Rexroth

INALH...FL（EL）, EM
SH...FL（EL）

NSK：LH55
❶

NSKNSK

2 P5FL0800 C
❷❶❸ ❻❹

Z1
❺

-

MH（T）...
LWH（T）...

IKO： LWH55 C2 R800 T1 P S1
❶

❶

❷

❷

❸

❸

❶ ❹

❹

❺

❺

❻

❻

❼

❼Model code Number of units Length of rail Material code Preload Accuracy Interchangeable
code 

SB：BM55 -- -800 X- 40/40 G1 - V1
❶ ❸ ❽ ❻ ❺

A2
❷

d1( M1 )
T0

TX

TY

L1

L2
d4

d3 
F

h 

H
4

WN

H
 

W2

W3

KUSE...
KUVE...B（KT）

Although all data in this catalog has been carefully compiled to make the information as complete as possible, NIPPON THOMPSON CO.,LTD. Shall 
not be liable for any damages whatsoever, direct or indirect, based upon any information in this catalog. NIPPON THOMPSON CO., LTD. makes no 
warranty, either express or implied, including the implied warranty of merchantability or fitness for a particular purpose. 

The data in this catalog is based on the most important dimensions of the listed products, namely, bore diameter, outside diameter and width. This 
does not mean that the listed products are interchangeable in all respects. They are interchangeable in many instances with those of the same 
dimensions, but should be checked if complete interchangeability is essential.The specifications and dimensions of products in this catalog are subject 
to change without prior notice.
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1N=0.102kgf=0.2248lbs.
1mm=0.03937inch

Identifi cation number

Mass (Ref.) Dimensions of 
assembly

mm

Dimensions of slide unit
mm

Dimensions of track rail
mm

Appended 
mounting bolt 
for track rail 

mm

Basic 
dynamic load

rating 

Basic 
static load 

rating 

Static moment rating

In
te

rc
ha

ng
ea

b
le

MH series
LWH series
(No C-Lube)

Slide 
unit
kg

Track 
rail

kg/m
H H1 N W2 W3 W4 L1 L2 L3 L4 d1 H2 H3 W H4 d3 d4 h M h1 h2 E F Bolt size×R

C

N

C0

N

T0

N・m

TX

N・m

TY

N・m

MHG 20

0.71 2.56 30 5 21.5 63 53 5 112 40

84.8

122 6 10 5.5 20 18 6 9.5 8.5 － － － 30 60 M5×18 24 100 31 700 349 421
2 140

421
2 140

○ ○

LWHG 20 86 ○ －

MHG 25

0.93 3.50 36 6.5 23.5 70 57 6.5 118 45

86.6

128 7 10 6.5 23 22 7 11 9 － － － 30 60 M6×22 30 800 38 300 483 533
2 740

533
2 740

○ ○

LWHG 25 87.4 ○ －

Innovation Know-how Originality

093

Innovation Know-how Originality

094

Other
manufacturers

HSR...LB（LA）
SHS...LC

THK

Schneeberger
R1653

Unit of RR：R1653 5 1 3
❶ ❶ ❺ ❻

Rexroth

INALH...HL（GL）, GM
SH...HL（GL）

NSK：LH20
❶

NSKNSK

2 P5HL0300 C
❷❶❸ ❻❹

Z1
❺

-

MHG（TG）...
LWHG（TG）...

IKO：LWHG20 C2 R300 B T1 P S1
❶

❶

❷

❷

❸

❸

❶ ❹

❹

❺

❺

❻

❻

❼

❼Model code Number of units Length of rail Material code Preload Accuracy Interchangeable
code 

THK： 2HSR20LB C0 + 300L P
❷❶ ❺ ❸ ❻ ❹

INA： W2KUVE20B（KT）L V1 / 300
❷

G3
❻❶ ❺ ❸

- - -

BM...B

SB：BM25 -- -600 X- 30/30 G1 - V1
❶ ❸ ❽ ❻ ❺

B2
❷

d1( M1 )
T0

TX

TY

L1

L2
d4

d3 
F

h 

H
4

WN

H
 

W2

W3

KUSE...L
KUVE...B（KT）L

Although all data in this catalog has been carefully compiled to make the information as complete as possible, NIPPON THOMPSON CO.,LTD. Shall 
not be liable for any damages whatsoever, direct or indirect, based upon any information in this catalog. NIPPON THOMPSON CO., LTD. makes no 
warranty, either express or implied, including the implied warranty of merchantability or fitness for a particular purpose. 

The data in this catalog is based on the most important dimensions of the listed products, namely, bore diameter, outside diameter and width. This 
does not mean that the listed products are interchangeable in all respects. They are interchangeable in many instances with those of the same 
dimensions, but should be checked if complete interchangeability is essential.The specifications and dimensions of products in this catalog are subject 
to change without prior notice.
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1N=0.102kgf=0.2248lbs.
1mm=0.03937inch

Identifi cation number

Mass (Ref.) Dimensions of 
assembly

mm

Dimensions of slide unit
mm

Dimensions of track rail
mm

Appended 
mounting bolt 
for track rail 

mm

Basic 
dynamic load 

rating 

Basic 
static load 

rating 

Static moment rating

In
te

rc
ha

ng
ea

b
le

MH series
LWH series
(No C-Lube)

Slide 
unit
kg

Track 
rail

kg/m
H H1 N W2 W3 W4 L1 L2 L3 L4 d1 H2 H3 W H4 d3 d4 h M h1 h2 E F Bolt size×R

C

N

C0

N

T0

N・m

TX

N・m

TY

N・m

MHG 30

1.69 4.82 42

9

31 90 72 9 139 52 106.6 149 9 10 8 28 25 9 14 12 － － － 40 80 M8×28 42 700 53 200 814 894
4 460

894
4 460

○ ○

LWHG 30 7 ○ －

MHG 35

2.35 6.85 48

10

33 100 82 9 151 62 114 163 9 13 10 34 28 9 14 12 － － － 40 80 M8×28 59 500 71 600 1 100 1 090
5 570

1 000
5 110

○ ○

LWHG 35 8 ○ －

MHG 45

4.34 10.7 60

13

37.5 120 100 10 190 80 146.6 201 11 15 13 45 34 14 20 17 － － － 52.5 105 M12×35 95 200 114 000 2 280 2 240
11 100

2 050
10 200

○ ○

LWHG 45 10 ○ －

Innovation Know-how Originality

095

Innovation Know-how Originality

096

Other
manufacturers

HSR...LB（LA）
SHS...LC

THK

Schneeberger
R1653

Unit of RR：R1653 5 1 3
❶ ❶ ❺ ❻

Rexroth

INALH...HL（GL）, GM
SH...HL（GL）

NSK：LH35
❶

NSKNSK

2 P5HL0800 C
❷❶❸ ❻❹

Z1
❺

-

IKO：LWHG35 C2 R800 T1 P S1
❶

❶

❷

❷

❸

❸

❶ ❹

❹

❺

❺

❻

❻

❼

❼Model code Number of units Length of rail Material code Preload Accuracy Interchangeable
code 

THK： 2HSR35LB C0 + 800L P
❷❶ ❺ ❸ ❻ ❹

INA： W2KUVE35B（KT）L V1 / 800
❷

G3
❻❶ ❺ ❸

- - -

BM...B

MHG（TG）...
LWHG（TG）...

SB：BM35 -- -800 X- 40/40 G1 - V1
❶ ❸ ❽ ❻ ❺

B2
❷

d1( M1 )
T0

TX

TY

L1

L2
d4

d3 
F

h 

H
4

WN

H
 

W2

W3

KUSE...L
KUVE...B（KT）L

Although all data in this catalog has been carefully compiled to make the information as complete as possible, NIPPON THOMPSON CO.,LTD. Shall 
not be liable for any damages whatsoever, direct or indirect, based upon any information in this catalog. NIPPON THOMPSON CO., LTD. makes no 
warranty, either express or implied, including the implied warranty of merchantability or fitness for a particular purpose. 

The data in this catalog is based on the most important dimensions of the listed products, namely, bore diameter, outside diameter and width. This 
does not mean that the listed products are interchangeable in all respects. They are interchangeable in many instances with those of the same 
dimensions, but should be checked if complete interchangeability is essential.The specifications and dimensions of products in this catalog are subject 
to change without prior notice.
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1N=0.102kgf=0.2248lbs.
1mm=0.03937inch

Identifi cation number

Mass (Ref.) Dimensions of 
assembly

mm

Dimensions of slide unit
mm

Dimensions of track rail
mm

Appended 
mounting bolt for 

track rail 
mm

Basic 
dynamic load 

rating 

Basic 
static load 

rating 

Static moment rating

In
te

rc
ha

ng
ea

b
le

MH series
LWH series
(No C-Lube)

Slide 
unit
kg

Track 
rail

kg/m
H H1 N W2 W3 W4 L1 L2 L3 L4 d1 H2 H3 H5 W H4 d3 d4 h E F Bolt size×R

C

N

C0

N

T0

N・m

TX

N・m

TY

N・m

－ LWHG 55 7.40 15.5 70 17 43.5 140 116 12 183 95 183.6 246 14 17 14 － 53 41 16 23 20 60 120 M14×45 142 000 168 000 3 970 4 120
20 200

3 780
18 500 ○ －

－ LWHG 65 17.6 22.2 90 18 53.5 170 142 14 303 110 238.8 313 16 23 20 － 63 48 18 26 22 75 150 M16×50 229 000 269 000 7 560 8 530
41 500

7 810
38 100 ○ －

－ LWHG 85 25.9 34.6 110 16 65 215 185 15 318 140 240 － 18 30 22 15 85 58 26 39 30 90 180 M24×60 374 000 384 000 11 900 11 100
55 100

11 100
55 300 － －

Innovation Know-how Originality

097

Innovation Know-how Originality

098

Other
manufacturers

THK

SchneebergerRexroth

INANSKNSK
C2 R800 T1 P S1

❶

❷

❷

❸

❸

❶ ❹

❹

❺

❺

❻

❻

❼

❼Model code Number of units Length of rail Material code Preload Accuracy Interchangeable
code 

LH...HL（GL）, GM
SH...HL（GL）

NSK：LH55
❶

2 P5HL0800 C
❷❶❸ ❻❹

Z1
❺

-

R1653

Unit of RR：R1653 5 1 3
❶ ❶ ❺ ❻

HSR...LB（LA）
SHS...LC

KUSE...L
KUVE...B(KT)L

THK： 2HSR55LB C0 + 800L P
❷❶ ❺ ❸ ❻

INA： W2KUVE55B（KT）L V1 / 800
❷

G3
❻❶ ❺ ❸

- - -

MHG（TG）...
LWHG（TG）...

IKO：LWHG55
❶

d1( M1 )
T0

TX

TY

L1

L2
d4

d3 
F

h 

H
4

WN

H
 

W2

W3

Although all data in this catalog has been carefully compiled to make the information as complete as possible, NIPPON THOMPSON CO.,LTD. Shall 
not be liable for any damages whatsoever, direct or indirect, based upon any information in this catalog. NIPPON THOMPSON CO., LTD. makes no 
warranty, either express or implied, including the implied warranty of merchantability or fitness for a particular purpose. 

The data in this catalog is based on the most important dimensions of the listed products, namely, bore diameter, outside diameter and width. This 
does not mean that the listed products are interchangeable in all respects. They are interchangeable in many instances with those of the same 
dimensions, but should be checked if complete interchangeability is essential.The specifications and dimensions of products in this catalog are subject 
to change without prior notice.
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1N=0.102kgf=0.2248lbs.
1mm=0.03937inch

Identifi cation number

Mass (Ref.) Dimensions of 
assembly

mm

Dimensions of slide unit
mm

Dimensions of track rail
mm

Appended 
mounting bolt 
for track rail 

mm

Basic 
dynamic load

rating 

Basic 
static load

rating 

Static moment rating

In
te

rc
ha

ng
ea

b
le

Remark

MH series
LWH series
（No C-Lube）

Slide unit
kg

Track rail
kg/m H H1 N W2 W3 W4 L1 L2 L3 L4 M1×depth H3 W H4 d3 d4 h M h1 h2 E F Bolt size×R

C

N

C0

N

T0

N・m

TX

N・m

TY

N・m

MHD 8…SL LWHD 8…SL 0.013 0.32 11 2.1 4 16 10 3 24 10 15.3 － M2×2.5 3 8 6 2.4 4.2 2.3 － － － 10 20 M2×8 1 510 2 120 8.8 5.5
32.0

4.7
26.9 ○ ○ MXD10

MHD 10…SL 0.026

0.47 13 2.4 5 20 13 3.5 32 12 21.4 － M2.6×3 3.5 10 7 3.5 6 3.5 － － － 12.5 25 M3×8 2 640 3 700 19.2 13.3
73.8

11.1
61.9

○ ○ －

LWHD 10…SL 0.027 ○ ○ －

MHD 12 0.089

0.86 20 3.2 7.5 27 15 6 46 15 31.6 50 M4×5 5 12 10.5 3.5 6 4.5 － － － 20 40 M3×12 6 260 8 330 51.6 44.7
237

37.5
199

○ ○ MXD12

LWHD 12 0.091 ○ － －

MHD 12…SL 0.089 ○ ○ MXD12

LWHD 12…SL 0.091 ○ － －

MHD 15

0.23 1.47 28 4.5 9.5 34 26 4 66 26

44.2

69 M4×10 8.5 15 15 4.5 8 6 － － － 30 60 M4×16 11 600 13 400 112 95.6
556

95.6
556

○ ○ MXD15

LWHD 15…B

44.6

○ － －

－ LWHD 15…M＊ － － －

Remark: The identifi cation numbers with ＊ are our semi-standard items.

Innovation Know-how Originality

099

Innovation Know-how Originality

100

Other
manufacturers

HSR...R
SHS...R

THK： 2HSR12R C0 + 300L P M
❷❶ ❺

M
❸ ❻ ❹

THK

BM...C
Schneeberger

R1621

Unit of RR： R1621 7 1 3
❶ ❶ ❺ ❻

Rexroth

INALH...AN
SH...AN

NSK：LH12
❶

NSKNSK

2 P5AN0300 C
❷❶❸ ❻❹

Z1
❺

-

MHD..._, SL
LWHD..._, SL

IKO：LWHD12 C2 R300 B T1SL P S1
❶

❶

❷

❷

❸

❸

❶ ❹

❹

❺

❺

❻

❻

❼

❼Model code Number of units Length of rail Material code Preload Accuracy Interchangeable
code 

❹

SB：BM15 -- -300 X- 30/30 G1 - V1
❶ ❸ ❽ ❻ ❺

C2
❷

T0

TX

TY

L1

L2
d4

d3 
F

h 

H
4

WN

H
 

W2

W3

M1

KUVE...B（KT）H

INA： W2KUVE15B（KT）H V1 / 300
❷

G3
❻❶ ❺ ❸

- - -

Although all data in this catalog has been carefully compiled to make the information as complete as possible, NIPPON THOMPSON CO.,LTD. Shall 
not be liable for any damages whatsoever, direct or indirect, based upon any information in this catalog. NIPPON THOMPSON CO., LTD. makes no 
warranty, either express or implied, including the implied warranty of merchantability or fitness for a particular purpose. 

The data in this catalog is based on the most important dimensions of the listed products, namely, bore diameter, outside diameter and width. This 
does not mean that the listed products are interchangeable in all respects. They are interchangeable in many instances with those of the same 
dimensions, but should be checked if complete interchangeability is essential.The specifications and dimensions of products in this catalog are subject 
to change without prior notice.
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1N=0.102kgf=0.2248lbs.
1mm=0.03937inch

Innovation Know-how Originality

101

Innovation Know-how Originality

102

Other
manufacturers

T0

TX

TY

L1

L2
d4

d3 
F

h 

H
4

WN

H
 

W2

W3

M1

HSR...R
SHS...R

THK： C0 + 300L P2
❷

HSR25R
❶ ❺ ❸ ❻ ❹

M
●

THK

BM...C
Schneeberger

R1621

Unit of RR：R1621 7 1 3
❶ ❶ ❺ ❻

Rexroth

INALH...AN
SH...AN

NSK：LH25
❶

NSKNSK

2 P5AN0300 C
❷❶❸ ❻❹

Z1
❺

-

MHD...
LWHD...

IKO：LWHD25 C2 R300 B T1 P S1
❶

❶

❷

❷

❸

❸

❶ ❹

❹

❺

❺

❻

❻

❼

❼Model code Number of units Length of rail Material code Preload Accuracy Interchangeable
code INA：KUVE25B（KT）H V1--- / 300G3W2

❷❶ ❺ ❸❻

KUSE...H, HL
KUVE...B（KT）H

SB：BM25 -- -300 X- 30/30 G1 - V1
❶ ❸ ❽ ❻ ❺

C2
❷

Although all data in this catalog has been carefully compiled to make the information as complete as possible, NIPPON THOMPSON CO.,LTD. Shall 
not be liable for any damages whatsoever, direct or indirect, based upon any information in this catalog. NIPPON THOMPSON CO., LTD. makes no 
warranty, either express or implied, including the implied warranty of merchantability or fitness for a particular purpose. 

The data in this catalog is based on the most important dimensions of the listed products, namely, bore diameter, outside diameter and width. This 
does not mean that the listed products are interchangeable in all respects. They are interchangeable in many instances with those of the same 
dimensions, but should be checked if complete interchangeability is essential.The specifications and dimensions of products in this catalog are subject 
to change without prior notice.

Identifi cation number

Mass (Ref.) Dimensions of 
assembly

mm

Dimensions of slide unit
mm

Dimensions of track rail
mm

Appended 
mounting bolt 
for track rail 

mm

Basic 
dynamic load

rating 

Basic 
static load

rating 

Static moment rating

In
te

rc
ha

ng
ea

b
le

Remark

MH series
LWH series
（No C-Lube）

Slide unit
kg

Track rail
kg/m H H1 N W2 W3 W4 L1 L2 L3 L4 M1×depth H3 W H4 d3 d4 h M h1 h2 E F Bolt size×R

C

N

C0

N

T0

N・m

TX

N・m

TY

N・m

MHD 25

0.65 3.50 40 6.5 12.5 48 35 6.5 95 35

63.9

105 M6×12 10.5 23 22 7 11 9 － － － 30 60 M6×22 25 200 28 800 362 309
1 690

309
1 690

○ ○ MXD25

LWHD 25…B 64.7 ○ － －

－ LWHD 25…M＊ 64.7 － － －

MHD 30

1.12 4.82 45

9

16 60 40 10 113 40 80.6 123 M8×16 11 28 25 9 14 12 － － － 40 80 M8×28 35 400 40 700 623 536
2 820

536
2 820

○ ○ MXD30

LWHD 30…B

7

○ － －

－ LWHD 30…M＊ － － －

MHD 35

1.74 6.85 55

10

18 70 50 10 123 50 86.2 135 M8×16 17 34 28 9 14 12 － － － 40 80 M8×28 48 700 53 700 823 631
3 480

579
3 190

○ ○ MXD35

LWHD 35…B

8

○ － －

－ LWHD 35…M＊ － － －

Remark: The identifi cation numbers with ＊ are our semi-standard items.
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1N=0.102kgf=0.2248lbs.
1mm=0.03937inch

Innovation Know-how Originality

103

Innovation Know-how Originality

104

Other
manufacturers

T0

TX

TY

M1 L1

L2
d4

d3 F

h 

H
4

W2

WN

H
 

W3

W2

WN

H
 

W3 W3

HSR...R
SHS...R

THK： 2 C0+ 800L P
❷

HSR45R
❶ ❺ ❸ ❻ ❹

THK

BM...C
Schneeberger

R1621

Unit of RR：R1621 7 1 3
❶ ❶ ❺ ❻

Rexroth

INALH...AN
SH...AN

NSK：LH45
❶

NSKNSK

2 P5AN0800 C
❷❶❸ ❻❹

Z1
❺

-

MHD...
LWHD...B, M

IKO：LWHD45 C2 R800 B T1 P S1
❶

❶

❷

❷

❸

❸

❶ ❹

❹

❺

❺

❻

❻

❼

❼Model code Number of units Length of rail Material code Preload Accuracy Interchangeable
code INA：KUVE45B（KT）H V1--- / 800G3W2

❷❶ ❺ ❸❻

KUSE...H
KUVE...B（KT）H

SB：BM45 -- -840 X- 52.5/52.5 G1 - V1
❶ ❸ ❽ ❻ ❺

C2
❷

Although all data in this catalog has been carefully compiled to make the information as complete as possible, NIPPON THOMPSON CO.,LTD. Shall 
not be liable for any damages whatsoever, direct or indirect, based upon any information in this catalog. NIPPON THOMPSON CO., LTD. makes no 
warranty, either express or implied, including the implied warranty of merchantability or fitness for a particular purpose. 

The data in this catalog is based on the most important dimensions of the listed products, namely, bore diameter, outside diameter and width. This 
does not mean that the listed products are interchangeable in all respects. They are interchangeable in many instances with those of the same 
dimensions, but should be checked if complete interchangeability is essential.The specifications and dimensions of products in this catalog are subject 
to change without prior notice.

Identifi cation number

Mass (Ref.) Dimensions of 
assembly

mm

Dimensions of slide unit
mm

Dimensions of track rail
mm

Appended 
mounting bolt 
for track rail 

mm

Basic 
dynamic load

rating 

Basic 
static load

rating 

Static moment rating

In
te

rc
ha

ng
ea

b
le

Remark

MH series
LWH series
（No C-Lube）

Slide 
unit
kg

Track rail
kg/m H H1 N W2 W3 W4 L1 L2 L3 L4 M1×depth H3 W H4 d3 d4 h M h1 h2 E F Bolt size×R

C

N

C0

N

T0

N・m

TX

N・m

TY

N・m

MHD 45 3.30 10.7 70 13

20.5 86 60 13 147 60 103.4 158 M10×20 23 45 34 14 20 17 － － － 52.5 105 M12×35 74 600 80 200 1 610 1 150
6 190

1 060
5 690

○ ○ MXD45

LWHD 45…B 3.30 10.7 70 14 ○ － －

－ LWHD 45…M* 3.30 10.7 70 10 － － －

－ LWHD 55…B 5.36 15.5 80 17 23.5 100 75 12.5 183 75 132 194 M12×25 24 53 41 16 23 20 － － － 60 120 M14×45 113 000 121 000 2 870 2 210
11 600

2 030
10 600 ○ － －

－ LWHD 65…B 9.80 22.2 90 18 31.5 126 76 25 229 70 164 239 M16×30 20 63 48 18 26 22 － － － 75 150 M16×50 176 000 184 000 5 180 4 130
22 000

3 790
20 200 ○ － －

Remark: The identifi cation numbers with * are our semi-standard items.
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Other
manufacturers

T0

TX

TY

L1

L2
d4

d3 
F

h 

H
4

WN

H
 

W2

W3

M1

HSR...LR
SHS...LR

KUSE...HL
KUVE...B（KT）HL

THK： 2 C0+ 300L P
❷

HSR25LR
❶ ❺ ❸ ❻ ❹

THK

R1624

Unit of RR：R1624 7 1 3
❶ ❶ ❺ ❻

Rexroth

LH...BN
SH...BN

NSK：LH25
❶

NSKNSK

2 P5BN0300 C
❷❶❸ ❻❹

Z1
❺

-

MHDG..._, SL
LWHD..._, SL

IKO： LWHDG25 C2 R300 T1 P S1
❶

❶

❷

❷

❸

❸

❶ ❹

❹

❺

❺

❻

❻

❼

❼Model code Number of units Length of rail Material code Preload Accuracy Interchangeable
code 

INA

INA：KUVE25B（KT）HL V1--- / 300G3W2
❷❶ ❺ ❸❻

BM...D
Schneeberger

SB：BM25 -- -300 X- 30/30 G1 - V1
❶ ❸ ❽ ❻ ❺

D2
❷

Although all data in this catalog has been carefully compiled to make the information as complete as possible, NIPPON THOMPSON CO.,LTD. Shall 
not be liable for any damages whatsoever, direct or indirect, based upon any information in this catalog. NIPPON THOMPSON CO., LTD. makes no 
warranty, either express or implied, including the implied warranty of merchantability or fitness for a particular purpose. 

The data in this catalog is based on the most important dimensions of the listed products, namely, bore diameter, outside diameter and width. This 
does not mean that the listed products are interchangeable in all respects. They are interchangeable in many instances with those of the same 
dimensions, but should be checked if complete interchangeability is essential.The specifications and dimensions of products in this catalog are subject 
to change without prior notice.

Identifi cation number

Mass (Ref.) Dimensions of 
assembly

mm

Dimensions of slide unit
mm

Dimensions of track rail
mm

Appended 
mounting bolt 
for track rail 

mm

Basic 
dynamic load

rating 

Basic 
static load

rating 

Static moment rating

In
te

rc
ha

ng
ea

b
le

MH series
LWH series
（No C-Lube）

Slide unit
kg

Track rail
kg/m H H1 N W2 W3 W4 L1 L2 L3 L4 M1×depth H3 W H4 d3 d4 h M h1 h2 E F Bolt size×R

C

N

C0

N

T0

N・m

TX

N・m

TY

N・m

MHDG 8…SL LWHDG 8…SL 0.018 0.32 11 2.1 4 16 10 3 30.5 10 21.7 － M2×2.5 3 8 6 2.4 4.2 2.3 － － － 10 20 M2×8 1 910 2 970 12.3 10.4
55.4

8.8
46.4 ○ ○

MHDG 10…SL 0.035

0.47 13 2.4 5 20 13 3.5 40 12 29.4 － M2.6×3 3.5 10 7 3.5 6 3.5 － － － 12.5 25 M3×8 3 280 5 050 26.2 23.8
123

20.0
103

○ ○

LWHDG 10…SL 0.036 ○ －

MHDG 12…SL 0.115

0.86 20 3.2 7.5 27 15 6 58 15 43.6 62 M4×5 5 12 10.5 3.5 6 4.5 － － － 20 40 M3×12 7 780 11 400 70.4 80.4
399

67.5
335

○ ○

LWHDG 12…SL 0.118 ○ －

MHDG 25

0.80 3.50 40 6.5 12.5 48 35 6.5 118 50

86.6

128 M6×12 10.5 23 22 7 11 9 － － － 30 60 M6×22 30 800 38 300 483 533
2 740

533
2 740

○ ○

LWHDG 25 87.4 ○ －

MHDG 30

1.44 4.82 45

9

16 60 40 10 139 60 106.6 149 M8×16 11 28 25 9 14 12 － － － 40 80 M8×28 42 700 53 200 814 894
4 460

894
4 460

○ ○

LWHDG 30 7 ○ －
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Other
manufacturers

T0

TX

TY

L1

L2
d4

d3 
F

h 

H
4

WN

H
 

W2

W3

M1

HSR...LR
SHS...LR

THK： 2 C0+ 800L P
❷

HSR35LR
❶ ❺ ❸ ❻ ❹

THK

R1624

Unit of RR：R1624 7 1 3
❶ ❶ ❺ ❻

Rexroth

LH...BN
SH...BN

NSK：LH25
❶

NSKNSK

2 P5BN0800 C
❷❶❸ ❻❹

Z1
❺

-

MHDG...
LWHDG...

IKO： LWHDG35 C2 R800 T1 P S1
❶

❶

❷

❷

❸

❸

❶ ❹

❹

❺

❺

❻

❻

❼

❼Model code Number of units Length of rail Material code Preload Accuracy Interchangeable
code 

BM...D
Schneeberger

SB：BM35 -- -800 X- 40/40 G1 - V1
❶ ❸ ❽ ❻ ❺

D2
❷

INA

INA： KUVE35B（KT）HL V1--- / 800G3W2
❷❶ ❺ ❸❻

KUSE...HL
KUVE...B（KT）HL

Although all data in this catalog has been carefully compiled to make the information as complete as possible, NIPPON THOMPSON CO.,LTD. Shall 
not be liable for any damages whatsoever, direct or indirect, based upon any information in this catalog. NIPPON THOMPSON CO., LTD. makes no 
warranty, either express or implied, including the implied warranty of merchantability or fitness for a particular purpose. 

The data in this catalog is based on the most important dimensions of the listed products, namely, bore diameter, outside diameter and width. This 
does not mean that the listed products are interchangeable in all respects. They are interchangeable in many instances with those of the same 
dimensions, but should be checked if complete interchangeability is essential.The specifications and dimensions of products in this catalog are subject 
to change without prior notice.

Identifi cation number

Mass (Ref.) Dimensions of 
assembly

mm

Dimensions of slide unit
mm

Dimensions of track rail
mm

Appended 
mounting bolt 
for track rail 

mm

Basic 
dynamic load

rating 

Basic 
static load

rating 

Static moment rating

In
te

rc
ha

ng
ea

b
le

MH series
LWH series
（No C-Lube）

Slide 
unit
kg

Track rail
kg/m H H1 N W2 W3 W4 L1 L2 L3 L4 M1×depth H3 W H4 d3 d4 h M h1 h2 E F Bolt size×R

C

N

C0

N

T0

N・m

TX

N・m

TY

N・m

MHDG 35

2.26 6.85 55

10

18 70 50 10 151 72 114 163 M8×16 17 34 28 9 14 12 － － － 40 80 M8×28 59 500 71 600 1 100 1 090
5 570

1 000
5 110

○ ○

LWHDG 35 8 ○ －

MHDG 45

4.57 10.7 70

13

20.5 86 60 13 190 80 146.6 201 M10×20 23 45 34 14 20 17 － － － 52.5 105 M12×35 95 200 114 000 2 280 2 240
11 100

2 050
10 200

○ ○

LWHDG 45 14 ○ －

－ LWHDG 55 7.20 15.5 80 17 23.5 100 75 12.5 235 95 183.6 246 M12×25 24 53 41 16 23 20 － － － 60 120 M14×45 142 000 168 000 3 970 4 120
20 200

3 780
18 500 ○ －

－ LWHDG 65 14.3 22.2 90 18 31.5 126 76 25 303 120 238.8 313 M16×30 20 63 48 18 26 22 － － － 75 150 M16×50 229 000 269 000 7 560 8 530
41 500

7 810
38 100 ○ －
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Other
manufacturers

T0

TX

TY

L1

L2
d4

d3 
F

h 

H
4

WN

H
 

W2

W3

M1

THK

SchneebergerRexroth

INANSKNSK

MHD...SL
LWHD...SL

IKO：LWHD12 C2 R300 SL T1 P S1
❶

❶

❷

❷

❸

❸

❶ ❹

❹

❺

❺

❻

❻

❼

❼Model code Number of units Length of rail Material code Preload Accuracy Interchangeable
code 

Although all data in this catalog has been carefully compiled to make the information as complete as possible, NIPPON THOMPSON CO.,LTD. Shall 
not be liable for any damages whatsoever, direct or indirect, based upon any information in this catalog. NIPPON THOMPSON CO., LTD. makes no 
warranty, either express or implied, including the implied warranty of merchantability or fitness for a particular purpose. 

The data in this catalog is based on the most important dimensions of the listed products, namely, bore diameter, outside diameter and width. This 
does not mean that the listed products are interchangeable in all respects. They are interchangeable in many instances with those of the same 
dimensions, but should be checked if complete interchangeability is essential.The specifications and dimensions of products in this catalog are subject 
to change without prior notice.

Identifi cation number

Mass (Ref.) Dimensions of 
assembly

mm

Dimensions of slide unit
mm

Dimensions of track rail
mm

Appended mounting 
bolt for track rail 

mm

Basic 
dynamic load

rating 

Basic 
static load

rating 

Static moment rating

In
te

rc
ha

ng
ea

b
le

MH series
LWH series
（No C-Lube）

Slide unit
kg

Track rail
kg/m H H1 N W2 W3 W4 L1 L2 L3 L4 M1×depth H3 W H4 d3 d4 h E F Bolt size×R

C

N

C0

N

T0

N・m

TX

N・m

TY

N・m

MHD 8…SL LWHD 8…SL 0.008 0.32 11 2.1 4 16 10 3 18 － 9.0 － M2×2.5 3 8 6 2.4 4.2 2.3 10 20 M2×8 1 050 1 270 5.3 2.2
15.5

1.8
13.0 ○ ○

MHD 10…SL LWHD 10…SL 0.018 0.47 13 2.4 5 20 13 3.5 24 － 13.4 － M2.6×3 3.5 10 7 3.5 6 3.5 12.5 25 M3×8 1 920 2 350 12.2 5.8
37.1

4.8
31.2 ○ ○

MHD 12…SL 0.057

0.86 20 3.2 7.5 27 15 6 34 － 19.6 38 M4×5 5 12 10.5 3.5 6 4.5 20 40 M3×12 4 560 5 300 32.8 19.4
117

16.3
98.5

○ ○

LWHD 12…SL 0.058 ○ －
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Other
manufacturers

T0

TX

TY

L1

L2
d4

d3 
F

h 

H
4

WN

H
 

W2

W3

M1

SHS...V

THK：SHS15V C0 + 300L P2
❷❶ ❺ ❸ ❻ ❹

THK

R1621

Unit of RR：R1621 7 1 3
❶ ❶ ❺ ❻

Rexroth

INA：KUVE15B（KT）S V1+ / 300G3W2
❷❶ ❺ ❸❻

INALY...AL
SH...AL

NSK：LY15
❶

NSKNSK

2 P5AL0300 C
❷❶❸ ❻❹

Z1
❺

-

MHS..._, SL
LWHS...B, SL, M

IKO：LWHS15 C2 R300 B T1 P S1
❶

❶

❷

❷

❸

❸

❶ ❹

❹

❺

❺

❻

❻

❼

❼Model code Number of units Length of rail Material code Preload Accuracy Interchangeable
code 

BM...F
Schneeberger

SB：BM25 -- -300 X- 30/30 G1 - V1
❶ ❸ ❽ ❻ ❺

F2
❷

KUSE...H, KUVE...（B）H
KUVE...B（KT）S

Although all data in this catalog has been carefully compiled to make the information as complete as possible, NIPPON THOMPSON CO.,LTD. Shall 
not be liable for any damages whatsoever, direct or indirect, based upon any information in this catalog. NIPPON THOMPSON CO., LTD. makes no 
warranty, either express or implied, including the implied warranty of merchantability or fitness for a particular purpose. 

The data in this catalog is based on the most important dimensions of the listed products, namely, bore diameter, outside diameter and width. This 
does not mean that the listed products are interchangeable in all respects. They are interchangeable in many instances with those of the same 
dimensions, but should be checked if complete interchangeability is essential.The specifications and dimensions of products in this catalog are subject 
to change without prior notice.

Identifi cation number

Mass (Ref.) Dimensions of 
assembly

mm

Dimensions of slide unit
mm

Dimensions of track rail
mm

Appended 
mounting bolt 
for track rail 

mm

Basic 
dynamic load

rating 

Basic 
static load

rating 

Static moment 
rating

In
te

rc
ha

ng
ea

b
le

Remark

MH series
LWH series
（No C-Lube）

Slide 
unit
kg

Track 
rail

kg/m
H H1 N W2 W3 W4 L1 L2 L3 L4 M1×depth H3 W H4 d3 d4 h M h1 h2 E F Bolt size×R

C

N

C0

N

T0

N・m

TX

N・m

TY

N・m

MHS 15

0.18 1.47 24 4.5 9.5 34 26 4 66 26

44.2

69 M4×8 4.5 15 15 4.5 8 6 － － － 30 60 M4×16 11 600 13 400 112 95.6
556

95.6
556

○ ○ MXS15

LWHS 15…B 44.6 ○ － －

LWHS 15…SL

44.6

○ － －

LWHS 15…M* － － －

MHS 20

0.36 2.56 30 5 12 44 32 6 83 36

56

94 M5×10 5.5 20 18 6 9.5 8.5 － － － 30 60 M5×18 18 100 21 100 232 195
1 090

195
1 090

○ ○ MXS20

LWHS 20…B 57.2 ○ － －

LWHS 20…SL

57.2

○ － －

LWHS 20…M* － － －

MHS 25

0.55 3.50 36 6.5 12.5 48 35 6.5 95 35

63.9

105 M6×12 6.5 23 22 7 11 9 － － － 30 60 M6×22 25 200 28 800 362 309
1 690

309
1 690

○ ○ MXS25

LWHS 25…B 64.7 ○ － －

LWHS 25…SL 64.7 ○ － －

LWHS 25…M* 64.7 － － －

Remark: The identifi cation numbers with * are our semi-standard items.
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Remark: The identifi cation numbers with ＊ are our semi-standard items.
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Other
manufacturers

T0

TX

TY

L1

L2
d4

d3 
F

h 

H
4

WN

H
 

W2

W3

M1

SHS...V

THK： C0+ 300L P2
❷

SHS30V
❶ ❺ ❸ ❻ ❹

THK

R1623

Unit of RR：R1623 7 1 3
❶ ❶ ❺ ❻

Rexroth

INALY...AL
SH...AL

NSK：SH30
❶

NSKNSK

2 P5AL0300 K
❷❶❸ ❻❹

Z1
❺

-

MHS...
LWHS...B, SL, M

IKO：LWHS30 C2 R300 SL T1 P S1
❶

❶

❷

❷

❸

❸

❶ ❹

❹

❺

❺

❻

❻

❼

❼Model code Number of units Length of rail Material code Preload Accuracy Interchangeable
code 

BM...F
Schneeberger

SB：BM30 -- -300 X- 30/30 G1 - V1
❶ ❸ ❽ ❻ ❺

F2
❷

INA：KUVE30B（KT）S V1+ / 300G3W2
❷❶ ❺ ❸❻

INAINAINAINA
KUVE...B（KT）S

Although all data in this catalog has been carefully compiled to make the information as complete as possible, NIPPON THOMPSON CO.,LTD. Shall 
not be liable for any damages whatsoever, direct or indirect, based upon any information in this catalog. NIPPON THOMPSON CO., LTD. makes no 
warranty, either express or implied, including the implied warranty of merchantability or fitness for a particular purpose. 

The data in this catalog is based on the most important dimensions of the listed products, namely, bore diameter, outside diameter and width. This 
does not mean that the listed products are interchangeable in all respects. They are interchangeable in many instances with those of the same 
dimensions, but should be checked if complete interchangeability is essential.The specifications and dimensions of products in this catalog are subject 
to change without prior notice.

Identifi cation number

Mass (Ref.) Dimensions of 
assembly

mm

Dimensions of slide unit
mm

Dimensions of track rail
mm

Appended 
mounting bolt 
for track rail 

mm

Basic 
dynamic load

rating 

Basic 
static load

rating 

Static moment rating

In
te

rc
ha

ng
ea

b
le

Remark

MH series
LWH series
（No C-Lube）

Slide 
unit
kg

Track 
rail

kg/m
H H1 N W2 W3 W4 L1 L2 L3 L4 M1×depth H3 W H4 d3 d4 h M h1 h2 E F Bolt size×R

C

N

C0

N

T0

N・m

TX

N・m

TY

N・m

MHS 30 　

1.00 4.82 42

9

16 60 40 10 113 40 80.6 123 M8×16 8 28 25 9 14 12 － － － 40 80 M8×28 35 400 40 700 623 536
2 820

536
2 820

○ ○ MXS30

LWHS 30…B

7

○ － －

LWHS 30…SL ○ － －

LWHS 30…M＊ － － －
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Other
manufacturers

T0

TX

TY

L1

L2
d4

d3 
F

h 

H
4

WN

H
 

W2

W3

M1

R1623

Unit of RR：R1623 7 1 3
❶ ❶ ❺ ❻

Rexroth

LY...BL
SH...BL

NSKNSK

NSK：LY30
❶

2 P5BL0300 C
❷❶❸ ❻❹

Z1
❺

-

MHSG...
LWHSG...

IKO：LWHSG30 C2 R300 T1 P S1
❶

❶

❷

❷

❸

❸

❶ ❹

❹

❺

❺

❻

❻

❼

❼Model code Number of units Length of rail Material code Preload Accuracy Interchangeable
code 

BM...G
Schneeberger

SB：BM30 -- -300 X- 30/30 G1 - V1
❶ ❸ ❽ ❻ ❺

G2
❷

INA

INA：KUVE30B（KT）SL V1- / 300G3W2
❷❶ ❺ ❸❻

SHS...LV

THK： 2 C0+ 300L P
❷ ❺ ❸ ❻ ❹

THK

SHS30LV
❶

KUSE...HL
KUVE...B（KT）SL

Although all data in this catalog has been carefully compiled to make the information as complete as possible, NIPPON THOMPSON CO.,LTD. Shall 
not be liable for any damages whatsoever, direct or indirect, based upon any information in this catalog. NIPPON THOMPSON CO., LTD. makes no 
warranty, either express or implied, including the implied warranty of merchantability or fitness for a particular purpose. 

The data in this catalog is based on the most important dimensions of the listed products, namely, bore diameter, outside diameter and width. This 
does not mean that the listed products are interchangeable in all respects. They are interchangeable in many instances with those of the same 
dimensions, but should be checked if complete interchangeability is essential.The specifications and dimensions of products in this catalog are subject 
to change without prior notice.

Identifi cation number

Mass (Ref.) Dimensions of 
assembly

mm

Dimensions of slide unit
mm

Dimensions of track rail
mm

Appended 
mounting bolt 
for track rail 

mm

Basic 
dynamic load

rating 

Basic 
static load

rating 

Static moment rating

In
te

rc
ha

ng
ea

b
le

MH series
LWH series
（No C-Lube）

Slide 
unit
kg

Track 
rail

kg/m
H H1 N W2 W3 W4 L1 L2 L3 L4 M1×depth H3 W H4 d3 d4 h M h1 h2 E F Bolt size×R

C

N

C0

N

T0

N・m

TX

N・m

TY

N・m

MHSG 20

0.53 2.56 30 5 12 44 32 6 112 50

84.8

122 M5×10 5.5 20 18 6 9.5 8.5 － － － 30 60 M5×18 24 100 31 700 349 421
2 140

421
2 140

○ ○

LWHSG 20 86 ○ －

MHSG 25

0.67 3.50 36 6.5 12.5 48 35 6.5 118 50

86.6

128 M6×12 6.5 23 22 7 11 9 － － － 30 60 M6×22 30 800 38 300 483 533
2 740

533
2 740

○ ○

LWHSG 25 87.4 ○ －

MHSG 30

1.29 4.82 42

9

16 60 40 10 139 60 106.6 149 M8×16 8 28 25 9 14 12 － － － 40 80 M8×28 42 700 53 200 814 894
4 460

894
4 460

○ ○

LWHSG 30 7 ○ －
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Other
manufacturers

T0

TX

TY

L1

L2

d4 

d3 
F

h 

H
4

W
N

H
 

W2

W3

H
6

 H
5

 

M1

HSR...YR

THK： 2HSR35YR C0+ 800L P
❷❶ ❺ ❸ ❻ ❹

THK

BM...E
SchneebergerRexroth

INANSKNSK

LWHY...

IKO： LWHY35 C2 R800 T1 P S1
❶

❶

❷

❷

❸

❸

❶ ❹

❹

❺

❺

❻

❻

❼

❼Model code Number of units Length of rail Material code Preload Accuracy Interchangeable
code 

SB：BM35 -- -800 X- 40/40 G1 - V1
❶ ❸ ❽ ❻ ❺

E2
❷

Although all data in this catalog has been carefully compiled to make the information as complete as possible, NIPPON THOMPSON CO.,LTD. Shall 
not be liable for any damages whatsoever, direct or indirect, based upon any information in this catalog. NIPPON THOMPSON CO., LTD. makes no 
warranty, either express or implied, including the implied warranty of merchantability or fitness for a particular purpose. 

The data in this catalog is based on the most important dimensions of the listed products, namely, bore diameter, outside diameter and width. This 
does not mean that the listed products are interchangeable in all respects. They are interchangeable in many instances with those of the same 
dimensions, but should be checked if complete interchangeability is essential.The specifications and dimensions of products in this catalog are subject 
to change without prior notice.

Identifi cation number

Mass (Ref.) Dimensions of 
assembly

mm

Dimensions of slide unit
mm

Dimensions of track rail
mm

Appended 
mounting bolt for 

track rail 
mm

Basic 
dynamic load

rating 

Basic 
static load

rating 

Static moment rating

In
te

rc
ha

ng
ea

b
le

MH series
LWH series
(No C-Lube)

Slide unit
kg

Track rail
kg/m H H1 N W2 L1 L2 L3 L4 M1×depth H3 H5 H6 W H4 d3 d4 h E F Bolt size×R

C

N

C0

N

T0

N・m

TX

N・m

TY

N・m

－ LWHY 15* 0.23 1.47 28 4.5 24.3 34 66 18 44.6 69 M 4× 4 8.5 4 9 15 15 4.5 8 6 30 60 M 4×16 9 360 13 900 116 99.2
577

99.2
577

－ －

－ LWHY 20* 0.36 2.56 30 5 31.5 43.7 83 25 57.2 94 M 5× 5 5.5 4 10 20 18 6 9.5 8.5 30 60 M 5×18 14 500 21 900 241 202
1 130

202
1 130

－ －

－ LWHY 25* 0.65 3.50 40 6.5 35 47.7 95 30 64.7 105 M 6× 6 10.5 6 12 23 22 7 11 9 30 60 M 6×22 20 100 29 800 376 320
1 750

320
1 750

－ －

－ LWHY 30* 1.12 4.82 45 7 43.5 59.7 113 40 80.6 123 M 6× 7 11 8 14 28 25 9 14 12 40 80 M 8×28 28 100 42 200 646 556
2 930

556
2 930

－ －

－ LWHY 35* 1.74 6.85 55 8 51.5 69.7 123 43 86.2 135 M 8× 9 17 8 18 34 28 9 14 12 40 80 M 8×28 31 200 43 500 878 665
3 600

601
3 310

－ －

－ LWHY 45* 3.30 10.7 70 10 65 85.7 147 55 103.4 158 M10×11 23 10 22 45 34 14 20 17 52.5 105 M12×35 47 600 65 000 1 720 1 200
6 420

1 100
5 900

－ －

－ LWHY 55* 5.36 15.5 80 13 76 99.7 183 70 132 194 M12×13 24 12 25 53 41 16 23 20 60 120 M14×45 71 200 98 300 3 050 2 300
12 000

2110
11000

－ －

－ LWHY 65* 9.80 22.2 90 14 94.5 126 229 85 164 239 M16×16 20 12 30 63 48 18 26 22 75 150 M16×50 110 000 149 000 5 510 4 280
22 800

3 930
21 000

－ －
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Identifi cation Number and Specifi cation   

2

C-Lube Maintenance Free Series

● Wide range of variations for your needs
A wide variety of products, including five types of different slide 
unit shape such as the flange type, low section flange type with 
low cross sectional height and low section block type, etc., and 
four types of different slide unit length with varying lengths with 
same section are available. You can select an optimal product 
for the specifications of your machine and device.

1
Features

Linear motion rolling guide that has achieved the highest 
level of performance in all characteristics, including load 
capacity, rigidity, friction characteristics and accuracy, 
brought about by utilizing the roller's excellent characteristic.

33
● Extra long unit

Extra long slide unit series having the length 1.4 to 1.5 times of 
standard type is now available. With more rollers built into the 
slide units, the new series not only have the enhanced load 
capacity and rigidity but also exhibit super accuracy running 
performance.

4A series of stainless steel products is available from the miniature 
size of track rail width 10 mm. They are highly corrosion-resistant 
and suitable for applications where rust prevention oil is not 
preferred, such as in cleanroom environment.

5
● Easy replacement from ball type

Mounting dimensions are compatible with MH / LWH 
series of ball type. Therefore, replacement to roller type is 
possible without major design changes of machine and 
device.

LRX
Linear Roller 
Way Super X 

MX
C-Lube Linear Roller Way Super MX

Linear Roller 
Way Super X 

long term maintenance free supported!

● Roller type linear motion rolling guides having the highest 
level of rolling guide performance

● Stainless steels superior in corrosion 
resistance are listed on lineup.

Slide unit

Casing

End plate

Cylindrical rollers

Retaining plate

Grease nipple

Under seal

C-Lube

End seal

Track rail

The aquamarine end plate is the 
symbol of maintenance free.

1N=0.102kgf=0.2248lbs.
1mm=0.03937inch

119 120

Example of an identifi cation number

The speci� cations of MX and LRX series are indicated by the identi� cation number. Indicate the identi� cation 
number, consisting of a model code, dimensions, a part code, a material code, a preload symbol, a 
classi� cation symbol, an interchangeable code, and a supplemental code for each speci� cation to apply.

Interchangeable specifi cation 1 2 3 4 5 6 7 8 9 10
Single slide unit MX G 15 C1 T1 P S1 /Z

Single track rail（1） LRX 15 R240 P S1

Assembled set MX G 15 C2 R240 T1 P S1 /Z

Non-interchangeable specifi cation
Assembled set MX G 15 C2 R240 T1 P /Z

Model code1

Length of slide unit

Size

Number of units2

Length of rail3

Material code4

Preload5

Accuracy6

Interchangeable code7

Special specifi cation

Note （1） Indicate "LRX" for the model code of single track rail regardless of the series and the slide unit model to be combined.
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1N=0.102kgf=0.2248lbs.
1mm=0.03937inch

Innovation Know-how Originality

121

Innovation Know-how Originality

122

Other
manufacturers

d1(M1)W2 L1

L2
d4

d3 F

h 

H
4

WN

H
 

W3

W2

WN

H
 

W3 W3 T0

TX

TY

SRG...A, C

THK： 2SRG15A C0+ 300L P
❷❶ ❺ ❸ ❻ ❹

THK

MR...A
Schneeberger

R1851

Unit of RR：R1851 2 2 3
❶ ❶ ❺ ❻

Rexroth

INA

NSK：RA15
❶

NSKNSK

2 P5EM0300 C
❷❶❸ ❻❹

Z1
❺

-

MX...
LRX...

IKO：LRX15 C2 R300 T1 P S1
❶

❶

❷

❷

❸

❸

❶ ❹

❹

❺

❺

❻

❻

❼

❼Model code Number of units Length of rail Material code Preload Accuracy Interchangeable
code 

SB：MR15 -- -300 X- 30/30 G1 - V1
❶ ❸ ❽ ❻ ❺

A2
❷

RA...EM

Although all data in this catalog has been carefully compiled to make the information as complete as possible, NIPPON THOMPSON CO.,LTD. Shall 
not be liable for any damages whatsoever, direct or indirect, based upon any information in this catalog. NIPPON THOMPSON CO., LTD. makes no 
warranty, either express or implied, including the implied warranty of merchantability or fitness for a particular purpose. 

The data in this catalog is based on the most important dimensions of the listed products, namely, bore diameter, outside diameter and width. This 
does not mean that the listed products are interchangeable in all respects. They are interchangeable in many instances with those of the same 
dimensions, but should be checked if complete interchangeability is essential.The specifications and dimensions of products in this catalog are subject 
to change without prior notice.

Identifi cation number

Mass (Ref.) Dimensions of 
assembly

mm

Dimensions of slide unit 
mm　　

Dimensions of track rail
mm

Appended mounting 
bolt for track rail

Basic dynamic
load rating

Basic static
load rating

Static moment rating

In
te

rc
ha

ng
ea

b
le

Remark

MX series
LRX series

（No C-Lube）
Slide unit

kg
Track rail

kg/m H H1 N W2 W3 W4 L1 L2 L3 L4 d1 M1 H2 H3 H5 W H4 d3 d4 h E F Bolt size×R
C

N

C0

N

T0

N・m

TX

N・m

TY

N・m

－ LRX 12 0.092 0.92 19 3 14 40 32 4 47 15 25.3 50 3.4 M4 6 3 － 12 12 3.5 6 4.5 20 40 M3×12 5 890 10 400 78.7 45.2
343

45.2
343 ○ － －

MX 15 LRX 15 0.20 1.65 24 4 16 47 19 4.5 68 30 40 71 4.4 M5 7 3.5 3 15 16.5 4.5 8 6 30 60 M4×16 11 500 20 000 188 136
942

136
942 ○ ○ MH15

MHT15

MX 20 LRX 20 0.44 2.73 30 5 21.5 63 26.5 5 86 40 51.6 94
　　
－

　　
M6 10 4 3.5 20 21 6 9.5 8.5 30 60 M5×20 23 400 42 700 550 379

2 520
379

2 520 ○ ○ MH20
MHT20

MX 25 LRX 25 0.67 3.59 36 6 23.5 70 28.5 6.5 98 45 60 107 7 M8 10 5 5 23 24.5 7 11 9 30 60 M6×25 32 100 56 300 833 573
3 800

573
3 800 ○ ○ MH25

MHT25

MX 30 LRX 30 1.20 5.01 42 6.5 31 90 36 9 113 52 70.4 123 8.5 M10 10 6.5 5.5 28 28 9 14 12 40 80 M8×28 43 400 74 400 1 350 883
5 780

883
5 780 ○ ○ MH30

MHT30
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1N=0.102kgf=0.2248lbs.
1mm=0.03937inch

Innovation Know-how Originality
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Innovation Know-how Originality

124

Other
manufacturers

d1(M1)W2

T0

TX

TY

L1

L2
d4

d3 F

h 

H
4

WN

H
 

W3 W3

R1851

Unit of RR：R1851 3 2 3
❶ ❶ ❺ ❻

Rexroth

INA
RA...EM

NSK：RA35
❶

NSKNSK

2 P5EM0300 C
❷❶❸ ❻❹

Z1
❺

-

MX...
LRX...

IKO：LRX35 C2 R300 T1 P S1
❶ ❷ ❸ ❶ ❹ ❺ ❻ ❼

❶Model code ❷ Number of units ❸ Length of rail ❹ Material code ❺ Preload ❻ Accuracy ❼ Interchangeable
code 

SRG...C

THK： 2 C0+ 300L P
❷

SRG35C
❶ ❺ ❸ ❻ ❹

THK

MR...A
Schneeberger

SB：MR35 -- -800 X- 40/40 G1 - V1
❶ ❸ ❽ ❻ ❺

A2
❷

Although all data in this catalog has been carefully compiled to make the information as complete as possible, NIPPON THOMPSON CO.,LTD. Shall 
not be liable for any damages whatsoever, direct or indirect, based upon any information in this catalog. NIPPON THOMPSON CO., LTD. makes no 
warranty, either express or implied, including the implied warranty of merchantability or fitness for a particular purpose. 

The data in this catalog is based on the most important dimensions of the listed products, namely, bore diameter, outside diameter and width. This 
does not mean that the listed products are interchangeable in all respects. They are interchangeable in many instances with those of the same 
dimensions, but should be checked if complete interchangeability is essential.The specifications and dimensions of products in this catalog are subject 
to change without prior notice.

Identifi cation number

Mass (Ref.) Dimensions of 
assembly

mm

Dimensions of slide unit 
mm 

Dimensions of track rail
mm

Appended 
mounting bolt 
for track rail

Basic dynamic
load rating

Basic static
load rating

Static moment rating

In
te

rc
ha

ng
ea

b
le

Remark

MX series
LRX series

（No C-Lube）
Slide unit

kg
Track rail

kg/m H H1 N W2 W3 W4 L1 L2 L3 L5 d1 M1 H2 H3 H5 H6 W H4 d3 d4 h E F Bolt size×R
C

N

C0

N

T0

N・m

TX

N・m

TY

N・m

MX 35

1.76 6.88 48 6.5 33 100 41 9 124 62 78.6

12.7

8.5 M10 13 13 7 － 34 32 9 14 12 40 80 M 8×35 58 700 100 000 2 170 1 360
8 470

1 360
8 470

○ ○ MH35
MHT35

LRX 35 12.5 ○ － －

MX 45 LRX 45 3.26 10.8 60 8 37.5 120 50 10 154 80 99 17.5 10.5 M12 15 16 11 － 45 38 14 20 17 52.5 105 M12×40 95 400 159 000 4 430 2 700
16 800

2 700
16 800 ○ ○ MH45

MHT45

MX 55 LRX 55 5.42 14.1 70 9 43.5 140 58 12 184 95 120 20 12.5 M14 17 16 14 － 53 43 16 23 20 60 120 M14×45 148 000 248 000 8 040 5 040
31 100

5 040
31 100 ○ ○ －

MX 65

11.5 22.6 90 12 53.5 170 71 14

244

110 159

26.3

14.5 M16 23 18 18.5 － 63 56 18 26 22 75 150 M16×60 260 000 415 000 16 300

11 300
69 000

11 300
69 000 ○ ○ －

LRX 65 245 26.6 11 300
69 300

11 300
69 300 ○ － －

－ LRX 85 25.4 36.7 110 16 65 215 92.5 15 323 140 232 27.5 17.8 M20 35 22 25.5 20 85 67 26.5 39 30 90 180 M24×70 440 000 753 000 38 900 29 500
163 000

29 500
163 000 － － －
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1N=0.102kgf=0.2248lbs.
1mm=0.03937inch

Innovation Know-how Originality
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Innovation Know-how Originality

126

Other
manufacturers

d1(M1)W2

T0

TX 

TY

L1

L2
d4

d3 F

h 

H
4

WN

H
 

W3

W2

WN

H
 

W3 W3

SRG...LA, LC

THK： 2SRG25LC C0+ 300L P
❷❶ ❺ ❸ ❻ ❹

THK

MR...B
Schneeberger

R1853

Unit of RR：R1853 2 2 3
❶ ❶ ❺ ❻

Rexroth

INA
RA...GM

NSK：RA25
❶

NSKNSK

2 P5GM0300 C
❷❶❸ ❻❹

Z1
❺

-

MXG...
MXL...

LRXG...

IKO： LRXG25 C2 R300 T1 P S1
❶

❶

❷

❷

❸

❸

❶ ❹

❹

❺

❺

❻

❻

❼

❼Model code Number of units Length of rail Material code Preload Accuracy Interchangeable
code 

SB：MR25 -- -300 X- 30/30 G1 - V1
❶ ❸ ❽ ❻ ❺

B2
❷

Although all data in this catalog has been carefully compiled to make the information as complete as possible, NIPPON THOMPSON CO.,LTD. Shall 
not be liable for any damages whatsoever, direct or indirect, based upon any information in this catalog. NIPPON THOMPSON CO., LTD. makes no 
warranty, either express or implied, including the implied warranty of merchantability or fitness for a particular purpose. 

The data in this catalog is based on the most important dimensions of the listed products, namely, bore diameter, outside diameter and width. This 
does not mean that the listed products are interchangeable in all respects. They are interchangeable in many instances with those of the same 
dimensions, but should be checked if complete interchangeability is essential.The specifications and dimensions of products in this catalog are subject 
to change without prior notice.

Identifi cation number

Mass (Ref.) Dimensions of 
assembly

mm

Dimensions of slide unit 
mm　　

Dimensions of track rail
mm

Appended 
mounting bolt 
for track rail

Basic dynamic
load rating

Basic static
load rating

Static moment rating

In
te

rc
ha

ng
ea

b
le

MX series
LRX series

（No C-Lube）
Slide unit

kg
Track rail

kg/m H H1 N W2 W3 W4 L1 L2 L3 L4 d1 M1 H2 H3 H3 H5 W H4 d3 d4 h E F Bolt size×R
C

N

C0

N

T0

N・m

TX

N・m

TY

N・m

MXG 12 0.13 0.92 19 3 14 40 32 4 61 15 36.6 64 3.4 M4 6 3 3 － 12 12 3.5 6 4.5 20 40 M3×12 8 120 15 000 114 92.7
628

92.7
628 ○ ○

MXG 15 LRXG 15 0.28 1.65 24 4 16 47 19 4.5 84 30 56 87 4.4 M5 7 3.5 3.5 3 15 16.5 4.5 8 6 30 60 M4×16 14 900 28 000 263 262
1 590

262
1 590 ○ ○

MXG 20 LRXG 20 0.61 2.73 30 5 21.5 63 26.5 5 106 40 71.6 114 － M6 10 4 4 3.5 20 21 6 9.5 8.5 30 60 M5×20 30 100 58 900 760 713
4 200

713
4 200 ○ ○

MXG 25 LRXG 25 0.84 3.59 36 6 23.5 70 28.5 6.5 113 45 75 122 7 M8 10 5 5 5 23 24.5 7 11 9 30 60 M6×25 38 200 70 300 1 040 885
5 380

885
5 380 ○ ○

MXG 30 LRXG 30 1.58 5.01 42 6.5 31 90 36 9 134 52 91.4 144 8.5 M10 10 6.5 6.5 5.5 28 28 9 14 12 40 80 M8×28 53 200 96 700 1 750 1 470
8 740

1 470
8 740 ○ ○

Identifi cation number

Mass (Ref.) Dimensions of 
assembly

mm

Dimensions of slide unit 
mm　　

Dimensions of track rail
mm

Appended 
mounting bolt 
for track rail

Basic dynamic
load rating

Basic static
load rating

Static moment rating

In
te

rc
ha

ng
ea

b
le

MX series
LRX series

（No C-Lube）
Slide unit

kg
Track rail

kg/m H H1 N W2 W3 W4 L1 L2 L3 L4 L5 d1 M1 H2 H3 H5 W H4 d3 d4 h E F Bolt size×R
C

N

C0

N

T0

N・m

TX

N・m

TY

N・m

MXL 20 － 0.80 2.73 30 5 21.5 63 26.5 5 128 70 94.1 137

－

－ M6 10 4 3.5 20 21 6 9.5 8.5 30 60 M5×20 23 400 42 700 550 379
2 520

379
2 520 － ○

MXL 25 － 1.08 3.59 36 6 23.5 70 28.5 6.5 137 70 99 146 7 M8 10 5 5 23 24.5 7 11 9 30 60 M6×25 47 400 92 800 1 370 1 530
8 480

1 530
8 480 － ○

MXL 30 － 2.03 5.01 42 6.5 31 90 36 9 162 80 119.4 172 8.5 M10 10 6.5 5.5 28 28 9 14 12 40 80 M8×28 65 600 126 000 2 290 2 500
13 600

2 500
13 600 － ○

MXL 35 － 3.00 6.88 48 6.5 33 100 41 9 184 100 138.6
－

12.7 8.5 M10 13 13 7 34 32 9 14 12 40 80 M8×35 90 800 175 000 3 800 4 060
21 300

4 060
21 300 － ○

MXL 45 － 5.66 10.8 60 8 37.5 120 50 10 234 120 179 17.5 10.5 M12 15 16 11 45 38 14 20 17 52.5 105 M12×40 151 000 287 000 7 980 8 560
44 400

8 560
44 400 － ○
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1N=0.102kgf=0.2248lbs.
1mm=0.03937inch

Innovation Know-how Originality

127

Innovation Know-how Originality
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Other
manufacturers

d1(M1)W2

T0

TX

TY

L1

L2
d4

d3 F

h 

H
4

WN

H
 

W3 W3

SRG...LA, LC

THK： 2 C0+ 800L P
❷

SRG45LC
❶ ❺ ❸ ❻ ❹

THK

MR...B
Schneeberger

R1853

Unit of RR：R1853 3 2 3
❶ ❶ ❺ ❻

Rexroth

INA
RA...GMNSKNSK

NSK：RA45
❶

2 P5GM0800 C
❷❶❸ ❻❹

Z1
❺

-

MXG...
LRXG...

IKO：LRXG45 C2 R800 T1 P S1
❶

❶

❷

❷

❸

❸

❶ ❹

❹

❺

❺

❻

❻

❼

❼Model code Number of units Length of rail Material code Preload Accuracy Interchangeable
code 

SB：MR45 -- -800 X- 40/40 G1 - V1
❶ ❸ ❽ ❻ ❺

B2
❷

Although all data in this catalog has been carefully compiled to make the information as complete as possible, NIPPON THOMPSON CO.,LTD. Shall 
not be liable for any damages whatsoever, direct or indirect, based upon any information in this catalog. NIPPON THOMPSON CO., LTD. makes no 
warranty, either express or implied, including the implied warranty of merchantability or fitness for a particular purpose. 

The data in this catalog is based on the most important dimensions of the listed products, namely, bore diameter, outside diameter and width. This 
does not mean that the listed products are interchangeable in all respects. They are interchangeable in many instances with those of the same 
dimensions, but should be checked if complete interchangeability is essential.The specifications and dimensions of products in this catalog are subject 
to change without prior notice.

Identifi cation number

Mass (Ref.) Dimensions of 
assembly

mm

Dimensions of slide unit 
mm 

Dimensions of track rail
mm

Appended 
mounting bolt 
for track rail

Basic dynamic
load rating

Basic static
load rating

Static moment rating

In
te

rc
ha

ng
ea

b
le

MX series
LRX series

（No C-Lube）
Slide unit

kg
Track rail

kg/m H H1 N W2 W3 W4 L1 L2 L3 L5 d1 M1 H2 H3 H5 W H4 d3 d4 h E F Bolt size×R
C

N

C0

N

T0

N・m

TX

N・m

TY

N・m

MXG 35

2.41 6.88 48 6.5 33 100 41 9 152 － 106.6

12.7

8.5 M10 13 13 7 34 32 9 14 12 40 80 M8×35 74 200 135 000 2 930 2 440
13 800

2 440
13 800

○ ○

LRXG 35 12.5 ○ －

MXG 45 LRXG 45 4.60 10.8 60 8 37.5 120 50 10 194 80 139 17.5 10.5 M12 15 16 11 45 38 14 20 17 52.5 105 M12×40 124 000 223 000 6 200 5 220
29 000

5 220
29 000 ○ ○

MXG 55 LRXG 55 7.93 14.1 70 9 43.5 140 58 12 238 95 174 20 12.5 M14 17 16 14 53 43 16 23 20 60 120 M14×45 198 000 359 000 11 700 10 400
57 000

10 400
57 000 ○ ○

MXG 65

16.0 22.6 90 12 53.5 170 71 14

308

110 223

26.3

14.5 M16 23 18 18.5 63 56 18 26 22 75 150 M16×60 337 000 581 000 22 800 21 800
120 000

21 800
120 000

○ ○

LRXG 65 309 26.6 ○ －
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1mm=0.03937inch
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129

Innovation Know-how Originality
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Other
manufacturers

T0

TX

TY

d1(M1)W2 L1

L2
d4

d3 F

h 

H
4

WN

H
 

W3

W2

WN

H
 

W3 W3

THK

SchneebergerRexroth

INANSKNSK

MXC...
LRXC...

IKO：LRXC25 C2 R800 T1 P S1
❶

❶

❷

❷

❸

❸

❶ ❹

❹

❺

❺

❻

❻

❼

❼Model code Number of units Length of rail Material code Preload Accuracy Interchangeable
code 

Although all data in this catalog has been carefully compiled to make the information as complete as possible, NIPPON THOMPSON CO.,LTD. Shall 
not be liable for any damages whatsoever, direct or indirect, based upon any information in this catalog. NIPPON THOMPSON CO., LTD. makes no 
warranty, either express or implied, including the implied warranty of merchantability or fitness for a particular purpose. 

The data in this catalog is based on the most important dimensions of the listed products, namely, bore diameter, outside diameter and width. This 
does not mean that the listed products are interchangeable in all respects. They are interchangeable in many instances with those of the same 
dimensions, but should be checked if complete interchangeability is essential.The specifications and dimensions of products in this catalog are subject 
to change without prior notice.

Identifi cation number

Mass (Ref.) Dimensions of 
assembly

mm

Dimensions of slide unit 
mm

Dimensions of track rail
mm

Appended mounting 
bolt for track rail

Basic dynamic
load rating

Basic static
load rating

Static moment rating

In
te

rc
ha

ng
ea

b
le

MX series
LRX series

（No C-Lube）
Slide unit

kg
Track rail

kg/m H H1 N W2 W3 W4 L1 L2 L3 L4 d1 M1 H2 H3 H5 W H4 d3 d4 h E F Bolt size×R
C

N

C0

N

T0

N・m

TX

N・m

TY

N・m

LRXC 12 0.058 0.92 19 3 14 40 32 4 37 14.8 40 3.4 M4 6 3 － 12 12 3.5 6 4.5 20 40 M3×12 3 900 6 090 46.3 16.3
170

16.3
170 ○ －

MXC 15 LRXC 15 0.13 1.65 24 4 16 47 19 4.5 52 － 24 55 4.4 M5 7 3.5 3 15 16.5 4.5 8 6 30 60 M4×16 7 730 12 000 113 50.6
457

50.6
457 ○ ○

MXC 20 LRXC 20 0.29 2.73 30 5 21.5 63 26.5 5 66 － 31.6 74 － M6 10 4 3.5 20 21 6 9.5 8.5 30 60 M5×20 16 100 26 400 341 150
1 260

150
1 260 ○ ○

MXC 35
1.13 6.88 48 6.5 33 100 41 9 92 － 46.6

12.7
8.5 M10 13 13 7 34 32 9 14 12 40 80 M8×35 39 500 60 000 1 300 506

3 950
506

3 950

○ ○

LRXC 35 12.5 ○ －

MXC 45 LRXC 45 2.11 10.8 60 8 37.5 120 50 10 114 － 59 17.5 10.5 M12 15 16 11 45 38 14 20 17 52.5 105 M12×40 64 100 95 600 2 660 1 010
7 800

1 010
7 800 ○ ○

MXC 25 LRXC 25 0.44 3.59 36 6 23.5 70 28.5 6.5 74 － 36 83 7 M8 10 5 5 23 24.5 7 11 9 30 60 M6×25 21 600 33 800 500 213
1 810

213
1 810 ○ ○

MXC 30 LRXC 30 0.78 5.01 42 6.5 31 90 36 9 85 － 42.4 95 8.5 M10 10 6.5 5.5 28 28 9 14 12 40 80 M8×28 29 200 44 600 808 329
2 740

329
2 740 ○ ○

MXC 35
1.13 6.88 48 6.5 33 100 41 9 92 － 46.6

12.7
8.5 M10 13 13 7 34 32 9 14 12 40 80 M8×35 39 500 60 000 1 300 506

3 950
506

3 950

○ ○

LRXC 35 12.5 ○ －

MXC 55 LRXC 55 3.49 14.1 70 9 43.5 140 58 12 136 － 72 20 12.5 M14 17 16 14 53 43 16 23 20 60 120 M14×45 99 700 149 000 4 830 1 880
14 400

1 880
14 400 ○ ○

MXC 65
7.18 22.6 90 12 53.5 170 71 14

180
－ 95

26.3
14.5 M16 23 18 18.5 63 56 18 26 22 75 150 M16×60 174 000 249 000 9 790

4 200
32 000

4 200
32 000 ○ ○

LRXC 65 181 26.6 4 200
32 200

4 200
32 200 ○ －
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Other
manufacturers

T0

TX

TY

M1 L1

L2
d4

d3 F

h 

H
4

W2

WN

H
 

W3

W2

WN

H
 

W3 W3

SRG...V, R

THK： 2 C0+ 300L P
❷

SRG25R
❶ ❺ ❸ ❻ ❹

THK

R1821

Unit of RR：R1821 2 2 3
❶ ❶ ❺ ❻

Rexroth

INA
RA...AN

NSK：RA25
❶

NSKNSK

2 P5AN0300 C
❷❶❸ ❻❹

Z1
❺

-

MXD...
LRXD..._, SL

IKO：LRXD25 C2 R300 SL T1 P S1
❶

❶

❷

❷

❸

❸

❶ ❹

❹

❺

❺

❻

❻

❼

❼Model code Number of units Length of rail Material code Preload Accuracy Interchangeable
code 

MR...C
Schneeberger

SB：MR15 -- -300 X- 30/30 G1 - V1
❶ ❸ ❽ ❻ ❺

C2
❷

Although all data in this catalog has been carefully compiled to make the information as complete as possible, NIPPON THOMPSON CO.,LTD. Shall 
not be liable for any damages whatsoever, direct or indirect, based upon any information in this catalog. NIPPON THOMPSON CO., LTD. makes no 
warranty, either express or implied, including the implied warranty of merchantability or fitness for a particular purpose. 

The data in this catalog is based on the most important dimensions of the listed products, namely, bore diameter, outside diameter and width. This 
does not mean that the listed products are interchangeable in all respects. They are interchangeable in many instances with those of the same 
dimensions, but should be checked if complete interchangeability is essential.The specifications and dimensions of products in this catalog are subject 
to change without prior notice.

Identifi cation number

Mass (Ref.) Dimensions of 
assembly

mm

Dimensions of slide unit
mm

Dimensions of track rail
mm

Appended mounting 
bolt for track rail

Basic dynamic
load rating

Basic static
load rating

Static moment rating

In
te

rc
ha

ng
ea

b
le

Remark

MX series
LRX series

（No C-Lube）
Slide unit

kg
Track rail

kg/m H H1 N W2 W3 W4 L1 L2 L3 L4 M1×depth H3 W H4 d3 d4 h E F Bolt size×R
C

N

C0

N

T0

N・m

TX

N・m

TY

N・m

－ LRXD 10…SL 0.028 0.48 13 1.5 5 20 13 3.5 35 12 20.8 － M2.6×3 3 10 8 3.5 6 3.5 12.5 25 M3×10 3 200 5 880 37.9 20.9
142

20.9
142 － － －

－ LRXD 12 0.072

0.92 20 3 7.5 27 15 6 47 15 25.3 50 M4×4.5 4 12 12 3.5 6 4.5 20 40 M3×12 5 890 10 400 78.7 45.2
343

45.2
343

○ － －

－ LRXD 12…SL 0.097 ○ － －

MXD 15 LRXD 15

0.19 1.65 28 4 9.5 34 13 4 68 26 40 71 M4×8 7.5 15 16.5 4.5 8 6 30 60 M4×16 11 500 20 000 188 136
942

136
942

○ ○ MHD15

－ LRXD 15…SL ○ － －

MXD 20 LRXD 20

0.38 2.73 34 5 12 44 16 6 86 36 51.6 94 M5×8 8 20 21 6 9.5 8.5 30 60 M5×20 23 400 42 700 550 379
2 520

379
2 520

○ ○ －

－ LRXD 20…SL ○ － －

MXD 25 LRXD 25

0.55 3.59 40 6 12.5 48 17.5 6.5 98 35 60 107 M6×12 9 23 24.5 7 11 9 30 60 M6×25 32 100 56 300 833 573
3 800

573
3 800

○ ○ MHD25

－ LRXD 25…SL ○ － －
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M1W2

T0

TX

TY

L1

L2
d4

d3 F

h 

H
4

WN

H
 

W3 W3

SRG...R

THK： C02 + 300L P
❷

SRG30R
❶ ❺ ❸ ❻ ❹

THK

R1821

Unit of RR：R1821 3 2 3
❶ ❶ ❺ ❻

Rexroth

INA
RA...AN

NSK：RA30
❶

NSKNSK

2 P5AN0300 C
❷❶❸ ❻❹

Z1
❺

-

MXD...
LRXD..._, SL

IKO：LRXD30 C2 R300 SL T1 P S1
❶

❶

❷

❷

❸

❸

❶ ❹

❹

❺

❺

❻

❻

❼

❼Model code Number of units Length of rail Material code Preload Accuracy Interchangeable
code 

MR...C
Schneeberger

SB：MR30 -- -800 X- 40/40 G1 - V1
❶ ❸ ❽ ❻ ❺

C2
❷

Although all data in this catalog has been carefully compiled to make the information as complete as possible, NIPPON THOMPSON CO.,LTD. Shall 
not be liable for any damages whatsoever, direct or indirect, based upon any information in this catalog. NIPPON THOMPSON CO., LTD. makes no 
warranty, either express or implied, including the implied warranty of merchantability or fitness for a particular purpose. 

The data in this catalog is based on the most important dimensions of the listed products, namely, bore diameter, outside diameter and width. This 
does not mean that the listed products are interchangeable in all respects. They are interchangeable in many instances with those of the same 
dimensions, but should be checked if complete interchangeability is essential.The specifications and dimensions of products in this catalog are subject 
to change without prior notice.

Identifi cation number

Mass (Ref.) Dimensions of 
assembly

mm

Dimensions of slide unit
mm

Dimensions of track rail
mm

Appended mounting 
bolt for track rail

Basic dynamic
load rating

Basic static
load rating

Static moment rating

In
te

rc
ha

ng
ea

b
le

MX series
LRX series

（No C-Lube）
Slide unit

kg
Track rail

kg/m H H1 N W1 W2 W3 W4 L1 L2 L3 L4 L5 M1×depth H3 W H4 d3 d4 h E F Bolt size×R
C

N

C0

N

T0

N・m

TX

N・m

TY

N・m

MXD 30 LRXD 30

0.92 5.01 45 6.5 16 － 60 20 10 113 40 70.4

123

－ M8×12 9.5 28 28 9 14 12 40 80 M8×28 43 400 74 400 1 350 883
5 780

883
5 780

○ ○

LRXD 30…SL － ○ －

MXD 35

1.52 6.88 55 6.5 18 78 70 25 10 124 50 78.6 －

12.7

M8×16 20 34 32 9 14 12 40 80 M8×35 58 700 100 000 2 170 1 360
8 470

1 360
8 470

○ ○

LRXD 35 12.5 ○ －

MXD 45 LRXD 45 3.13 10.8 70 8 20.5 96 86 30 13 154 60 99 － 17.5 M10×20 26 45 38 14 20 17 52.5 105 M12×40 95 400 159 000 4 430 2 700
16 800

2 700
16 800 ○ ○

MXD 55 LRXD 55 4.97 14.1 80 9 23.5 110 100 37.5 12.5 184 75 120 － 20 M12×25 26 53 43 16 23 20 60 120 M14×45 148 000 248 000 8 040 5 040
31 100

5 040
31 100 ○ ○

MXD 65

8.70 22.6 90 12 31.5 135 126 38 25

244

70 159 －

26.3

M16×25 18 63 56 18 26 22 75 150 M16×60 260 000 415 000 16 300

11 300
69 000

11 300
69 000 ○ ○

LRXD 65 245 26.6 11 300
69 300

11 300
69 300 ○ －
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Other
manufacturers

T0

TX

TY

M1 L1

L2
d4

d3 F

h 

H
4

W2

WN

H
 

W3

W2

WN

H
 

W3 W3

SRG...LR

THK： 2 C0+ 800L P
❷

SRG25LR
❶ ❺ ❸ ❻ ❹

THK

R1824

Unit of RR：R1824 2 2 3
❶ ❶ ❺ ❻

Rexroth

INA
RA...BN

NSK：RA25
❶

NSKNSK

2 P5BN0800 C
❷❶❸ ❻❹

Z1
❺

-

MXDG..., MXDL...
LRXDG..._, SL

IKO：LRXDG25 C2 R800 SL T1 P S1
❶

❶

❷

❷

❸

❸

❶ ❹

❹

❺

❺

❻

❻

❼

❼Model code Number of units Length of rail Material code Preload Accuracy Interchangeable
code 

MR...D
Schneeberger

SB：MR25 -- -300 X- 30/30 G1 - V1
❶ ❸ ❽ ❻ ❺

D2
❷

Although all data in this catalog has been carefully compiled to make the information as complete as possible, NIPPON THOMPSON CO.,LTD. Shall 
not be liable for any damages whatsoever, direct or indirect, based upon any information in this catalog. NIPPON THOMPSON CO., LTD. makes no 
warranty, either express or implied, including the implied warranty of merchantability or fitness for a particular purpose. 

The data in this catalog is based on the most important dimensions of the listed products, namely, bore diameter, outside diameter and width. This 
does not mean that the listed products are interchangeable in all respects. They are interchangeable in many instances with those of the same 
dimensions, but should be checked if complete interchangeability is essential.The specifications and dimensions of products in this catalog are subject 
to change without prior notice.

Identifi cation number

Mass (Ref.) Dimensions of 
assembly

mm

Dimensions of slide unit
mm

Dimensions of track rail
mm

Appended mounting 
bolt for track rail

Basic dynamic
load rating

Basic static
load rating

Static moment rating

In
te

rc
ha

ng
ea

b
le

MX series
LRX series

（No C-Lube）
Slide unit

kg
Track rail

kg/m H H1 N W2 W3 W4 L1 L2 L3 L4 M1×depth H3 W H4 d3 d4 h E F Bolt size×R
C

N

C0

N

T0

N・m

TX

N・m

TY

N・m

LRXDG 12

0.097 0.92 20 3 7.5 27 15 6 58 15 35.8 61 M4×4.5 4 12 12 3.5 6 4.5 20 40 M3×12 7 710 14 600 111 88.6
581

88.6
581

○ －

－ LRXDG 12…SL ○ －

MXDG 15 LRXDG 15

0.26 1.65 28 4 9.5 34 13 4 84 26 56 87 M4×8 7.5 15 16.5 4.5 8 6 30 60 M4×16 14 900 28 000 263 262
1 590

262
1 590

○ ○

－ LRXDG 15…SL ○ －

MXDG 20 LRXDG 20

0.52 2.73 34 5 12 44 16 6 106 50 71.6 114 M5×8 8 20 21 6 9.5 8.5 30 60 M5×20 30 100 58 900 760 713
4 200

713
4 200

○ ○

－ LRXDG 20…SL ○ －

MXDG 25 LRXDG 25

0.68 3.59 40 6 12.5 48 17.5 6.5 113 50 75 122 M6×12 9 23 24.5 7 11 9 30 60 M6×25 38 200 70 300 1 040 885
5 380

885
5 380

○ ○

－ LRXDG 25…SL ○ －

Identifi cation number

Mass (Ref.) Dimensions of 
assembly

mm

Dimensions of slide unit
mm

Dimensions of track rail
mm

Appended mounting 
bolt for track rail

Basic dynamic
load rating

Basic static
load rating

Static moment rating

In
te

rc
ha

ng
ea

b
le

MX series
LRX series

（No C-Lube）
Slide unit

kg
Track rail

kg/m H H1 N W1 W2 W3 W4 L1 L2 L3 L5 M1×depth H3 W H4 d3 d4 h E F Bolt size×R
C

N

C0

N

T0

N・m

TX

N・m

TY

N・m

MXDL 20 － 0.67 2.73 34 5 12 － 44 16 6 128 70 94.1 137 M5×8 8 20 21 6 9.5 8.5 30 60 M5×20 37 200 77 200 996 1 210
6 560

1 210
6 560 － ○

MXDL 25 － 0.88 3.59 40 6 12.5 － 48 17.5 6.5 137 70 99 146 M6×12 9 23 24.5 7 11 9 30 60 M6×25 47 400 92 800 1 370 1 530
8 480

1 530
8 480 － ○

MXDL 30 － 1.52 5.01 45 6.5 16 － 60 20 10 162 80 119.4 172 M8×12 9.5 28 28 9 14 12 40 80 M8×28 65 600 126 000 2 290 2 500
13 600

2 500
13 600 － ○

MXDL 35 － 2.55 6.88 55 6.5 18 78 70 25 10 184 100 138.6 12.7 M8×16 20 34 32 9 14 12 40 80 M8×35 90 800 175 000 3 800 4 060
21 300

4 060
21 300 － ○

MXDL 45 － 5.36 10.8 70 8 20.5 96 86 30 13 234 120 179 17.5 M10×20 26 45 38 14 20 17 52.5 105 M12×40 151 000 287 000 7 980 8 560
44 400

8 560
44 400 － ○
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Other
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M1W2

T0

TX

TY

L1

L2
d4

d3 F

h 

H
4

WN

H
 

W3 W3

SRG...LR, LV

THK： 2 C0+ 800L P
❷

SRG30LR
❶ ❺ ❸ ❻ ❹

THK

MR...D
Schneeberger

R1824

Unit of RR：R1824 3 2 3
❶ ❶ ❺ ❻

Rexroth

INA
RA...BN

NSK：RA30
❶

NSKNSK

2 P5BN0800 C
❷❶❸ ❻❹

Z1
❺

-

MXDG...
LRXDG..._, SL

IKO：LRXDG30 C2 R800 SL T1 P S1
❶

❶

❷

❷

❸

❸

❶ ❹

❹

❺

❺

❻

❻

❼

❼Model code Number of units Length of rail Material code Preload Accuracy Interchangeable
code 

SB：MR30 -- -800 X- 40/40 G1 - V1
❶ ❸ ❽ ❻ ❺

D2
❷

Although all data in this catalog has been carefully compiled to make the information as complete as possible, NIPPON THOMPSON CO.,LTD. Shall 
not be liable for any damages whatsoever, direct or indirect, based upon any information in this catalog. NIPPON THOMPSON CO., LTD. makes no 
warranty, either express or implied, including the implied warranty of merchantability or fitness for a particular purpose. 

The data in this catalog is based on the most important dimensions of the listed products, namely, bore diameter, outside diameter and width. This 
does not mean that the listed products are interchangeable in all respects. They are interchangeable in many instances with those of the same 
dimensions, but should be checked if complete interchangeability is essential.The specifications and dimensions of products in this catalog are subject 
to change without prior notice.

Identifi cation number

Mass (Ref.) Dimensions of 
assembly

mm

Dimensions of slide unit
mm

Dimensions of track rail
mm

Appended mounting 
bolt for track rail

Basic dynamic
load rating

Basic static
load rating

Static moment rating

In
te

rc
ha

ng
ea

b
le

MX series
LRX series

（No C-Lube）
Slide unit

kg
Track rail

kg/m H H1 N W1 W2 W3 W4 L1 L2 L3 L4 L5 M1×depth H3 W H4 d3 d4 h E F Bolt size×R
C

N

C0

N

T0

N・m

TX

N・m

TY

N・m

MXDG 30 LRXDG 30

1.18 5.01 45 6.5 16 － 60 20 10 134 60 91.4 144 － M8×12 9.5 28 28 9 14 12 40 80 M8×28 53 200 96 700 1 750 1 470
8 740

1 470
8 740

○ ○

－ LRXDG 30…SL ○ －

MXDG 35

2.02 6.88 55 6.5 18 78 70 25 10 152 72 106.6 －

12.7

M8×16 20 34 32 9 14 12 40 80 M8×35 74 200 135 000 2 930 2 440
13 800

2 440
13 800

○ ○

LRXDG 35 12.5 ○ －

MXDG 45 LRXDG 45 4.29 10.8 70 8 20.5 96 86 30 13 194 80 139 － 17.5 M10×20 26 45 38 14 20 17 52.5 105 M12×40 124 000 223 000 6 200 5 220
29 000

5 220
29 000 ○ ○

MXDG 55 LRXDG 55 7.06 14.1 80 9 23.5 110 100 37.5 12.5 238 95 174 － 20 M12×25 26 53 43 16 23 20 60 120 M14×45 198 000 359 000 11 700 10 400
57 000

10 400
57 000 ○ ○

MXDG 65

12.1 22.6 90 12 31.5 135 126 38 25

308

120 223 －

26.3

M16×25 18 63 56 18 26 22 75 150 M16×60 337 000 581 000 22 800 21 800
120 000

21 800
120 000

○ ○

LRXDG 65 309 26.6 ○ －
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Identifi cation number

Mass (Ref.) Dimensions of 
assembly

mm

Dimensions of slide unit
mm

Dimensions of track rail
mm

Appended mounting 
bolt for track rail

Basic dynamic
load rating

Basic static
load rating

Static moment rating

In
te

rc
ha

ng
ea

b
le

MX series
LRX series

（No C-Lube）
Slide unit

kg
Track rail

kg/m H H1 N W1 W2 W3 W4 L1 L2 L3 L5 M1×depth H3 W H4 d3 d4 h E F Bolt size×R
C

N

C0

N

T0

N・m

TX

N・m

TY

N・m

LRXDC 12

0.045 0.92 20 3 7.5 － 27 15 6 37 － 14.8 40 M4×4.5 4 12 12 3.5 6 4.5 20 40 M3×12 3 900 6 090 46.3 16.3
170

16.3
170

○ －

－ LRXDC 12…SL ○ －

MXDC 15 LRXDC 15

0.13 1.65 28 4 9.5 － 34 13 4 52 － 24 55 M4×8 7.5 15 16.5 4.5 8 6 30 60 M4×16 7 730 12 000 113 50.6
457

50.6
457

○ ○

－ LRXDC 15…SL ○ －

MXDC 20 LRXDC 20

0.25 2.73 34 5 12 － 44 16 6 66 － 31.6 74 M5×8 8 20 21 6 9.5 8.5 30 60 M5×20 16 100 26 400 341 150
1 260

150
1 260

○ ○

－ LRXDC 20…SL ○ －

MXDC 25 LRXDC 25

0.36 3.59 40 6 12.5 － 48 17.5 6.5 74 － 36 83 M6×12 9 23 24.5 7 11 9 30 60 M6×25 21 600 33 800 500 213
1 810

213
1 810

○ ○

－ LRXDC 25…SL ○ －

MXDC 30 LRXDC 30

0.60 5.01 45 6.5 16 － 60 20 10 85 － 42.4 95 M8×12 9.5 28 28 9 14 12 40 80 M8×28 29 200 44 600 808 329
2 740

329
2 740

○ ○

－ LRXDC 30…SL ○ －

MXDC 35

0.97 6.88 55 6.5 18 － 70 25 10 92 － 46.6

12.7

M8×16 20 34 32 9 14 12 40 80 M8×35 39 500 60 000 1 300 506
3 950

506
3 950

○ ○

LRXDC 35 12.5 ○ －

MXDC 45 LRXDC 45 2.01 10.8 70 8 20.5 96 86 30 13 114 － 59 17.5 M10×20 26 45 38 14 20 17 52.5 105 M12×40 64 100 95 600 2 660 1 010
7 800

1 010
7 800 ○ ○

MXDC 55 LRXDC 55 3.17 14.1 80 9 23.5 110 100 37.5 12.5 136 － 72 20 M12×25 26 53 43 16 23 20 60 120 M14×45 99 700 149 000 4 830 1 880
14 400

1 880
14 400 ○ ○

MXDC 65

5.52 22.6 90 12 31.5 135 126 38 25

180
－ 95

26.3

M16×25 18 63 56 18 26 22 75 150 M16×60 174 000 249 000 9 790

4 200
32 000

4 200
32 000 ○ ○

LRXDC 65 181 26.6 4 200
32 200

4 200
32 200 ○ －

Innovation Know-how Originality
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Other
manufacturers

THK

SchneebergerRexroth

INANSKNSK

MXDC...
LRXDC..._, SL

LRXDC30 C2 R800 SL T1 P S1
❶

❶

❷

❷

❸

❸

❶ ❹

❹

❺

❺

❻

❻

❼

❼Model code Number of units Length of rail Material code Preload Accuracy Interchangeable
code 

IKO：

M1 L1

L2
d4

d3 F

h 

H
4

W2

WN

H
 

W3

W2

WN

H
 

W3 W3 T0

TX

TY

Although all data in this catalog has been carefully compiled to make the information as complete as possible, NIPPON THOMPSON CO.,LTD. Shall 
not be liable for any damages whatsoever, direct or indirect, based upon any information in this catalog. NIPPON THOMPSON CO., LTD. makes no 
warranty, either express or implied, including the implied warranty of merchantability or fitness for a particular purpose. 

The data in this catalog is based on the most important dimensions of the listed products, namely, bore diameter, outside diameter and width. This 
does not mean that the listed products are interchangeable in all respects. They are interchangeable in many instances with those of the same 
dimensions, but should be checked if complete interchangeability is essential.The specifications and dimensions of products in this catalog are subject 
to change without prior notice.
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1N=0.102kgf=0.2248lbs.
1mm=0.03937inch

Identifi cation number

Mass (Ref.) Dimensions of 
assembly

mm

Dimensions of slide unit
mm

Dimensions of track rail
mm

Appended mounting 
bolt for track rail

Basic dynamic
load rating

Basic static
load rating

Static moment rating

In
te

rc
ha

ng
ea

b
le

Remark

MX series
LRX series

（No C-Lube）
Slide unit

kg
Track rail

kg/m H H1 N W2 W3 W4 L1 L2 L3 L4 M1×depth H3 W H4 d3 d4 h E F Bolt size×R
C

N

C0

N

T0

N・m

TX

N・m

TY

N・m

MXS 15 LRXS 15 0.15 1.65 24 4 9.5 34 13 4 68 26 40 71 M4×5.5 3.5 15 16.5 4.5 8 6 30 60 M4×16 11 500 20 000 188 136
942

136
942 ○ ○ MHS15

MXS 20 LRXS 20 0.31 2.73 30 5 12 44 16 6 86 36 51.6 94 M5×6.5 4 20 21 6 9.5 8.5 30 60 M5×20 23 400 42 700 550 379
2 520

379
2 520 ○ ○ MHS20

MXS 25 LRXS 25 0.47 3.59 36 6 12.5 48 17.5 6.5 98 35 60 107 M6×9 5 23 24.5 7 11 9 30 60 M6×25 32 100 56 300 833 573
3 800

573
3 800 ○ ○ MHS25

MXS 30 LRXS 30 0.83 5.01 42 6.5 16 60 20 10 113 40 70.4 123 M8×11 6.5 28 28 9 14 12 40 80 M8×28 43 400 74 400 1 350 883
5 780

883
5 780 ○ ○ MHS30

Innovation Know-how Originality

141

Innovation Know-how Originality

142

Other
manufacturers

SRG...V

THK： 2SRG20V C0+ 300L P
❷❶ ❺ ❸ ❻ ❹

THK

SchneebergerRexroth

INA
RA...AL, AN

NSK：RA25
❶

NSKNSK

2 P5AL0300 C
❷❶❸ ❻❹

Z1
❺

-

MXS...
LRXS...

IKO：LRXS25 C2 R300 T1 P S1
❶

❶

❷

❷

❸

❸

❶ ❹

❹

❺

❺

❻

❻

❼

❼Model code Number of units Length of rail Material code Preload Accuracy Interchangeable
code 

M1W2

T0

TX

TY

L1

L2
d4

d3 F

h 

H
4

WN

H
 

W3 W3

Although all data in this catalog has been carefully compiled to make the information as complete as possible, NIPPON THOMPSON CO.,LTD. Shall 
not be liable for any damages whatsoever, direct or indirect, based upon any information in this catalog. NIPPON THOMPSON CO., LTD. makes no 
warranty, either express or implied, including the implied warranty of merchantability or fitness for a particular purpose. 

The data in this catalog is based on the most important dimensions of the listed products, namely, bore diameter, outside diameter and width. This 
does not mean that the listed products are interchangeable in all respects. They are interchangeable in many instances with those of the same 
dimensions, but should be checked if complete interchangeability is essential.The specifications and dimensions of products in this catalog are subject 
to change without prior notice.
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1N=0.102kgf=0.2248lbs.
1mm=0.03937inch

Identifi cation number

Mass (Ref.) Dimensions of 
assembly

mm

Dimensions of slide unit
mm

Dimensions of track rail
mm

Appended mounting 
bolt for track rail

Basic dynamic
load rating

Basic static
load rating

Static moment rating

In
te

rc
ha

ng
ea

b
le

MX series
LRX series

（No C-Lube）
Slide unit

kg
Track rail

kg/m H H1 N W2 W3 W4 L1 L2 L3 L4 M1×depth H3 W H4 d3 d4 h E F Bolt size×R
C

N

C0

N

T0

N・m

TX

N・m

TY

N・m

MXSG 15 LRXSG 15 0.21 1.65 24 4 9.5 34 13 4 84 26 56 87 M4× 5.5 3.5 15 16.5 4.5 8 6 30 60 M4×16 14 900 28 000 263 262
1 590

262
1 590 ○ ○

MXSG 20 LRXSG 20 0.42 2.73 30 5 12 44 16 6 106 50 71.6 114 M5× 6.5 4 20 21 6 9.5 8.5 30 60 M5×20 30 100 58 900 760 713
4 200

713
4 200 ○ ○

MXSG 25 LRXSG 25 0.57 3.59 36 6 12.5 48 17.5 6.5 113 50 75 122 M6× 9 5 23 24.5 7 11 9 30 60 M6×25 38 200 70 300 1 040 885
5 380

885
5 380 ○ ○

MXSG 30 LRXSG 30 1.05 5.01 42 6.5 16 60 20 10 134 60 91.4 144 M8×11 6.5 28 28 9 14 12 40 80 M8×28 53 200 96 700 1 750 1 470
8 740

1 470
8 740 ○ ○

Innovation Know-how Originality

143

Innovation Know-how Originality

144

Other
manufacturers

THK

SchneebergerRexroth

INANSKNSK
IKO：LRXSG20 C2 R800 T1 P S1

❶

❶

❷

❷

❸

❸

❶ ❹

❹

❺

❺

❻

❻

❼

❼Model code Number of units Length of rail Material code Preload Accuracy Interchangeable
code 

RA...BN, BL

NSK：RA20
❶

2 P5BN0800 C
❷❶❸ ❻❹

Z1
❺

-

SRG...LV

THK： 2SRG20LV C0+ 800L P
❷❶ ❺ ❸ ❻ ❹

MXSG...
LRXSG...

M1W2

T0

TX

TY

L1

L2
d4

d3 F

h 

H
4

WN

H
 

W3 W3

Although all data in this catalog has been carefully compiled to make the information as complete as possible, NIPPON THOMPSON CO.,LTD. Shall 
not be liable for any damages whatsoever, direct or indirect, based upon any information in this catalog. NIPPON THOMPSON CO., LTD. makes no 
warranty, either express or implied, including the implied warranty of merchantability or fitness for a particular purpose. 

The data in this catalog is based on the most important dimensions of the listed products, namely, bore diameter, outside diameter and width. This 
does not mean that the listed products are interchangeable in all respects. They are interchangeable in many instances with those of the same 
dimensions, but should be checked if complete interchangeability is essential.The specifications and dimensions of products in this catalog are subject 
to change without prior notice.
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1N=0.102kgf=0.2248lbs.
1mm=0.03937inch

Innovation Know-how Originality

145

Innovation Know-how Originality

146

Other
manufacturers

M1W2

T0

TX

TY

L1

L2
d4

d3 F

h 

H
4

WN

H
 

W3 W3

THK

SchneebergerRexroth

INANSKNSK

MXSC...
LRXSC...

IKO：LRXSC20 C2 R800 T1 P S1
❶

❶

❷

❷

❸

❸

❶ ❹

❹

❺

❺

❻

❻

❼

❼Model code Number of units Length of rail Material code Preload Accuracy Interchangeable
code 

Although all data in this catalog has been carefully compiled to make the information as complete as possible, NIPPON THOMPSON CO.,LTD. Shall 
not be liable for any damages whatsoever, direct or indirect, based upon any information in this catalog. NIPPON THOMPSON CO., LTD. makes no 
warranty, either express or implied, including the implied warranty of merchantability or fitness for a particular purpose. 

The data in this catalog is based on the most important dimensions of the listed products, namely, bore diameter, outside diameter and width. This 
does not mean that the listed products are interchangeable in all respects. They are interchangeable in many instances with those of the same 
dimensions, but should be checked if complete interchangeability is essential.The specifications and dimensions of products in this catalog are subject 
to change without prior notice.

Identifi cation number

Mass (Ref.) Dimensions of 
assembly

mm

Dimensions of slide unit
mm

Dimensions of track rail
mm

Appended mounting 
bolt for track rail

Basic dynamic
load rating

Basic static
load rating

Static moment rating

In
te

rc
ha

ng
ea

b
le

MX series
LRX series

（No C-Lube）
Slide unit

kg
Track rail

kg/m H H1 N W2 W3 W4 L1 L2 L3 L4 M1×depth H3 W H4 d3 d4 h E F Bolt size×R
C

N

C0

N

T0

N・m

TX

N・m

TY

N・m

MXSC 15 LRXSC 15 0.099 1.65 24 4 9.5 34 13 4 52 － 24 55 M4×5.5 3.5 15 16.5 4.5 8 6 30 60 M4×16 7 730 12 000 113 50.6
457

50.6
457 ○ ○

MXSC 20 LRXSC 20 0.21 2.73 30 5 12 44 16 6 66 － 31.6 74 M5×6.5 4 20 21 6 9.5 8.5 30 60 M5×20 16 100 26 400 341 150
1 260

150
1 260 ○ ○

MXSC 25 LRXSC 25 0.30 3.59 36 6 12.5 48 17.5 6.5 74 － 36 83 M6×9 5 23 24.5 7 11 9 30 60 M6×25 21 600 33 800 500 213
1 810

213
1 810 ○ ○

MXSC 30 LRXSC 30 0.54 5.01 42 6.5 16 60 20 10 85 － 42.4 95 M8×11 6.5 28 28 9 14 12 40 80 M8×28 29 200 44 600 808 329
2 740

329
2 740 ○ ○
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1N=0.102kgf=0.2248lbs.
1mm=0.03937inch

Identifi cation number
Mass (Ref.) Dimensions of 

assembly
mm

Dimensions of slide unit 
mm　　　

Dimensions of track rail
mm

Appended mounting 
bolt for track rail

Basic dynamic
load rating

Basic static
load rating

Static moment rating

In
te

rc
ha

ng
ea

b
le

MX series
LRX series

（No C-Lube）
Slide unit

kg
Track rail

kg/m H H1 N W2 W3 W4 L1 L2 L3 L4 L5 L6 d1 M1

Maximum
� xing 
thread
depth

H2 H3 W H4 d3 d4 h E F Bolt size×R
C

N

C0

N

T0

N・m

TX

N・m

TY

N・m

MXN 35 － 1.55 6.88 44 6.5 33 100 41 9 124 62 78.6 － 12.7 52 8.5 M10 11 13 11 34 32 9 14 12 40 80 M8×35 58 700 100 000 2 170 1 360
8 470

1 360
8 470 ○ ○

MXN 45 － 2.58 10.8 52 8 37.5 120 50 10 154 80 99 － 17.5 60 10.5 M12 13 15 13.5 45 38 14 20 17 52.5 105 M12×40 95 400 159 000 4 430 2 700
16 800

2 700
16 800 ○ ○

MXN 55 － 4.61 14.1 63 9 43.5 140 58 12 184 95 120 － 20 70 12.5 M14 19 17 16 53 43 16 23 20 60 120 M14×45 148 000 248 000 8 040 5 040
31 100

5 040
31 100 ○ ○

Identifi cation number
Mass (Ref.) Dimensions of 

assembly
mm

Dimensions of slide unit 
mm　　　

Dimensions of track rail
mm

Appended mounting 
bolt for track rail

Basic dynamic
load rating

Basic static
load rating

Static moment rating

In
te

rc
ha

ng
ea

b
le

MX series
LRX series

（No C-Lube）
Slide unit

kg
Track rail

kg/m H H1 N W2 W3 W4 L1 L2 L3 L4 L5 L6 d1 M1

Maximum
� xing 
thread
depth

H2 H3 W H4 d3 d4 h E F Bolt size×R
C

N

C0

N

T0

N・m

TX

N・m

TY

N・m

MXNG 35 － 2.13 6.88 44 6.5 33 100 41 9 152 62 106.6 － 12.7 52 8.5 M10 11 13 11 34 32 9 14 12 40 80 M8×35 74 200 135 000 2 930 2 440
13 800

2 440
13 800 ○ ○

MXNG 45 － 3.73 10.8 52 8 37.5 120 50 10 194 80 139 － 17.5 60 10.5 M12 13 15 13.5 45 38 14 20 17 52.5 105 M12×40 124 000 223 000 6 200 5 220
29 000

5 220
29 000 ○ ○

MXNG 55 － 6.94 14.1 63 9 43.5 140 58 12 238 95 174 － 20 70 12.5 M14 19 17 16 53 43 16 23 20 60 120 M14×45 198 000 359 000 11 700 10 400
57 000

10 400
57 000 ○ ○

Innovation Know-how Originality

147

Innovation Know-how Originality

148

Other
manufacturers

SRN...C
SRN...LC

THK

SchneebergerRexroth

INARB...EM
RB...GM

NSKNSK

MXN...
MXNG...

IKO：MXN35 C2 R800 T1 P S1
❶

❶

❷

❷

❸

❸

❶ ❹

❹

❺

❺

❻

❻

❼

❼Model code Number of units Length of rail Material code Preload Accuracy Interchangeable
code NSK：RB35

❶
2 P5EM0800 C
❷❶❸ ❻❹

Z1
❺

-

THK： 2SRN35C C0+ 800L P
❷❶ ❺ ❸ ❻ ❹

d1(M1)W2

T0 

TX 

TY 

L1

L2
d4

d3 F

h 

H
4

WN

H
 

W3 W3

Although all data in this catalog has been carefully compiled to make the information as complete as possible, NIPPON THOMPSON CO.,LTD. Shall 
not be liable for any damages whatsoever, direct or indirect, based upon any information in this catalog. NIPPON THOMPSON CO., LTD. makes no 
warranty, either express or implied, including the implied warranty of merchantability or fitness for a particular purpose. 

The data in this catalog is based on the most important dimensions of the listed products, namely, bore diameter, outside diameter and width. This 
does not mean that the listed products are interchangeable in all respects. They are interchangeable in many instances with those of the same 
dimensions, but should be checked if complete interchangeability is essential.The specifications and dimensions of products in this catalog are subject 
to change without prior notice.
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1N=0.102kgf=0.2248lbs.
1mm=0.03937inch

Identifi cation number
Mass (Ref.) Dimensions of 

assembly
mm

Dimensions of slide unit
mm

Dimensions of track rail
mm

Appended mounting 
bolt for track rail

Basic dynamic
load rating

Basic static
load rating

Static moment rating

In
te

rc
ha

ng
ea

b
le

MX series
LRX series

（No C-Lube）
Slide unit

kg
Track rail

kg/m H H1 N W1 W2 W3 W4 L1 L2 L3 L4 L5 M1×depth

Maximum
� xing 
thread
depth

H3 W H4 d3 d4 h E F Bolt size×R
C

N

C0

N

T0

N・m

TX

N・m

TY

N・m

MXNS 35 － 1.08 6.88 44 6.5 18 78 70 25 10 124 50 78.6 － 12.7 M8×9 11 11 34 32 9 14 12 40 80 M8×35 58 700 100 000 2 170 1 360
8 470

1 360
8 470 ○ ○

MXNS 45 － 1.84 10.8 52 8 20.5 94 86 30 13 154 60 99 － 17.5 M10×11　 13 13.5 45 38 14 20 17 52.5 105 M12×40 95 400 159 000 4 430 2 700
16 800

2 700
16 800 ○ ○

MXNS 55 － 3.31 14.1 63 9 23.5 110 100 37.5 12.5 184 75 120 － 20 M12×15 19 16 53 43 16 23 20 60 120 M14×45 148 000 248 000 8 040 5 040
31 100

5 040
31 100 ○ ○

Identifi cation number
Mass (Ref.) Dimensions of 

assembly
mm

Dimensions of slide unit
mm

Dimensions of track rail
mm

Appended mounting 
bolt for track rail

Basic dynamic
load rating

Basic static
load rating

Static moment rating

In
te

rc
ha

ng
ea

b
le

MX series
LRX series

（No C-Lube）
Slide unit

kg
Track rail

kg/m H H1 N W1 W2 W3 W4 L1 L2 L3 L4 L5 M1×depth

Maximum
� xing 
thread
depth

H3 W H4 d3 d4 h E F Bolt size×R
C

N

C0

N

T0

N・m

TX

N・m

TY

N・m

MXNSG 35 － 1.42 6.88 44 6.5 18 78 70 25 10 152 72 106.6 － 12.7 M8×9 11 11 34 32 9 14 12 40 80 M8×35 74 200 135 000 2 930 2 440
13 800

2 440
13 800 ○ ○

MXNSG 45 － 2.58 10.8 52 8 20.5 94 86 30 13 194 80 139 － 17.5 M10×11 13 13.5 45 38 14 20 17 52.5 105 M12×40 124 000 223 000 6 200 5 220
29 000

5 220
29 000 ○ ○

MXNSG 55 － 4.83 14.1 63 9 23.5 110 100 37.5 12.5 238 95 174 － 20 M12×15 19 16 53 43 16 23 20 60 120 M14×45 198 000 359 000 11 700 10 400
57 000

10 400
57 000 ○ ○

Innovation Know-how Originality

149

Innovation Know-how Originality

150

Other
manufacturers

M1W2

T0 

TX 

TY 

L1

L2
d4

d3 F

h 

H
4

WN

H
 

W3 W3

SRN...R
SRN...LR

THK

SchneebergerRexroth

INARB...AL, TL
RB...BL, UL

NSKNSK

MXNS...
MXNSG...

IKO：MXNS35 C2 R800 T1 P S1
❶

❶

❷

❷

❸

❸

❶ ❹

❹

❺

❺

❻

❻

❼

❼Model code Number of units Length of rail Material code Preload Accuracy Interchangeable
code NSK：RB35

❶
2 P5AL0800 C
❷❶❸ ❻❹

Z1
❺

-

THK： 2SRN35R C0+ 800L P
❷❶ ❺ ❸ ❻ ❹

Although all data in this catalog has been carefully compiled to make the information as complete as possible, NIPPON THOMPSON CO.,LTD. Shall 
not be liable for any damages whatsoever, direct or indirect, based upon any information in this catalog. NIPPON THOMPSON CO., LTD. makes no 
warranty, either express or implied, including the implied warranty of merchantability or fitness for a particular purpose. 

The data in this catalog is based on the most important dimensions of the listed products, namely, bore diameter, outside diameter and width. This 
does not mean that the listed products are interchangeable in all respects. They are interchangeable in many instances with those of the same 
dimensions, but should be checked if complete interchangeability is essential.The specifications and dimensions of products in this catalog are subject 
to change without prior notice.
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1N=0.102kgf=0.2248lbs.
1mm=0.03937inch

Innovation Know-how Originality

151

Innovation Know-how Originality

152

Other
manufacturers

THK

Schneeberger
R1824

Unit of RR：R1824 5 2 3
❶ ❶ ❺ ❻

Rexroth

INANSKNSK

MXDG...
LRXDG...

IKO：LRXDG55 C2 R800 T1SL P S1
❶

❶

❷

❷

❸

❸

❶ ❹

❹

❺

❺

❻

❻

❼

❼Model code Number of units Length of rail Material code Preload Accuracy Interchangeable
code 

M1W2

T0

TX

TY

L1

L2
d4

d3 F

h 

H
4

WN

H
 

W3 W3

Although all data in this catalog has been carefully compiled to make the information as complete as possible, NIPPON THOMPSON CO.,LTD. Shall 
not be liable for any damages whatsoever, direct or indirect, based upon any information in this catalog. NIPPON THOMPSON CO., LTD. makes no 
warranty, either express or implied, including the implied warranty of merchantability or fitness for a particular purpose. 

The data in this catalog is based on the most important dimensions of the listed products, namely, bore diameter, outside diameter and width. This 
does not mean that the listed products are interchangeable in all respects. They are interchangeable in many instances with those of the same 
dimensions, but should be checked if complete interchangeability is essential.The specifications and dimensions of products in this catalog are subject 
to change without prior notice.

Identifi cation number

Mass (Ref.) Dimensions of 
assembly

mm

Dimensions of slide unit
mm

Dimensions of track rail
mm

Appended mounting 
bolt for track rail

Basic dynamic
load rating

Basic static
load rating

Static moment rating

In
te

rc
ha

ng
ea

b
le

MX series
LRX series

（No C-Lube）
Slide unit

kg
Track rail

kg/m H H1 N W1 W2 W3 W4 L1 L2 L3 L5 M1×depth H3 W H4 d3 d4 h E F Bolt size×R
C

N

C0

N

T0

N・m

TX

N・m

TY

N・m

MXDG 55 LRXDG 55 7.06 14.1 80 9 23.5 110 100 37.5 12.5 238 95 174 20 M12×25 26 53 43 16 23 20 60 120 M14×45 198 000 359 000 11 700 10 400
57 000

10 400
57 000 ○ ○
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1N=0.102kgf=0.2248lbs.
1mm=0.03937inch

Identifi cation number

Mass (Ref.) Dimensions of 
assembly

mm

Dimensions of slide unit
mm

Dimensions of track rail
mm

Appended mounting 
bolt for track rail

Basic dynamic
load rating

Basic static
load rating

Static moment rating

In
te

rc
ha

ng
ea

b
le

MX series
LRX series

（No C-Lube）
Slide unit

kg
Track rail

kg/m H H1 N W1 W2 W3 W4 L1 L2 L3 L4 L5 M1×depth H3 W H4 d3 d4 h E F Bolt size×R
C

N

C0

N

T0

N・m

TX

N・m

TY

N・m

MXDG 65

12.1 22.6 90 12 31.5 135 126 38 25

308

120 223

26.3

M16×25 M8×12 18 63 56 18 26 22 75 150 M16×60 337 000 581 000 22 800 21 800
120 000

21 800
120 000

○ ○

LRXDG65 309 26.6 ○ －

Innovation Know-how Originality

153

Innovation Know-how Originality

154

Other
manufacturers

THK

Schneeberger
R1824

Unit of RR：R1824 6 2 3
❶ ❶ ❺ ❻

Rexroth

INANSKNSK

MXDG...
LRXDG...

IKO：LRXDG65 C2 R800 T1SL P S1
❶

❶

❷

❷

❸

❸

❶ ❹

❹

❺

❺

❻

❻

❼

❼Model code Number of units Length of rail Material code Preload Accuracy Interchangeable
code 

M1W2

T0

TX

TY

L1

L2
d4

d3 F

h 

H
4

WN

H
 

W3 W3

Although all data in this catalog has been carefully compiled to make the information as complete as possible, NIPPON THOMPSON CO.,LTD. Shall 
not be liable for any damages whatsoever, direct or indirect, based upon any information in this catalog. NIPPON THOMPSON CO., LTD. makes no 
warranty, either express or implied, including the implied warranty of merchantability or fitness for a particular purpose. 

The data in this catalog is based on the most important dimensions of the listed products, namely, bore diameter, outside diameter and width. This 
does not mean that the listed products are interchangeable in all respects. They are interchangeable in many instances with those of the same 
dimensions, but should be checked if complete interchangeability is essential.The specifications and dimensions of products in this catalog are subject 
to change without prior notice.
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1N=0.102kgf=0.2248lbs.
1mm=0.03937inch

Innovation Know-how Originality
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Innovation Know-how Originality

156

Other
manufacturers

d1(M1)W2

T0

TX

TY

L1

L2
d4

d3 F

h 

H
4

WN

H
 

W3 W3Rexroth

INANSKNSK

MX...
LRX...

IKO：LRX35 C2 R300 T1 P S1
❶ ❷ ❸ ❶ ❹ ❺ ❻ ❼

GE/
❽

HP
❽

❶Model code ❷ Number of units ❸ Length of rail ❹ Material code ❺ Preload ❻ Accuracy ❼ Interchangeable
code ❽ Supplemental

code INA： W2 V1- /-- 300G2
❷

RUE35E
❶ ❺ ❸❻

THK

Schneeberger

RUE...E

Although all data in this catalog has been carefully compiled to make the information as complete as possible, NIPPON THOMPSON CO.,LTD. Shall 
not be liable for any damages whatsoever, direct or indirect, based upon any information in this catalog. NIPPON THOMPSON CO., LTD. makes no 
warranty, either express or implied, including the implied warranty of merchantability or fitness for a particular purpose. 

The data in this catalog is based on the most important dimensions of the listed products, namely, bore diameter, outside diameter and width. This 
does not mean that the listed products are interchangeable in all respects. They are interchangeable in many instances with those of the same 
dimensions, but should be checked if complete interchangeability is essential.The specifications and dimensions of products in this catalog are subject 
to change without prior notice.

Identifi cation number

Mass (Ref.) Dimensions of 
assembly

mm

Dimensions of slide unit 
mm 

Dimensions of track rail
mm

Appended 
mounting bolt 
for track rail

Basic dynamic
load rating

Basic static
load rating

Static moment rating

In
te

rc
ha

ng
ea

b
le

MX series
LRX series

（No C-Lube）
Slide unit

kg
Track rail

kg/m H H1 N W2 W3 W4 L1 L2 L3 L5 d1 M1 H2 H3 H5 H6 W H4 d3 d4 h E F Bolt size×R
C

N

C0

N

T0

N・m

TX

N・m

TY

N・m

MX 35

1.76 6.88 48 6.5 33 100 41 9 124 62 78.6

12.7

8.5 M10 13 13 7 － 34 32 9 14 12 40 80 M8×35 58 700 100 000 2 170 1 360
8 470

1 360
8 470

○ ○

LRX 35 12.5 ○ －

MX 45 LRX 45 3.26 10.8 60 8 37.5 120 50 10 154 80 99 17.5 10.5 M12 15 16 11 － 45 38 14 20 17 52.5 105 M12×40 95 400 159 000 4 430 2 700
16 800

2 700
16 800 ○ ○

MX 55 LRX 55 5.42 14.1 70 9 43.5 140 58 12 184 95 120 20 12.5 M14 17 16 14 － 53 43 16 23 20 60 120 M14×45 148 000 248 000 8 040 5 040
31 100

5 040
31 100 ○ ○

MX 65

11.5 22.6 90 12 53.5 170 71 14

244

110 159

26.3

14.5 M16 23 18 18.5 － 63 56 18 26 22 75 150 M16×60 260 000 415 000 16 300

11 300
69 000

11 300
69 000 ○ ○

LRX 65 245 26.6 11 300
69 300

11 300
69 300 ○ －

－ LRX 85 25.4 36.7 110 16 65 215 92.5 15 323 140 232 27.5 17.8 M20 35 22 25.5 20 85 67 26.5 39 30 90 180 M24×70 440 000 753 000 38 900 29 500
163 000

29 500
163 000 － －
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Other
manufacturers

d1(M1)W2

T0

TX 

TY

L1

L2
d4

d3 F

h 

H
4

WN

H
 

W3

W2

WN

H
 

W3 W3

THK

SchneebergerRexroth

INANSKNSK

MXG...
LRXG...

IKO： LRXG25 C2 R300 T1 P S1
❶ ❷ ❸ ❶ ❹ ❺ ❻ ❼

GE/
❽

HP
❽

❶Model code ❷ Number of units ❸ Length of rail ❹ Material code ❺ Preload ❻ Accuracy ❼ Interchangeable
code ❽ Supplemental

code INA： W2 V1- /-- 300G2
❷

RUE25D（L）FE
❶ ❺ ❸❻

RUE...D（L）FE

Although all data in this catalog has been carefully compiled to make the information as complete as possible, NIPPON THOMPSON CO.,LTD. Shall 
not be liable for any damages whatsoever, direct or indirect, based upon any information in this catalog. NIPPON THOMPSON CO., LTD. makes no 
warranty, either express or implied, including the implied warranty of merchantability or fitness for a particular purpose. 

The data in this catalog is based on the most important dimensions of the listed products, namely, bore diameter, outside diameter and width. This 
does not mean that the listed products are interchangeable in all respects. They are interchangeable in many instances with those of the same 
dimensions, but should be checked if complete interchangeability is essential.The specifications and dimensions of products in this catalog are subject 
to change without prior notice.

Identifi cation number

Mass (Ref.) Dimensions of 
assembly

mm

Dimensions of slide unit 
mm　　

Dimensions of track rail
mm

Appended 
mounting bolt 
for track rail

Basic dynamic
load rating

Basic static
load rating

Static moment rating

In
te

rc
ha

ng
ea

b
le

MX series
LRX series

（No C-Lube）
Slide unit

kg
Track rail

kg/m H H1 N W2 W3 W4 L1 L2 L3 L4 d1 M1 H2 H3 H3 H5 W H4 d3 d4 h E F Bolt size×R
C

N

C0

N

T0

N・m

TX

N・m

TY

N・m

MXG 12 － 0.13 0.92 19 3 14 40 32 4 61 15 36.6 64 3.4 M4 6 3 3 － 12 12 3.5 6 4.5 20 40 M3×12 8 120 15 000 114 92.7
628

92.7
628 ○ ○

MXG 15 LRXG 15 0.28 1.65 24 4 16 47 19 4.5 84 30 56 87 4.4 M5 7 3.5 3.5 3 15 16.5 4.5 8 6 30 60 M4×16 14 900 28 000 263 262
1 590

262
1 590 ○ ○

MXG 20 LRXG 20 0.61 2.73 30 5 21.5 63 26.5 5 106 40 71.6 114 － M6 10 4 4 3.5 20 21 6 9.5 8.5 30 60 M5×20 30 100 58 900 760 713
4 200

713
4 200 ○ ○

MXG 25 LRXG 25 0.84 3.59 36 6 23.5 70 28.5 6.5 113 45 75 122 7 M8 10 5 5 5 23 24.5 7 11 9 30 60 M6×25 38 200 70 300 1 040 885
5 380

885
5 380 ○ ○

MXG 30 LRXG 30 1.58 5.01 42 6.5 31 90 36 9 134 52 91.4 144 8.5 M10 10 6.5 6.5 5.5 28 28 9 14 12 40 80 M8×28 53 200 96 700 1 750 1 470
8 740

1 470
8 740 ○ ○

Identifi cation number

Mass (Ref.) Dimensions of 
assembly

mm

Dimensions of slide unit 
mm　　

Dimensions of track rail
mm

Appended 
mounting bolt 
for track rail

Basic dynamic
load rating

Basic static
load rating

Static moment rating

In
te

rc
ha

ng
ea

b
le

MX series
LRX series

（No C-Lube）
Slide unit

kg
Track rail

kg/m H H1 N W2 W3 W4 L1 L2 L3 L4 L5 d1 M1 H2 H3 H5 W H4 d3 d4 h E F Bolt size×R
C

N

C0

N

T0

N・m

TX

N・m

TY

N・m

MXL 20 － 0.80 2.73 30 5 21.5 63 26.5 5 128 70 94.1 137

－

－ M6 10 4 3.5 20 21 6 9.5 8.5 30 60 M5×20 23 400 42 700 550 379
2 520

379
2 520 － ○

MXL 25 － 1.08 3.59 36 6 23.5 70 28.5 6.5 137 70 99 146 7 M8 10 5 5 23 24.5 7 11 9 30 60 M6×25 47 400 92 800 1 370 1 530
8 480

1 530
8 480 － ○

MXL 30 － 2.03 5.01 42 6.5 31 90 36 9 162 80 119.4 172 8.5 M10 10 6.5 5.5 28 28 9 14 12 40 80 M8×28 65 600 126 000 2 290 2 500
13 600

2 500
13 600 － ○

MXL 35 － 3.00 6.88 48 6.5 33 100 41 9 184 100 138.6

－

12.7 8.5 M10 13 13 7 34 32 9 14 12 40 80 M8×35 90 800 175 000 3 800 4 060
21 300

4 060
21 300 － ○

MXL 45 － 5.66 10.8 60 8 37.5 120 50 10 234 120 179 17.5 10.5 M12 15 16 11 45 38 14 20 17 52.5 105 M12×40 151 000 287 000 7 980 8 560
44 400

8 560
44 400 － ○
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Other
manufacturers

d1(M1)W2

T0

TX

TY

L1

L2
d4

d3 F

h 

H
4

WN

H
 

W3 W3

THK

SchneebergerRexroth

INANSKNSK

MXG...
LRXG...

IKO：LRXG45 C2 R800 T1 P S1
❶ ❷ ❸ ❶ ❹ ❺ ❻ ❼

INA： W2 V1- /-- 800G2
❷

RUE45E（KT）L
❶ ❺ ❸❻

GE/
❽

HP
❽

❶Model code ❷ Number of units ❸ Length of rail ❹ Material code ❺ Preload ❻ Accuracy ❼ Interchangeable
code ❽ Supplemental

code 

RUE...E
RUE...E（KT）L

Although all data in this catalog has been carefully compiled to make the information as complete as possible, NIPPON THOMPSON CO.,LTD. Shall 
not be liable for any damages whatsoever, direct or indirect, based upon any information in this catalog. NIPPON THOMPSON CO., LTD. makes no 
warranty, either express or implied, including the implied warranty of merchantability or fitness for a particular purpose. 

The data in this catalog is based on the most important dimensions of the listed products, namely, bore diameter, outside diameter and width. This 
does not mean that the listed products are interchangeable in all respects. They are interchangeable in many instances with those of the same 
dimensions, but should be checked if complete interchangeability is essential.The specifications and dimensions of products in this catalog are subject 
to change without prior notice.

Identifi cation number

Mass (Ref.) Dimensions of 
assembly

mm

Dimensions of slide unit 
mm 

Dimensions of track rail
mm

Appended 
mounting bolt 
for track rail

Basic dynamic
load rating

Basic static
load rating

Static moment rating

In
te

rc
ha

ng
ea

b
le

MX series
LRX series

（No C-Lube）
Slide unit

kg
Track rail

kg/m H H1 N W2 W3 W4 L1 L2 L3 L5 d1 M1 H2 H3 H5 W H4 d3 d4 h E F Bolt size×R
C

N

C0

N

T0

N・m

TX

N・m

TY

N・m

MXG 35

2.41 6.88 48 6.5 33 100 41 9 152 － 106.6

12.7

8.5 M10 13 13 7 34 32 9 14 12 40 80 M8×35 74 200 135 000 2 930 2 440
13 800

2 440
13 800

○ ○

LRXG 35 12.5 ○ －

MXG 45 LRXG 45 4.60 10.8 60 8 37.5 120 50 10 194 80 139 17.5 10.5 M12 15 16 11 45 38 14 20 17 52.5 105 M12×40 124 000 223 000 6 200 5 220
29 000

5 220
29 000 ○ ○

MXG 55 LRXG 55 7.93 14.1 70 9 43.5 140 58 12 238 95 174 20 12.5 M14 17 16 14 53 43 16 23 20 60 120 M14×45 198 000 359 000 11 700 10 400
57 000

10 400
57 000 ○ ○

MXG 65

16.0 22.6 90 12 53.5 170 71 14

308

110 223

26.3

14.5 M16 23 18 18.5 63 56 18 26 22 75 150 M16×60 337 000 581 000 22 800 21 800
120 000

21 800
120 000

○ ○

LRXG 65 309 26.6 ○ －
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Other
manufacturers
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M1 L1
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d3 F

h 

H
4

W2
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H
 

W3
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WN

H
 

W3 W3

THK

Rexroth

INANSKNSK

MXD...
LRXD..._, SL

IKO：LRXD25 C2 R300 T1 P S1
❶ ❷ ❸ ❶ ❹ ❺ ❻ ❼

Schneeberger

HP/
❽

❶Model code ❷ Number of units ❸ Length of rail ❹ Material code ❺ Preload ❻ Accuracy ❼ Interchangeable
code ❽ Supplemental

code INA： W2 V1- /-- 300G2
❷

RUE25DHFE
❶ ❺ ❸❻

RUE...DHFE
RUE...DHOE

Although all data in this catalog has been carefully compiled to make the information as complete as possible, NIPPON THOMPSON CO.,LTD. Shall 
not be liable for any damages whatsoever, direct or indirect, based upon any information in this catalog. NIPPON THOMPSON CO., LTD. makes no 
warranty, either express or implied, including the implied warranty of merchantability or fitness for a particular purpose. 

The data in this catalog is based on the most important dimensions of the listed products, namely, bore diameter, outside diameter and width. This 
does not mean that the listed products are interchangeable in all respects. They are interchangeable in many instances with those of the same 
dimensions, but should be checked if complete interchangeability is essential.The specifications and dimensions of products in this catalog are subject 
to change without prior notice.

Identifi cation number

Mass (Ref.) Dimensions of 
assembly

mm

Dimensions of slide unit
mm

Dimensions of track rail
mm

Appended mounting 
bolt for track rail

Basic dynamic
load rating

Basic static
load rating

Static moment rating

In
te

rc
ha

ng
ea

b
le

Remark

MX series
LRX series

（No C-Lube）
Slide unit

kg
Track rail

kg/m H H1 N W2 W3 W4 L1 L2 L3 L4 M1×depth H3 W H4 d3 d4 h E F Bolt size×R
C

N

C0

N

T0

N・m

TX

N・m

TY

N・m

－ LRXD 10…SL 0.028 0.48 13 1.5 5 20 13 3.5 35 12 20.8 － M2.6×3 3 10 8 3.5 6 3.5 12.5 25 M3×10 3 200 5 880 37.9 20.9
142

20.9
142 － － －

－ LRXD 12 0.072

0.92 20 3 7.5 27 15 6 47 15 25.3 50 M4×4.5 4 12 12 3.5 6 4.5 20 40 M3×12 5 890 10 400 78.7 45.2
343

45.2
343

○ － －

－ LRXD 12…SL 0.097 ○ － －

MXD 15 LRXD 15

0.19 1.65 28 4 9.5 34 13 4 68 26 40 71 M4×8 7.5 15 16.5 4.5 8 6 30 60 M4×16 11 500 20 000 188 136
942

136
942

○ ○ MHD15

－ LRXD 15…SL ○ － －

MXD 20 LRXD 20

0.38 2.73 34 5 12 44 16 6 86 36 51.6 94 M5×8 8 20 21 6 9.5 8.5 30 60 M5×20 23 400 42 700 550 379
2 520

379
2 520

○ ○ －

－ LRXD 20…SL ○ － －

MXD 25 LRXD 25

0.55 3.59 40 6 12.5 48 17.5 6.5 98 35 60 107 M6×12 9 23 24.5 7 11 9 30 60 M6×25 32 100 56 300 833 573
3 800

573
3 800

○ ○ MHD25

－ LRXD 25…SL ○ － －
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Other
manufacturers

M1W2

T0

TX

TY

L1

L2
d4

d3 F

h 

H
4

WN

H
 

W3 W3

THK

Rexroth

INANSKNSK

MXD...
LRXD..._, SL

IKO：LRXD35 C2 R300 T1 P S1
❶ ❷ ❸ ❶ ❹ ❺ ❻ ❼

Schneeberger

INA： W2 V1- /-- 300G2
❷

RUE35EH
❶ ❺ ❸❻

HP/
❽

❶Model code ❷ Number of units ❸ Length of rail ❹ Material code ❺ Preload ❻ Accuracy ❼ Interchangeable
code ❽ Supplemental

code 

RUE...EH

Although all data in this catalog has been carefully compiled to make the information as complete as possible, NIPPON THOMPSON CO.,LTD. Shall 
not be liable for any damages whatsoever, direct or indirect, based upon any information in this catalog. NIPPON THOMPSON CO., LTD. makes no 
warranty, either express or implied, including the implied warranty of merchantability or fitness for a particular purpose. 

The data in this catalog is based on the most important dimensions of the listed products, namely, bore diameter, outside diameter and width. This 
does not mean that the listed products are interchangeable in all respects. They are interchangeable in many instances with those of the same 
dimensions, but should be checked if complete interchangeability is essential.The specifications and dimensions of products in this catalog are subject 
to change without prior notice.

Identifi cation number

Mass (Ref.) Dimensions of 
assembly

mm

Dimensions of slide unit
mm

Dimensions of track rail
mm

Appended mounting 
bolt for track rail

Basic dynamic
load rating

Basic static
load rating

Static moment rating

In
te

rc
ha

ng
ea

b
le

Remark

MX series
LRX series

（No C-Lube）
Slide unit

kg
Track rail

kg/m H H1 N W1 W2 W3 W4 L1 L2 L3 L4 L5 M1×depth H3 W H4 d3 d4 h E F Bolt size×R
C

N

C0

N

T0

N・m

TX

N・m

TY

N・m

MXD 30 LRXD 30

0.92 5.01 45 6.5 16 － 60 20 10 113 40 70.4

123

－ M8×12 9.5 28 28 9 14 12 40 80 M8×28 43 400 74 400 1 350 883
5 780

883
5 780

○ ○ MHD30

－ LRXD 30…SL － ○ － －

MXD 35

1.52 6.8　8 55 6.5 18 78 70 25 10 124 50 78.6 －

12.7

M8×16 20 34 32 9 14 12 40 80 M8×35 58 700 100 000 2 170 1 360
8 470

1 360
8 470

○ ○ MHD35

LRXD 35 12.5 ○ － －

MXD 45 LRXD 45 3.13 10.8 70 8 20.5 96 86 30 13 154 60 99 － 17.5 M10×20 26 45 38 14 20 17 52.5 105 M12×40 95 400 159 000 4 430 2 700
16 800

2 700
16 800 ○ ○ MHD45

MXD 55 LRXD 55 4.97 14.1 80 9 23.5 110 100 37.5 12.5 184 75 120 － 20 M12×25 26 53 43 16 23 20 60 120 M14×45 148 000 248 000 8 040 5 040
31 100

5 040
31 100 ○ ○ －

MXD 65

8.70 22.6 90 12 31.5 135 126 38 25

244

70 159 －

26.3

M16×25 18 63 56 18 26 22 75 150 M16×60 260 000 415 000 16 300

11 300
69 000

11 300
69 000 ○ ○ －

LRXD 65 245 26.6 11 300
69 300

11 300
69 300 ○ － －
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Other
manufacturers
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W3 W3

THK

Rexroth

INANSKNSK

MXDG..., MXDL...
LRXDG..._, SL

IKO：LRXDG25 C2 R800 T1 P S1
❶ ❷ ❸ ❶ ❹ ❺ ❻ ❼

Schneeberger

HP/
❽

❶Model code ❷ Number of units ❸ Length of rail ❹ Material code ❺ Preload ❻ Accuracy ❼ Interchangeable
code ❽ Supplemental

code INA： W2 V1- /-- 800G2
❷

RUE25DHLFE
❶ ❺ ❸❻

RUE...DHLFE
RUE...DHLOE

Although all data in this catalog has been carefully compiled to make the information as complete as possible, NIPPON THOMPSON CO.,LTD. Shall 
not be liable for any damages whatsoever, direct or indirect, based upon any information in this catalog. NIPPON THOMPSON CO., LTD. makes no 
warranty, either express or implied, including the implied warranty of merchantability or fitness for a particular purpose. 

The data in this catalog is based on the most important dimensions of the listed products, namely, bore diameter, outside diameter and width. This 
does not mean that the listed products are interchangeable in all respects. They are interchangeable in many instances with those of the same 
dimensions, but should be checked if complete interchangeability is essential.The specifications and dimensions of products in this catalog are subject 
to change without prior notice.

Identifi cation number

Mass (Ref.) Dimensions of 
assembly

mm

Dimensions of slide unit
mm

Dimensions of track rail
mm

Appended mounting 
bolt for track rail

Basic dynamic
load rating

Basic static
load rating

Static moment rating

In
te

rc
ha

ng
ea

b
le

MX series
LRX series

（No C-Lube）
Slide unit

kg
Track rail

kg/m H H1 N W2 W3 W4 L1 L2 L3 L4 M1×depth H3 W H4 d3 d4 h E F Bolt size×R
C

N

C0

N

T0

N・m

TX

N・m

TY

N・m

－ LRXDG 12

0.097 0.92 20 3 7.5 27 15 6 58 15 35.8 61 M4×4.5 4 12 12 3.5 6 4.5 20 40 M3×12 7 710 14 600 111 88.6
581

88.6
581

○ －

－ LRXDG 12…SL ○ －

MXDG 15 LRXDG 15

0.26 1.65 28 4 9.5 34 13 4 84 26 56 87 M4×8 7.5 15 16.5 4.5 8 6 30 60 M4×16 14 900 28 000 263 262
1 590

262
1 590

○ ○

－ LRXDG 15…SL ○ －

MXDG 20 LRXDG 20

0.52 2.73 34 5 12 44 16 6 106 50 71.6 114 M5×8 8 20 21 6 9.5 8.5 30 60 M5×20 30 100 58 900 760 713
4 200

713
4 200

○ ○

－ LRXDG 20…SL ○ －

MXDG 25 LRXDG 25

0.68 3.59 40 6 12.5 48 17.5 6.5 113 50 75 122 M6×12 9 23 24.5 7 11 9 30 60 M6×25 38 200 70 300 1 040 885
5 380

885
5 380

○ ○

－ LRXDG 25…SL ○ －

Identifi cation number

Mass (Ref.) Dimensions of 
assembly

mm

Dimensions of slide unit
mm

Dimensions of track rail
mm

Appended mounting 
bolt for track rail

Basic dynamic
load rating

Basic static
load rating

Static moment rating

In
te

rc
ha

ng
ea

b
le

MX series
LRX series

（No C-Lube）
Slide unit

kg
Track rail

kg/m H H1 N W1 W2 W3 W4 L1 L2 L3 L5 M1×depth H3 W H4 d3 d4 h E F Bolt size×R
C

N

C0

N

T0

N・m

TX

N・m

TY

N・m

MXDL 20 － 0.67 2.73 34 5 12 － 44 16 6 128 70 94.1 137 M5×8 8 20 21 6 9.5 8.5 30 60 M5×20 37 200 77 200 996 1 210
6 560

1 210
6 560 － ○

MXDL 25 － 0.88 3.59 40 6 12.5 － 48 17.5 6.5 137 70 99 146 M6×12 9 23 24.5 7 11 9 30 60 M6×25 47 400 92 800 1 370 1 530
8 480

1 530
8 480

－ ○

MXDL 30 － 1.52 5.01 45 6.5 16 － 60 20 10 162 80 119.4 172 M8×12 9.5 28 28 9 14 12 40 80 M8×28 65 600 126 000 2 290 2 500
13 600

2 500
13 600

－ ○

MXDL 35 － 2.55 6.88 55 6.5 18 78 70 25 10 184 100 138.6 12.7 M8×16 20 34 32 9 14 12 40 80 M8×35 90 800 175 000 3 800 4 060
21 300

4 060
21 300 － ○

MXDL 45 － 5.36 10.8 70 8 20.5 96 86 30 13 234 120 179 17.5 M10×20 26 45 38 14 20 17 52.5 105 M12×40 151 000 287 000 7 980 8 560
44 400

8 560
44 400 － ○
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Other
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M1W2
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TX
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W3 W3

THK

SchneebergerRexroth

INANSKNSK

MXDG...
LRXDG..._, SL

IKO：LRXDG35 C2 R800 T1 P S1
❶ ❷ ❸ ❶ ❹ ❺ ❻ ❼

HP/
❽

❶Model code ❷ Number of units ❸ Length of rail ❹ Material code ❺ Preload ❻ Accuracy ❼ Interchangeable
code ❽ Supplemental

code INA： W2 V1- /-- 800G2
❷

RUE35E（KT）HL
❶ ❺ ❸❻

RUE...EHL
RUE...E（KT）HL

Although all data in this catalog has been carefully compiled to make the information as complete as possible, NIPPON THOMPSON CO.,LTD. Shall 
not be liable for any damages whatsoever, direct or indirect, based upon any information in this catalog. NIPPON THOMPSON CO., LTD. makes no 
warranty, either express or implied, including the implied warranty of merchantability or fitness for a particular purpose. 

The data in this catalog is based on the most important dimensions of the listed products, namely, bore diameter, outside diameter and width. This 
does not mean that the listed products are interchangeable in all respects. They are interchangeable in many instances with those of the same 
dimensions, but should be checked if complete interchangeability is essential.The specifications and dimensions of products in this catalog are subject 
to change without prior notice.

Identifi cation number

Mass (Ref.) Dimensions of 
assembly

mm

Dimensions of slide unit
mm

Dimensions of track rail
mm

Appended mounting 
bolt for track rail

Basic dynamic
load rating

Basic static
load rating

Static moment rating

In
te

rc
ha

ng
ea

b
le

MX series
LRX series

（No C-Lube）
Slide unit

kg
Track rail

kg/m H H1 N W1 W2 W3 W4 L1 L2 L3 L4 L5 M1×depth H3 W H4 d3 d4 h E F Bolt size×R
C

N

C0

N

T0

N・m

TX

N・m

TY

N・m

MXDG 30 LRXDG 30

1.18 5.01 45 6.5 16 － 60 20 10 134 60 91.4 144 － M8×12 9.5 28 28 9 14 12 40 80 M8×28 53 200 96 700 1 750 1 470
8 740

1 470
8 740

○ ○

－ LRXDG 30…SL ○ －

MXDG 35

2.02 6.88 55 6.5 18 78 70 25 10 152 72 106.6 －

12.7

M8×16 20 34 32 9 14 12 40 80 M8×35 74 200 135 000 2 930 2 440
13 800

2 440
13 800

○ ○

LRXDG 35 12.5 ○ －

MXDG 45 LRXDG 45 4.29 10.8 70 8 20.5 96 86 30 13 194 80 139 － 17.5 M10×20 26 45 38 14 20 17 52.5 105 M12×40 124 000 223 000 6 200 5 220
29 000

5 220
29 000 ○ ○

MXDG 55 LRXDG 55 7.06 14.1 80 9 23.5 110 100 37.5 12.5 238 95 174 － 20 M12×25 26 53 43 16 23 20 60 120 M14×45 198 000 359 000 11 700 10 400
57 000

10 400
57 000 ○ ○

MXDG 65

12.1 22.6 90 12 31.5 135 126 38 25

308

120 223 －

26.3

M16×25 18 63 56 18 26 22 75 150 M16×60 337 000 581 000 22 800 21 800
120 000

21 800
120 000

○ ○

LRXDG 65 309 26.6 ○ －
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1N=0.102kgf=0.2248lbs.
1mm=0.03937inch

Innovation Know-how Originality

169

Innovation Know-how Originality

170

Other
manufacturers

THK

SchneebergerRexroth

INANSKNSK

MXDG...
LRXDG...

IKO：LRXDG55 C2 R800 T1 P S1
❶ ❷ ❸ ❶ ❹ ❺ ❻ ❼

HP/
❽

❶Model code ❷ Number of units ❸ Length of rail ❹ Material code ❺ Preload ❻ Accuracy ❼ Interchangeable
code ❽ Supplemental

code INA： W2 V1- /-- 800G2
❷

RUE55E（KT）HL
❶ ❺ ❸❻

RUE...E(KT)HL

M1W2

T0

TX

TY

L1

L2
d4

d3 F

h 

H
4

WN

H
 

W3 W3

Although all data in this catalog has been carefully compiled to make the information as complete as possible, NIPPON THOMPSON CO.,LTD. Shall 
not be liable for any damages whatsoever, direct or indirect, based upon any information in this catalog. NIPPON THOMPSON CO., LTD. makes no 
warranty, either express or implied, including the implied warranty of merchantability or fitness for a particular purpose. 

The data in this catalog is based on the most important dimensions of the listed products, namely, bore diameter, outside diameter and width. This 
does not mean that the listed products are interchangeable in all respects. They are interchangeable in many instances with those of the same 
dimensions, but should be checked if complete interchangeability is essential.The specifications and dimensions of products in this catalog are subject 
to change without prior notice.

Identifi cation number

Mass (Ref.) Dimensions of 
assembly

mm

Dimensions of slide unit
mm

Dimensions of track rail
mm

Appended mounting 
bolt for track rail

Basic dynamic
load rating

Basic static
load rating

Static moment rating

In
te

rc
ha

ng
ea

b
le

MX series
LRX series

（No C-Lube）
Slide unit

kg
Track rail

kg/m H H1 N W1 W2 W3 W4 L1 L2 L3 L5 M1×depth H3 W H4 d3 d4 h E F Bolt size×R
C

N

C0

N

T0

N・m

TX

N・m

TY

N・m

MXDG 55 LRXDG 55 7.06 14.1 80 9 23.5 110 100 37.5 12.5 238 95 174 20 M12×25 26 53 43 16 23 20 60 120 M14×45 198 000 359 000 11 700 10 400
57 000

10 400
57 000 ○ ○
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2
● Slide unit shapes for various usage

As the lineup of two flange types of slide unit shape with 
different dimensional series and three block types with 
small width are available, you can select an optimal 
product for the specifications of your machine and device.

11
Features
● Wide rail type series resistant to moment load

As track rail width is wide and distance between moment 
load points is long, this is a linear motion rolling guide 
resistant to moment load and complex load and suitable 
for serial use. 33Products made of stainless steel are highly resistant to 

corrosion, so that they are suitable for applications where 
rust prevention oil is not preferred, such as in a cleanroom 
environment.

Linear Way F

LWF
Track rail

● Stainless steels superior in corrosion resistance  
     are listed on lineup.

Features
● Wide rail type series resistant to moment load

As track rail width is wide and distance between moment 

Linear Way F

LWFLWFLWFLWFLWFLWFLWFLWFLWFLWFLWFLWFLWFLWFLWFLWFLWFLWFLWFLWFLWFLWFLWFLWFLWFLWFLWFLWFLWFLWFLWFLWFLWFLWFLWFLWFLWFLWFLWFLWFLWFLWFLWFLWFLWFLWFLWFLWFLWFLWFLWF
Track rail

● Stainless steels superior in corrosion resistance  
     are listed on lineup.

3
     are listed on lineup.

3

Slide unit

Casing

Ball

End plate

Ball retaining band

End seal

Grease nipple

171 172

Identifi cation Number and Specifi cation   

1N=0.102kgf=0.2248lbs.
1mm=0.03937inch

Example of an identifi cation number

The specification of LWF series is indicated by the identification number. Indicate the identification 
number, consisting of a model code, dimensions, a part code, a material code, a preload symbol, a 
classi� cation symbol, an interchangeable code, and a supplemental code for each speci� cation to apply.

Interchangeable specifi cation 1 2 3 4 5 6 7 8 9
Single slide unit LWFF 37 C1 T1 P S1 /Z

Single track rail （1） LWFF 37 R800 P S1 /F

Assembled set LWFF 37 C1 R800 T1 P S1 /FZ

Non-interchangeable specifi cation
Assembled set LWFF 37 C1 R800 T1 P /FZ

Model1

Size2

Number of slide units3

Length of track rail4

Material type5

Preload amount6

Accuracy class7

Interchangeable8

Special specifi cation9

Note （1） Indicate "LWFF" for the model code of the single track rail of block type LWFS mounting from top.
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1N=0.102kgf=0.2248lbs.
1mm=0.03937inch

Innovation Know-how Originality
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Innovation Know-how Originality

174

Other
manufacturers

L1

L2
d4

d3 F

h 

H
4

W2

W3

WN

H
 

d1(M1)

W5

W3
T0

TX

TY

HRW...CA
SHW...CA

THK： 1HRW17CA C1+ 220L P
❷❶ ❺ ❸ ❻ ❹

THK

SchneebergerRexroth

INA
LW...EL

NSK：LW17
❶

NSKNSK

1 P5EL0220
❷❶❸ ❻❹

Z1
❺

-

LWFF...

IKO：LWFF33 C1 R220 T1 P S1
❶

❶

❷

❷

❸

❸

❶ ❹

❹

❺

❺

❻

❻

❼

❼Model code Number of units Length of rail Material code Preload Accuracy Interchangeable
code 

Although all data in this catalog has been carefully compiled to make the information as complete as possible, NIPPON THOMPSON CO.,LTD. Shall 
not be liable for any damages whatsoever, direct or indirect, based upon any information in this catalog. NIPPON THOMPSON CO., LTD. makes no 
warranty, either express or implied, including the implied warranty of merchantability or fitness for a particular purpose. 

The data in this catalog is based on the most important dimensions of the listed products, namely, bore diameter, outside diameter and width. This 
does not mean that the listed products are interchangeable in all respects. They are interchangeable in many instances with those of the same 
dimensions, but should be checked if complete interchangeability is essential.The specifications and dimensions of products in this catalog are subject 
to change without prior notice.

Identifi cation 
number

Mass(Ref.) Dimensions of 
assembly

mm

Dimensions of slide unit
mm

Dimensions of track rail
mm

Appended 
mounting bolt 
for track rail 

mm

Basic 
dynamic load

rating 

Basic 
static load 

rating 

Static moment rating 

In
te

rc
ha

ng
ea

b
le

LWF series
（No C-Lube）

Slide 
unit
kg

Track rail

kg/m
H H1 N W2 W3 W4 L1 L2 L3 L4 d1 M1 H2 H3 H5 W H4 W5 W6 d3 d4 h E F Bolt size×R

C

N

C0

N

T0

N・m

TX

N・m

TY

N・m

LWFF 33 0.14 2.41 17 2.5 13.5 60 26.5 3.5 54 26 35.3 56 3.3 M4 6 3.2 3.7 33 10 18 7.5 4.6 8 6 20 40 M4×10 6 530 8 610 146 49.0
292

49.0
292 ○ －

LWFF 37 0.23 3.05 21 3 15.5 68 30 4 62 29 40 66 4.4 M5 8 4 4.5 37 11.5 22 7.5 4.6 8 6 25 50 M4×12 9 840 12 200 235 80.0
480

80.0
480 ○ －

LWFF 42 0.49 4.30 27 3 19 80 35 5 75 40 52.2 86 5.3 M6 10 6 7 42 14  24 9 4.6 8 6 30 60 M4×16 15 500 19 400 424 165
904

165
904 ○ －

LWFF 69 1.40 9.51 35 4 25.5 120 53.5 6.5 109 60 79.5 120 7 M8 14 8 8 69 19.5 40 14.5 7 11 9 40 80 M6×22 34 900 44 100 1 560 581
2 940

488
2 460 ○ －
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1N=0.102kgf=0.2248lbs.
1mm=0.03937inch

Innovation Know-how Originality

175

Innovation Know-how Originality

176

Other
manufacturers

L1

L2
d4

d3 F

h 

H
4

W2

W3

WN

H
 

M1

W5

W2

W3

WN

H
 

W5

W3
T0

TX

TY

HRW...CR
SHW...CR

THK： 1 C1+
❷

HRW17CR
❶ ❺

220L P
❸ ❻❹

THK

SchneebergerRexroth

INANSKNSK

LWFS... , SL

IKO：LWFS33 C1 R220 SL T1 P S1
❶

❶

❷

❷

❸

❸

❶ ❹

❹

❺

❺

❻

❻

❼

❼Model code Number of units Length of rail Material code Preload Accuracy Interchangeable
code 

M

Although all data in this catalog has been carefully compiled to make the information as complete as possible, NIPPON THOMPSON CO.,LTD. Shall 
not be liable for any damages whatsoever, direct or indirect, based upon any information in this catalog. NIPPON THOMPSON CO., LTD. makes no 
warranty, either express or implied, including the implied warranty of merchantability or fitness for a particular purpose. 

The data in this catalog is based on the most important dimensions of the listed products, namely, bore diameter, outside diameter and width. This 
does not mean that the listed products are interchangeable in all respects. They are interchangeable in many instances with those of the same 
dimensions, but should be checked if complete interchangeability is essential.The specifications and dimensions of products in this catalog are subject 
to change without prior notice.

Identifi cation 
number

Mass(Ref.) Dimensions of 
assembly

mm

Dimensions of slide unit

mm

Dimensions of track rail

mm

Appended 
mounting bolt 
for track rail 

mm

Basic 
dynamic load

rating 

Basic 
static load 

rating 

Static moment rating 

In
te

rc
ha

ng
ea

b
le

LWF series
（No C-Lube）

Slide 
unit
kg

Track rail

kg/m
H H1 N W2 W3 W4 L1 L2 L3 L4 M1×depth H3 W H4 W5 W6 d3 d4 h E F Bolt size×R

C

N

C0

N

T0

N・m

TX

N・m

TY

N・m

LWFS 33

0.13 2.41 17 2.5 8.5 50 29 10.5 54 15 35.3 56 M4×5 3.2 33 10 18 7.5 4.6 8 6 20 40 M4×10 6 530 8 610 146 49.0
292

49.0
292

○ －

LWFS 33…SL ○ －

LWFS 37

0.20 3.05 21 3 8.5 54 31 11.5 62 19 40 66 M5×6 4 37 11.5 22 7.5 4.6 8 6 25 50 M4×12 9 840 12 200 235 80.0
480

80.0
480

○ －

LWFS 37…SL ○ －

LWFS 42…SL 0.40 4.30 27 3 10 62 23 8 75 32 52.2 86 M6×6 6 42 14 24 9 4.6 8 6 30 60 M4×16 15 500 19 400 424 165
904

165
904 ○ －
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1N=0.102kgf=0.2248lbs.
1mm=0.03937inch

Innovation Know-how Originality
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Innovation Know-how Originality

178

Other
manufacturers

L1

L2
d4

d3 F

h 

H
4

W2

W3

WN

H
 

d1(M1)

W5

W3
T0

TX

TY

THK

SchneebergerRexroth

INANSKNSK

LWFH...

IKO：LWFH40 C1 R240 T1 P S1
❶

❶

❷

❷

❸

❸

❶ ❹

❹

❺

❺

❻

❻

❼

❼Model code Number of units Length of rail Material code Preload Accuracy Interchangeable
code 

Although all data in this catalog has been carefully compiled to make the information as complete as possible, NIPPON THOMPSON CO.,LTD. Shall 
not be liable for any damages whatsoever, direct or indirect, based upon any information in this catalog. NIPPON THOMPSON CO., LTD. makes no 
warranty, either express or implied, including the implied warranty of merchantability or fitness for a particular purpose. 

The data in this catalog is based on the most important dimensions of the listed products, namely, bore diameter, outside diameter and width. This 
does not mean that the listed products are interchangeable in all respects. They are interchangeable in many instances with those of the same 
dimensions, but should be checked if complete interchangeability is essential.The specifications and dimensions of products in this catalog are subject 
to change without prior notice.

Identifi cation 
number

Mass(Ref.) Dimensions of 
assembly

mm

Dimensions of slide unit

mm

Dimensions of track rail

mm

Appended 
mounting bolt 
for track rail 

mm

Basic 
dynamic load

rating 

Basic 
static load 

rating 

Static moment rating 

In
te

rc
ha

ng
ea

b
le

LWF series
（No C-Lube）

Slide
unit
kg

Track rail

kg/m
H H1 N W1 W2 W3 W4 L1 L2 L5 d1 M1×depth 1 depth 2 H2 H3 W H4 W5 W6 d3 d4 h E F Bolt size×R

C

N

C0

N

T0

N・m

TX

N・m

TY

N・m

LWFH 40 0.58 4.60 27 5 21 91 82 37 4 70 60 27.5 4.3 M5×14 8 14 6.5 40 16 24 8 4.5 7.2 6 30 60 M4×16 12 600 16 600 280 108
612

99.3
563 ○ －

LWFH 60 1.29 8.60 35 6 25 119 110 47.5 7.5 90 75 45 6.7 M8×18 11 18 6.5 60 20 40 10 7 11 9 40 80 M6×22 16 100 23 500 600 210
1 090

193
998 ○ －

LWFH 90 4.06 16.5 50 7 36 － 162 72 9 120 100 60 8.6 M10×20 20.5 26 12 90 25.5 60 15 9 14 12 40 80 M8×28 31 600 43 300 1 650 513
2 680

470
2 460 ○ －
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179 180

MV series is an extra low pro�le/extra light weight linear motion rolling guide created by original small sizing technology.
The structure by two-row of balls contacting at four-point to raceway allows, despite extremely low pro�le and light weight, the 
maximum downward load rating among the ball types and high load capacity.

Lubrication parts "C-Lube" are built in the slide unit. Lubrication oil is continuously supplied to the surface of rolling elements by 

surface tension in the contact of C-Lube surface and rolling elements. Furthermore since the lubrication oil in C-Lube is supplied by 

the amount only necessary to maintain the lubrication performance of rolling guide, the consumption is small, and because the 

grease is prepacked in the slide unit, long term maintenance free is achieved.

The slide unit incorporates the ball retaining band, which prevents the ball from dropping down when the slide unit is removed from 

the track rail. This safety structure brings you an easy installation operation to the machine or device.

Super low pro�le/super light weight achieved solely 

because of simple two-row four-point contact structure will 

contribute to compacti�cation and driving power reduction 

of machine or device.

Despite the extra low pro�le and extra light weight, it has large load capacity and high rigidity which contribute to long life and 

increase safety of machine or device.

C-Lube Maintenance Free Series

Low pro�le, light weight, high load capacity
C-Lube Linear Way MV is released!

MV 30 Structure

Low pro�le/light weight

High load capacity/high rigidity

Variation of MV

Features

Long term maintenance free

Ball retained type for easy operation

C-Lube Linear Way MV

MV (Size 20, 25, 30)

[Slide unit]

Ball retaining band

End plate

Ball

C-Lube

Casing

End seal

Grease nipple

[Track rail]

20 25 30
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MES25 MV25
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MES25 MV25 MHS25
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0
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2
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5

MV25

MV25

Shape Length of slide unit
Size

Comparison of sectional height (In case of size 25)

Comparison of mass (In case of size 25)

MES (Standard unit)

MESG (Long unit)

MHS (Standard unit)

MV

Slide unit Track rail

M
as

s 
(S

lid
e 

un
it)

   
  k

g

M
as

s 
(T

ra
ck

 r
ai

l) 
   

 k
g/

m

(In case of size 25)(In case of size 25)

Lo
ad

 r
at

in
g 

   
 N

Basic static load ratingBasic dynamic load rating

Comparison of load rating Comparison of elastic deformation

Load   N

D
is

p
la

ce
m

en
t 

   
μ 

m

Preload: T1     Load direction: downwardTest conditions

MES (Standard unit)
MESG (Long unit)
MHS (Standard unit)
MV

Standard

1N=0.102kgf=0.2248lbs.
1mm=0.03937inch
1N=0.102kgf=0.2248lbs.
1mm=0.03937inch
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181 182
1N=0.102kgf=0.2248lbs.
1mm=0.03937inch

 MV 20 C1 R1000 T1 P /FU
    

 Preload amount

 Size

20, 25, 30

 Accuracy class

 Special speci�cation

/Z

/YCG

/W

/V

/U

/N

/MA

/LF

/L

/I

/F

/E

/D

/A Number of slide units (C)

Indicates the number of slide units assembled on a track rail.

 Track rail length (R)

Indicate the length of track rail in mm.

For standard and maximum lengths, see Table 1.

 Model

MV

For details of the preload amount, 
see Table 2.

MV 20 MV 25

E

2 200 2 980

60
20

8
38

60
20

9
39

(2 980)

MV 30

220(  4)
280(  5)
340(  6)
460(  8)
640(11)
820(14)

1 000(17)
1 240(21)

220(  4)
280(  5)
340(  6)
460(  8)
640(11)
820(14)

1 000(17)
1 240(21)
1 600(27)

280(  4)
440(  6)
600(  8)
760(10)

1 000(13)
1 240(16)
1 640(21)
2 040(26)
2 520(32)
3 000(38)

3 000

80
20

9
49

N

TC 0 (1)

0 (2)

0.02C0T1

Note (1) It means the size variation between slide units mounted on the same track
 rail.

0

10

20

30

40

0 1 000 2 000 3 000

(H) (P) (SP)

±0.040
±0.050

0.015
0.020

±0.080
±0.100

0.025
0.030

±0.020
±0.025

0.007
0.010

±0.010
±0.015

0.005
0.007

(H) (P) (SP)

C C0

N Nkg kg/m

MV 20 0.18 1.66 20 19 600 25 600

mm

C C0

5 11

mm mm

42 32 73 32 20 12 60

H H1 N W2 W3 L1 L2 W H4 F

MV 25 0.36 2.37 25 31 900 42 5005 12.5 48 35 94 35 23 15 60

MV 30 0.72 3.33 30 46 300 61 8006 16 60 40 116 40 28 17 80

C

A

H

D B

N

d4

d3

hH
4

E F

L2

L3

(L1)

(L4)

L(1)

E

H
1

H

W4 W3

W2

H
3

N W

Grease nipple

Example of an Identi�cation Number Dimension

Table 1  Standard and maximum lengths of track rail Table 2  Preload amount

Table 3  Tolerance and allowance Fig. 1  Parallelism in operation

Table 4  Combination of accuracy class and preload

Speci�ed grease 
(           Low Dust-Generation Grease for Clean Environment CG2)

Scraper

A group of multiple assembled sets

Double seals

Under seal

No seal

With track rail mounting bolt

Fluorine black chrome surface treatment

Black chrome surface treatment

Inspection sheet

Caps for rail mounting holes

Speci�ed rail mounting hole positions

Opposite reference surfaces arrangement

Butt-jointing track rails

Ordinary : No symbol
High : H
Precision : P
Super precision : SP

Clearance : TC

Standard : No symbol
Light preload : T1

For details of accuracy class, see Table 3.
For applicable combinations of accuracy 
class and preload amount, see Table 4.

Identi�cation 
number

Item

Standard length L (1)

Pitch of mounting holes  F

E reference 
dimensions 

Maximum length (2)

or higher

below

Unit: mm

Item

Preload 
type

Clearance

Standard

Light 
preload

(No symbol)

Preload 
symbol

Preload 
amount

 Almost no vibrations
 Load is evenly balanced
 Light and precise motion

 Light and precise motion

 Very light motion
 To absorb slight errors

Note (1) There is clearance of about 10μm.
 (2) Indicates zero or minimal amount of preload.
Remark: C0 indicates the basic static load rating.

4-M1 x depth

Identi�cation 
number

Slide unit Track rail

Mass (Ref.) Dimensions of 
assembly

Dimensions of
slide unit

Dimensions of 
track rail

Basic dynamic 
load rating (2)

Basic static 
load rating (2)

Note (1) The track rail lengths are shown in Table 1.
 (2) Basic dynamic load rating (C) and basic static load rating (C0) are as shown in right �gure.

Remark: For each dimension and detailed speci�cation such as load rating, see Linear Motion Rolling Guide Series 

General Catalog CAT-1559E.

Class (Classi�cation 
symbol)

Item

Ordinary

(No symbol)
High Precision Super 

precision

Unit: mm

Parallelism in operation 
of the slide unit C 
surface to A surface

Parallelism in operation 
of the slide unit D 
surface to B surface

See Fig. 1

See Fig. 1

Dim. H tolerance

Dim. N tolerance

Dim. variation of H (1)

Dim. variation of N (1)

Operational conditions

P
ar

al
le

lis
m

   
 μ

m

Track rail length L    mm

Ordinary, High (H)

Precision (P)

Super precision (SP)

Classi�cation 
(Classi�cation

symbol)Preload type
(Preload symbol)

Clearance (TC)

Standard (no symbol)

Light preload (T1)

Ordinary

(No symbol)
High Precision

Super 
precision

Remark: For the details of special speci�cation, see Linear Motion Rolling Guide Series General 
Catalog CAT-1559E.

Note (1) The value in (    ) shows the number of mounting holes.
 (2) Length up to the value in (    ) can be produced. Please contact           

for details.
Remark: If not directed, E dimensions for both ends will be the same within 

the range of E reference dimensions. To change the dimensions, 
indicate the speci�ed rail mounting hole positions "/E" of special 
speci�cation.
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●Rail Guide Type
Endless Linear Motion Type

●Rail Guide Type
Limited Linear Motion Type

●Shaft Guide Type
Endless Linear Motion Type
Limited Linear Motion Type
Limited Linear Motion Type + Rolling Motion Type

●Flat Guide Type
Endless Linear Motion Type
Limited Linear Motion Type

【Models】

Rail Guide Type
Crossed Roller Way

CRW(G)(…H)
CRWU(G)

Rail Guide Type
Linear Slide Unit

BWU･BSP(G)
BSU…A

Shaft Guide Type
Linear Ball Spline

MAG･LSAG
LSB・LS

Shaft Guide Type
Linear Bushing

LMG・LM・LMS

Shaft Guide Type
Stroke Rotary Bushing

ST・STSI・BG

Flat Guide Type
Roller Way & Flat Roller Cage

RW・SR・GSN
FT･FTW…A

Cam follower
Roller follower

【Models】

CAT-1559E CAT-1555.3E
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Recognizing that conservation of the global environment is 
the top-priority challenge for the world’s population, Nippon 
Thompson will conduct its activities with consideration of the 
environment as a corporate social responsibility, reduce its 
negative impact on the environment, and help foster a rich 
global environment.
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Introduction of Technical Service Site

"            Technical Service Site" can be accessed from our home page             . The site also distributes 

various tools, etc., to select linear ways/linear roller ways, and please utilize the site for the assistance 

to select products. Additionally the site also provides CAD data and product catalog of needle series, 

linear motion rolling guide series and mechatronics series for you to download. Please consider to 

use for enhancing your design ef�ciency.

1. Technical calculations
In the section of linear way/linear roller way load and life calcula-

tion, you can have the calculated load and the rating life by 

entering the use conditions.

Also you can derive the motor torque required for operation and 

the effective propulsion force during operation in the sections of 

motor torque calculation and calculation of effective propulsion 

force of linear motor tables respectively, and output the calcula-

tion results in PDF format, as well as save the histories.

2. Selection of Identi�cation Number
By selecting such speci�cation as model code, dimensions, part code, material 

code, preload symbol, classi�cation symbol, interchangeable code and 

supplemental code of linear ways/linear roller ways, you can easily specify the 

identi�cation number used for ordering.

Also you can browse the CAD data of the selected products, calculate the load, 

and output the selection results in PDF format, as well as save the histories.

4. Downloading Catalog and Operation Manual

3. Downloading CAD data

There are two types of �gures, brief �gure and detailed �gure. The 

brief �gure shows only the external view lines, and the detailed 

�gure shows the detailed lines. The drawing consists of three 

drawings: front view, side view and plain view. The scale shows 

only the original size (1:1), and it does not show dimension lines.

2-dimensional CAD data (DXF �le)

It is linked to the mechanical parts CAD library 

"PART community". Entering the rail dimension 

and option contents to the detail, you can view 

the 2D/3D CAD data suitable for the speci�cation 

for free of charge.

3-dimensional CAD data

You can download product catalogs of needle series, linear motion rolling guide series and mechatronics 

series, operation manuals of precision positioning tables and various electrical components in PDF format, 

as well as support software for precision positioning tables. If you would like a copy of our catalog, please 

visit the  of�cial website and apply for the catalog, or contact our regional of�ce or sales of�ce nearby.

185 186

183_186.indd   185-186 2014/08/05   11:11:53



2011.07.27　再校　CAT-1553-1　諸表　IV-015-024

Statements      

187

  

1N=0.102kgf=0.2248lbs.
1mm=0.03937inch

188

SⅠ, CGS series and gravity system unit cross-reference table
Amount

Unit  
system

Length Mass Time Acceleration Force Stress and 
pressure Energy Power Temperature Viscosity Kinetic 

viscosity Flux Flux density Magnetic 
field intensity

SⅠ m kg s m/s2 N Pa J W K Pa･s m2/s Wb T A/m

CGS series cm g s Gal dyn dyn/cm2 erg erg/s ℃ P St Mx Gs Oe

Gravity 
system m kgf･s2/m s m/s2 kgf kgf/m2 kgf･m kgf･m/s ℃ kgf･s/m2 m2/s ― ― ―

Amount Unit name Code SⅠ conversion rate SⅠ unit name Code

Angle
D ° π/180

Radian radMin ′ π/10 800
Sec ″ π/648 000

Length

Meter m 1

Meter m
Micron μ 10-6

Angstrom Å 10-10

X ray unit ≈1.002 08×10-13

Nautical mile n mile 1852

Area
Square meter  m2 1

Square meter m2Are a 102

Hectare ha 104

Volume
Cubic meter m3 1

Cubic meter m3

Liter l, L 10-3

Mass
Kilogram kg 1

Kilogram kgTon t 103

Atomic mass unit u ≈1.660 57×10-27

Time

Sec s 1

Sec s
Min min 60
Hr h 3 600
Day d 86 400

Velocity
Meter per second m/s 1

Meter per second m/s
Knot kn 1 852/3 600

Frequency and vibration Number of cycle s-1 1 Hertz Hz

Number of rotations Rotation per minute rpm 1/60 Per second s-1

Angular velocity Radian per second rad/s 1 Radian per second rad/s

Acceleration
Meter per second m/s2 1

Meter per second m/s2

G G 9.806 65

Force
Weight in kg kgf 9.806 65

Newton NWeight in ton tf 9 806.65
Dyne dyn 10-5

Force moment load Weight in kg meter kgf･m 9.806 65 Newton meter N・m

Stress and 
pressure

Weight in kg per square meter kgf/m2 9.806 65
Pascal PaWeight in kg per square cm kgf/cm2 9.806 65×104

Weight in kg per square mm kgf/mm2 9.806 65×106

Amount Unit name Code SⅠ conversion rate SⅠ unit name Code

Pressure

Meter water column mH2O 9 806.65

Pascal Pa
millimeter of mercury column mmHg 101 325/760
Torr Torr 101 325/760
Air pressure atm 101 325
Bar bar 105

Energy

Erg erg 10-7

Joule J

ⅠT calorie calⅠT 4.186 8
Weight in kg meter kgf･m 9.806 65
Kilowatt per hour kW･h 3.600×106

French horse-power per hour PS･h ≈2.647 79×106

Electron volt eV ≈1.602 19×10-19

Power and 
motivity

Watt W 1
Watt WFrench horse-power PS ≈735.5

Weight in kg meter per second kgf･m/s 9.806 65

Viscosity
Poise P 10-1

Pascal second Pa･sCentipoise cP 10-3

Weight in kg second per square meter kgf･s/m2 9.806 65

Kinetic viscosity
Stokes St 10-4

Square meter per 
second m2/s

Centistokes cSt 10-6

Temperature D ℃ ＋273.15 Kelvin K

Radioactivity Curie Ci 3.7×1010 Becquerel Bq
Exposure radiation dose Roentgen R 2.58×10-4 Coulomb per kg C/kg
Absorbed dose Rad rad 10-2 Gray Gy
Dose equivalent Rem rem 10-2 Sievert Sv

Flux Maxwell Mx 10-8 Weber Wb

Flux density
Gamma γ 10-9

Tesla T
Gauss Gs 10-4

Magnetic field intensity Oersted Oe 103/4π Ampere per meter A/m

Electric charge Coulomb C 1 Coulomb C
Electric potential difference Volt V 1 Volt V

Capacitance Farad F 1 Farad F
(Electric) Resistance Ohm Ω 1 Ohm Ω
(Electric) Conductance Siemens S 1 Siemens S

Inductance Henry H 1 Henry H
Current Ampere A 1 Ampere A

SⅠ unit conversion

● Unit Conversion Rate Table
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Linear Motion Rolling Guides are manufactured through a control 

system that alleviates their impact on the global environment to meet the 

qual ity requirements of ISO 14001 in compliance with the qual ity 

requirements level of ISO 9001 for quality improvement.

The standard products listed in this catalog comply with the specifications of 

the six hazardous materials mentioned cited in the European RoHS Directive.

●

●

Gentle to The Earth
Nippon Thompson Co., Ltd. is working to develop global environment-friendly products. 

It is committed to developing products that make its customers’ machinery and 

equipment more reliable, thereby contributing to preserving the global environment. 

This development stance manifests well in the keyword “Oil Minimum.” 

Our pursuit of Oil Minimum has led to the creation of

’s proprietary family of lubricating parts as “C-Lube.”

Products Underpin Sustain
Technology Leaps
Nippon Thompson Co., Ltd. was the first Japanese manufacturer to develop 
needle bearings on its own and has since expanded into the arena of linear 
motion rolling guides (Linear Motion Series and Mechatro Series) on the 
support of its advanced expertise. The company now offers a vast assortment 
of ingenious products, including the world’s first C-Lube maintenance-free 
series, to address increasingly diversified customer needs and thus sustain 
technology leaps.

C-Lube Maintenance-Free Series Products 
Evolving from the “Oil Minimum” Concept
We have developed lubricating parts impregnated with a large amount of 
lubricant as C-Lube Series to save the customer’s oiling management workload 
and built them into bearings and linear motion rolling guides.
The C-Lube Series not only keeps products maintenance-free for long by giving 
them an optimal and minimal amount of a lubricant for an extended period of 
time but also contributes greatly to preserving the global environment.

Needle Bearings
Machine elements essential to any industry

Linear Motion Rolling Guides/Linear Motion Series
Available in broad sizes, from minimum to extra-large

Linear Motion Rolling Guides/Mechatro Series
A merger of precision machining expertise and electronics

189 190

189_190.indd   189-190 2014/08/04   20:28:01


